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Flexible conveyor
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& IAVA

Company Profile

YA-VA INTELLIGENT SYSTEMS CO., LTD. consists of Conveyor Components Business Unit , Conveyor
Systems Business Unit , Overseas Business Unit (former name: SHANGHAI DAOQIN INTERNATIONAL
TRADING CO., LTD.) and YA-VA Foshan Factory.

YA-VA have a strong design and manufacturing capacity with 30,000 m? facility: including R & D,
injection and molding shop, components assembly shop, conveyor systems assembly shop, QA
inspection center and warehousing. We have professional experience from the components to
customized conveyor systems.

Our products are widely used in food, medicine, daily chemical, new energy, logistics. YA-VA have
been focusing on conveyor industry for more than 20 years under YA-VA brand. Currently there are
more than 7000 clients worldwide.
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Company Profile

Year of 2006 Shanghai Yingsheng Machinery CO., Ltd. (the predecessor of
Ya-Va Intelligent Systems Co., Ltd.) was established to open a new chapter

in the conveying industry.

Year of 2009: YA-VA trademark registration, completion the integration of

The company adheres to research and development, production and sales of conveyor components.
fhepolicy of gy on: Year of 2010 Further extending to the upstream and downstream of area,
ented, technological ) ) ) ) .
innovation, continuous increasing the production capacity of injection molds and conveyors,
improvement and honest providing a solid foundation for the company's subsequent development.
service”; To create f i ; K d : lobal
"first-class enterprises, Year of 2012 Opening up overseas markets and opening up Globa
first-class products, operations, 630 cooperative clients and 27 overseas agents
g“’daﬁs SZ”"CES g Year of 2014 Breaking through 50 million annual turnover and establish-
rge ahead.
ing long-term strategic cooperation with 2,600 cooperative customers.
Year of 2016 ptimize information management systems such as SAP, WMS,
and PDM to enhance the soft power of company management.
Year of 2017 : VI, Sl successfully introduced, upgrade corporate brand
image.
Year of 2018: The company changed its name to YA-VA Intelligent Systems
Co., Ltd. and the new 20,000 M? production facility was put into operation.
Achieving a leap in production capacity.
Year of 2019 Daoren (Foshan) Intelligent Equipment Co., Ltd. was
established to fully serve the South of China market.
Year of 2021: The No. 4 factory building in Kunshan was established and a
production base of nearly 10000 M? was built.
Year of 2022: Continuous improvement of basic data and Daoren Four
Seasons (safety, quality, 55, standardization).
Brand vision Brand values
The future YA-VA should be Integrity: the foundation of the
high-teched, service oriented, brand
and internationalized Innovation: the source of brand
development
Responsibility: the root of brand
self-cultivation
Win-win: the way to exist
Brand mission Brand target
“Transport” power for business Make your job easier

development

YA-VA wants to keep pace with the world's

cutting-edge technologies
Looking forward to your participation.
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Flexible Spiral conveyor

Small footprint and can go up or down.

Max weight of handling material: 2 kg per unit.

It is not allowed to transport in forward and reverse directions.
Max speed 40 meter per minute.

Nax effective transfer height 2 meters.

Special spiral chain and can be customized.

Suitable for complex layout requirements, can achieve multi-turning, multi-climbing
conveying.

Up to 30 kg/m.

Irreversible.

Max speed 40 meter per minute.

Straight lines should be reserved between curves.

The min line distance from the end drive should be more than 1 meter,

Designed to handle trays, bags, crates, bottls go up or down.
Max weight of handling material: 1 kg per unit.

Irreversible.

Max speed 40 meter per minute.

Clamping width can be adjusted within a certain range.

The materials need some space during working.

The materials need to clear when it stops.
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Conveying Systems.

Product information

H

Product information

: 4 Conveyor Components

Convayor components

VAR INTELLIGENT SYSTEMS C0L (T,

3D Product Electronics

30D Product Electronics

A INTELLIGENT SYSTEMS COL LD,

VWA INTELLIGENT SYSTEMS 00, LTD,

Pallet Conveyor System
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Flexible conveyor

Flexible chain

Chain series YS44

Plain chain Y544......

Cleated chain ¥S44 ..........016

Cleated chain Y544 .........017

V-block chain YL44...........018

Chain seriesYL51/63

Cleated chain YL63 ..........026

V-block chain YL63...........027

Lift chain YL63.......00ve0000.. 028

Steel top chain YL63 ........029

Flexible cleat chain YL63 .....030

Seamless chain YL63 .....

031

e~
>4
;

Smoking section chain YL63
032

Chain seriesYM83

Plain chain YM83.......cco....

033

Friction top chain YM&3...034

Flat friction top chain YM83
R T 035

Flocking chain YM83........036

Scraper chain YM83 .........037

Cleated chain YMS83 .........038

002
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Flexible conveyor

Roller cleated chain YM83.040 Steel top chain YM83 .......044

&

Flexible cleat chain YM83B ..045| Flexible cleat chain YM&3 ..046 Fiedbiecioat ciei YMB3D-'3” Seamless chain YMB83 ......048

YM83 049

Chain seriesYH103

P
= e
T ‘ =

Plain chain YH103............050 ....053|Scraper chain YH103........054 Cleated chain YH103........055
<5

=3

Roller top chain YH103....057 Sacking ifting chain YHI03 |\, ey ca chain YH103.....059|Steel top chain YH103.....060 | Seamless chain YH103.....061

Flat friction top chain(no gap)
YH103 062

Chain seriesYB140

Plain chain YB140 ............063| Friction top chain YB140 ...064 | Plain chain YB140 ............065| Friction top chain YB140 ...066
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Flexible conveyor

Plain chain YB150 ............067 | Friction top chain YB150 ...068| Flat friction chain YB150....069

Chain seriesYB175

T

i e

<

Plain chain YB1TS ..........070) Friction top chain YB175 .. 071 | P12t friction top chain YBLTE

5 |Roller cleated chain YB175..073

Chain series YB295

Plain chain YB295 ............074| Friction top chain YB295 ...075

< o

558B1TAR Sideflexing steel 55812 Straight running steel 820 Straight running plastic
chains(TAB system) 076 |table top chain 077 |chain 07

Content



Flexible conveyor ﬁi}lA‘VA

Content

Drive and idler unit

¥S44 End drive unit{protective |YL51/63 End drive unit{protec- |YL63 End drive unit{protective |YL63 End drive unit{protective
cover) 079 | tive cover) 080

YM83 End drive unit{protective
cover) 081 |cover)

082 | cover) 083

¥H103 End drive unit{protective| YH103 End drive unit(protective
cover) 088 |cover) 08!

YMB83 End drive unit(protective
cover) 084

¥YM83 End drive unit{protective

YH103 End drive unit(protective
cover) 085

cover) 086

¥B145 End drive unit{protective
9 |cover) 090 |

YB155 End drive unit{protective| YB180 End drive unit{protective
GOV i sasbmmeseiestite

091 | cover)

YB300 End drive unit{protective
092 |cover) 093

¥YL63 End drive unit..........095|YL63 End drive unit..........096| YM83 End drive unit.........097

¥YM&3 End drive unit.........099

YH103 End drive unit........100| YH103 End drive unit .......101

YH103 End drive unit ....... 102|881 TAB End drive unit.....103

820/812 End drive unit ....104
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&3 TA-VA

Flexible conveyor
SUS304 End drive unit (protective cover)

t

YL51/63 End drive unit
(protective cover)...............

*&

YH103 End drive unit
[protective cover)........ou..

141

¥L63 End drive unit (protective
cover).. 106

YL63 End drive unit (protective

cover) 107

¥YH103 End drive unit

[protective cover)} 112

*5«1

¥YH103 End drive unit

(protective cover

Centredrive unit

¥S44 Centre drive unit.....117

YL51/63 Centre drive unit118

¥M83 Centre drive unit....119

¥-’l3

¥YMB3 End drive unit (protective
TRE4, L6 AL S L e o e e 108

YH103 End drive unit
(protective cover

¥YH103 Centre drive unit ..120

¥MB3 End drive unit (protective
OB e i e i it st L)

YB180 End drive unit

| (protective cover)......umemnes

¥B145 Centre drive unit...121

¥M83 End drive unit (protective
OB e e L O

YB300 End drive unit

5 | {protective cover)... .. 116 |

¥B155 Centre drive unit...122

YB180 Centre drive unit...123

&Z

YB300 Centre drive unit...124

Horizontal bend drive unit

Y544 Horizontal bend drive unit
125

¥L51/63 Horizontal bend drive
unit 126

¥M83 Horizontal bend drive
unit

127

YH103 Horizontal bend drive
R VDR

006
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Content

Flexible conveyor

SUS304 horizontal bend drive unit

T

YL51/63 SUS304 horizontal
bend drive unit... 5

Idler end unit

’{&

129

drive unit

¥YMB3 5US304 horizontal bend

130

YH103 5US304 horizontal bend
drive unit

&5 TA-VA

Y544 |dler end unit...........

133|YL63 Idler end unit...

YM83 Idler end unit..........

¥YM&3 Idler end unit........

¥m

w137

139

¥H103 Idler end unit.........

140

YH103 Idler end unit.........

14

1|¥B145 Idler end unit

142

¥B155 Idler end unit

143

YB18&0 Idler end unit ........

144

¥YB300 Idler end unit

145

BB1TAB Idler end unit.......

146

820/812 Idler end unit .....

147

SUS304 idler end unit

N

¥L51/63 SUS304 idler end units
148

YL63 SUS304 idler end units

149

¥L63 SUS304 idler end units

k’fi(

¥M83 SUS304 idler end units
: 151

¥MB3 SUS304 idler end units
152

¥YMB3 SUS304 idler end units

t

YH103 SUS304 idler end units
154

t

YH103 SUS304 idler end units
155

YH103 5U5304 idler end units
156

N
\{

YB180 SUS304 idler end units
157

gm

YB300 SUS304 idler end units
158

007
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&3 TA-VA

Drive accessories

¥Q

No power transition device at
theend ..., 159

%f&:(
W

Side support device for drive end
unit without protective cover .. 160

Conveyor component

Conveyor component

Flexible conveyor

kfﬁx

£

Conveyor beam................161| Conveyor plain beam ......163| Joint piece.........ccoumrerienn 164 ?nesat;i'l;;gt;m forisn 165 | 1L51/63 Tensioning device..167|YM&3 Tensioning device .. 168
YH103 Tensioning device 169 Plastic slide rail................170| Plastic slide rail ............... 170

SUS304 conveyor beam

5US304 conveyor beam ..171

3

SUS304 beam section for chain
installation frame 173

¥L51/63 SUS304 tensionin
device e 175

¥§

£

YMB3 SUS304 tensioning device

176

£

YH103 SUS304 tensioning

device 177
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Flexible conveyor ﬁi}lA‘VA

b=
w
- Bends
w
Wheel bends
Y544 Wheel bend.............179|YL51/63 Wheel bend........180| YM83 Wheel bend ............181|YH103 Wheel bend........... 182
SUS304 horizontal wheel bend
YL51/63 5US304 horizontal | YM83 SUS304 horizontal wheel |YH103 SUS304 horizontal wheel
wheel bend 183 |bend 184 |bend . 185

Horizontal plain bends

-\ﬂ.

Y544 Horizontal plain bends  |¥L51/63 Horizontal plain bends | YM83 Horizontal plain bends
. 186 ekvesot v 187 .18

YH103 Horizontal plain bends  [YB145 Horizontal plain bends
8| .. 189 : : : 190

¥B155 Horizontal plain bends
i s 191

i

YB180 Horizontal plain bends | YB300 Horizontal plain bends  |881TAB Horizontal plain bends
192 193|194

———




@;,'IA‘VA Flexible conveyor

X X =
NN

5 85 —5r—

Ly

/4,
/

1

YL51/63 SUS304 horizontal  |YMB83 SUS304 horizontal plain |YH103 US304 horizontal plain | YB180 US304 horizontal plain  |YB300 US304 horizontal plain
plain bends... e 195 | bends ... 196 | bends 157 | bends s 198 | bends 199

Vertical bends

.200|YL51/63 Vertical bends.....201| YM83 Vertical bends......... 202|YH103 Vertical bends.......203|YB145 Vertical bends....... 204|YB155 Vertical bends........205

YB180 Vertical bends .......206 207

%fﬁl %?Z i{@z *?Z

YL51/63 SUS304 vertical bend |YM83 SUS304 verticalbend  |YH103 SUS304 vertical bend  |YB180 SUS304 vertical bend | YB300 SUS304 vertical bend
. i 209 ) 210 . L 211 . . R

010
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Flexible conveyor @é\.}lA‘VA

Content

Support components

Supportbracketsfor beam

Beamn support bracket for Y544 |Beam support bracket for Beam support bracket for YM83 | Beam support bracket for
213 |¥L51/63 214

Conveyor beam support
215 |YH103 216 | Beam support bracket..... 217|p — 1 0 218

SUS304 supportframe

SUS304 beam bracket .....219|SUS304 beam bracket

..... 220|Beam support bracket.....221 |Small support head

......... 222|Big support head .............223|Small connecting joints...224

Supportbeam

S o« —~ ¢

Support beam ......c..........225| End cap for support beam.226(Seal ........coccceoncininainias

...22T|Angle bracket ...................228

{4 L

231 | DGS40 Articulated feet....232| DGS80 Articulated feet ....233

End plate for spport beam

DDGS80 Articulated feet..234

01



¢

DG6O Articulated feet ......235

DGEO Articulated feet .....236| DOCBUF Stainless steel fully sealed

120 Degree bipod base......241

DGCABOF Stainless steel fully sealed
universal adjustable feet...... 237 | universal adjustable feet...... 238

Flexible conveyor

GDS&? s §teet kel {;3? Tripod base ...

.240

Width adjustment actuator

Width adjustment actuator.243

Angle gear unit

-

244|Shaft

245|Hand wheel

Guide

GUide rail coovovnevoerneierinnn. 247 | Guide rail cover................ 248 | Guide with cover..............249 End plug ..cvevvevenrencrninnnne 251 | CONNECting plug ...vveveer 252
Rail puide........coccrisnrennns 253|Guide connector .............. 254

Aluminum guide +C guide rail
25

5 (Guide connector..............256

012
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Flexible conveyor

Content

C type guide rail...............259| Metal profile ..................... 260

N

Side guide......coveniveiiennn 261

Brackets

Supportbrackets

\ &

o

Adjustable support bracket. 263 | Fixed support bracket

..... 264|Guide bracket...................265| Distance piece.................266 | Aluminium tube...............267 | Aluminium tube plug.......268
Flat aluminium tube........269| Flat aluminium tube plug270 3"”‘3 rail bracket support T{-F €|Corner connector... gg&ﬁg:ﬁ;ﬁr gHiteal 73 |Smallclamp.....................2T4

v S

| i*ﬁ

Large cross clamp...........275| Cross clamp with eyebolt276| T clamp with eyebolt

....... 277|Cross joint ... w278 Swivel head ........ceiev..... 279 Side bracket ... 280

CA-Guide rail clamp.........282 | Guide rail clamp C...........283

.286|Guide rail clamp...............287

Guide rail clamp B ...........284 |Guide rail clamp...............285|Rod

013



ﬁ,‘lA‘VA Flexible conveyor

Guide rail clamp......

Adjustable single round clamp |Adjustable single square clamp|Double round guide rail clamp |Double square guide rail clamp
P R R 291 | (With PIn) uusevsiesisnssoreasines 292 | (With PIn) .ocsseeisiscimisivaiens

5US304 square guide clamp | 5US304 adjustable square 5US304 double round guide rail SUS304 double square guide
294 guide clamp 205 | SUS304 guide rail clamp-296 | ciamp (with pin).....ccoc

Components

\¥'” o b

ggr:&e;ftél:gc;msxrt 2::;1'299 Eg:&e:g:%jg;%\:ﬂ:g 300 | Parallel connection block..301 | Plastic screw ....................302| SqUare MUt ... 303|Square NUL....cccernseniennn 304
X E
o <
Teslot nut . Springnut T-bolt A 307|T-bolt B 308 g{’;‘l‘jﬁ'”gy‘”" L m'"'“_,fog Oppositeniit ...
¥ m
/?\)
Mounting tool for slide rail .. 311 | Pin insertion tool for chain..312 | Cutting pliers........vene. 312

014

Content
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ChainYS44

% Plain chain YS44

PO79

Flexible chain

—7 Howt
\ -\g Part.

| p186

N\

| P200

ochoose®-o

Item®-Characteristic®

YSTL44-C1
Item® Width Pitch Rs Rb Welght
(Kg/m)
YSTL44 44 25.4 150 120 0.72
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
G Material Working load | Conveyorlength | Speed | Working temperature
2]
e tenstic® || oiol S S [ el b (N) (m) (m/imin) °C)
1 White POM PAGG SUS304 <3000 <12M =50 -10~40




@< IAVA

Cleated chain YS44 \%

POT9

Flexible chain

avl (0 YA ) YAl () YAVl

1. 254 |

) Az9=5
'\@ How to choose ®- @ | ltem®-Flight pitch® -Characteristic®
o0 Part. YSTL44X3D-AZ1-C1
Flight pitch Flight height . Weight
o
Item AZ® Width H Pitch Rs Rb (Kg/m)
YSTL44X3D 3.0 0.73
YSTL44X5.5D 55 0.74
T s 44 25.4 150 120 [
YSTL44X9D 9.0 0.76
YSTL44X27D 27.0 0.80
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ The top can be used as a block or can support the materials.
L Material Working load | Conveyorlength | Speed | Working temperature
o
SheraisisicS | S e [P Bt L TR N) (m) (m/min) °C)

1 White POM PAG6 SUS304 <3000 <12M <50 -10~40




ChainYS44

‘% Cleated chain YS44

PO79

Flexible chain

P117

P165~166

\\r

\g How to choose ®-® | ltem®-Flight pitch® -Characteristic®

Part. YSTL44X3E-AZ1-C1
Item® FligI:zp‘i'tch Width Flighf_lhagm Pitch Rs Rb :’::':-"r:;
YSTL44X3E 3.0 0.75
YSTL44X5.5E 5.5 0.76
YSTL44X9E 2.3 44 9.0 25.4 150 120 0.77
YSTL44X20E 20.0 0.80
YSTL44X2TE 27.0 0.82

@ Suitable for low load and moves smothly.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.

© The teeth shape can achieve a small turning radius.

Material Working load | Conveyor length | Speed | Working temperature
Body | Plastic Pivot Pin (N) (m) {m/min) L)

1 White POM PAG6 SUS304 <3000 <12M <50 -10~40

Characteristic® Colour




&5 TA-VA

V-block chainYL44

ChainYS44

Item®-Characteristic®

\\zﬂ“’"" How to choose®-@
[e]e]

Part. YSTL44V-C1
: Weight
Item® Width Pitch R: Rb
el i itc s (Kg/m)
YSTL44V 44 254 150 200 0.90
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ The top can be used as a block or can support the materials.
i Material Working load | Conveyorlength | Speed | Working temperature
2]
Chametmistic® || Colowe |- T PhsiePiwR | PiD (N) (m) (m/min) °C)
1 White POM PAGE SUS304 <3000 =12M =50 -10~40

POT9

Flexible chain
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Smoking section chain YL51

POBO~082/034
~{86/105~107

j Flexible chain

Pl

w

~135/
148~1!

50
P160
N

P161~164/
171~172

Iltem : YLTL51EA

J

64.2

~

P187/195
z Item : YLTL51EB
— How to choose®-® | Iltem®-Characteristic®
| P201/208 | oo Part. YLTL51EA-C1
Item® Width Pitch Rs Rb Visight
(Kg/m)
YLTLS51EA 0.71
51 254 150 120
YLTL51EB 0.73
@ Suitable for bulk cigarette transportation.
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
Material Working load | Conveyor length | Speed Working temperature
e g ey g pee g e
Ehractaiie® | GOl S e P PRt PR (N) (m) (m/min) °0)
1 White POM PABE SUS304 <3000 =12M =50 -10~40




&5 TA-VA

Plain chainYL63

ChainYL63

Item®-Characteristic®

\Qm, Howtochoose®-@
00 Part.

YLTL63-C1
; Weight
ltem® Width Pitch Rs Rb Kg/m)
YLTLG3 63 254 150 120 0.72
@ Suitable for low load and moves smothly.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
. Material Working load | Conveyorlength | Speed | Working temperature
2]
Characteristic™ | SoloW = m o bl P N) (m) (m/min) C)
1 White POM PAG6 SUS304 <3000 <12M <50 -10~40

POB0~-082/094
~{(96/105~107

Flexible chain

| P180/183 |

N~

| P187/105 |

| P201/208 |




&5 TA-VA

ChainYL63

Friction top chainYL63

POBO~082/034
~{86/105~107

Flexible chain

P126/129

P133~135/
148~150

P161~164/
171~172
S
P165~166/
173~174
P167/175
\\= ~ = =
D’"’" How to choose®-© | ltem®-Rubber pitch® -Characteristic®
Bt 6o Part. YLTL63F-AZ1-C1
s ltem® Biisos pid Width Pitch R Rb L
AZ® (Kg/m)
P180/183 9
YLTL63F i 63 254 150 120 0.72
\ @ Suitable for low load and moves smothly.
T @ Connecting structure makes chain more flexible, one power can has multiple transport directions.
[PISTASSY @ The teeth shape can achieve a small turning radius.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Characiariiiic® Colour Material Working load |Conveyor length | Speed |Working temperature
| p201/208 | Body | Rubber [Body| Rubber |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White | Transparent| POM | 85A TPU PABE  |SUS304| <3000 <12M =50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, etc.).



ChainYL63

&5 TA-VA

Flat frictiontop chainYL63

POB0~-082/094
~{(96/105~107

i Flexible chain

Pl61~164/
171~172

Item®-Rubber pitch® -Characteristic®
YLTL63J-AZ1-C1

\Qm, How tochoose®-@o
00 Part.

Item® R“b*:,[g"ch Width Pitch Rs Rb r:‘;',?\:‘; -
pisojes
YLTL63J R23 63 25.4 150 120 0.75
@ Suitable for low load and moves smothly. \
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions. =
® The teeth shape can achieve a small turning radius. | P187/195
@ Surface with friction strips, the different pitch of frction strips has different effects.
Charactaiisc® Colour Material Working load | Conveyor length| Speed |Working temperature \
Body | Rubber | Body | Rubber |Plastic Pivot| Pin (N) (m) (m/min) [6:124] | P201/208 |
1 White | White | POM |60A TPE PABE  |SUS304| <3000 <I12M <50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).




POBO~082/034
~{86/105~107

j Flexible chain

Pl

w

~135/
148~1!

50
P160

P161~164/
171~172

P165~166/
173~174

R 5

ChainYL63

Flocking chainYL63

o] Howtochoose®-@

Item®-Characteristic®

&5 TA-VA

oo Part. YLTL63FA-C1
s n Weight
Item® Width Pitch Rs Rb (Kg/m)
YLTLE3FA 63 25.4 150 120 0.75
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@The teeth shape can achieve a small turning radius.
@ Top with flocking to protect the surface of materials.
Charsciariitic® Colour : . Materi.al . : Working load |Conveyor length Spee<‘:| Working tfmperature
Body Flocking| Body |Flocking | Plastic Pivot|  Pin (N) (m) (m/min) (°C)
1 Light yellow| Grey |PA66| PA66 PAB6 SUS304 <3000 <12M <50 -10~40

@ Surface fluff will be slightly affected by friction.
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Scraper chainYL63

POB0~-082/094
~{(96/105~107

Flexible chain

= v.'la\'. o L O fmn i
254

Y

AZ®=5

'\@ How to choose ®- @ | ltem®-Flight pitch® -Characteristic® T
0o Part. YLTL63X20-AZ1-C1 pisojes

Flight pitch - Flight height . Weight

o

Item A Width G Pitch Rs Rb (Ka/m) \
YLTL63X20 20 0.77 | p187/105 |
YLTL63X30 30 0.79

e 63 25.4 150 120 —
YLTL63X40 40 0.81 i

e m———— 171
YLTL63X55 55 0.83

@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.

@ The teeth shape can achieve a small turning radius.

Material Working load | Conveyorlength | Speed | Working temperature
Body | Plastic Pivot Pin (N) (m) (m/min) (°C)

i White POM PAG6 SUS304 <3000 <12M <50 -10~40

Characteristic® | Colour




ChainYL63

Cleated chainYL63

POBO~082/034
~{86/105~107

Flexible chain

P126/129

P133~135/
148~150

229 |

P161~164/
171~172 1 2 4 5
. i ) LTy ; _‘ T g g l; Wi .-
P165--166/ - T 5] .
173~174 | 254 ]
P167/175 AZ®=5
—7 Howto choose®-© | Item®-Flight pitch® -Characteristic®
pl80/i83 o0 Part. YLTL63X4A-AZ1-C1
Flight pitch : Flight height . Weight
1]
\ Item AZ© Width H Pitch Rs Rb (Kg/m)
I P187/105 | YLTLE3X4A 4 0.75
YLTL63X5.5A 55 0.78
YLTL63X9A 9 0.82
| P201/208 | 12030 63 254 150 120
YLTLGE3X12A 12 0.85
YLTL63X1TA 17 0.90
YLTL63X30A 30 0.96
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ The top can be used as a block or can support the materials.
S Material Working load | Conveyor length | Speed | Working temperature
L]
Chascimblic® | Colour =0 | PacicPivec ] Fin (N) (m) (m/min) °C)
1| White POM PAGE SUS304 <3000 =12M =50 -10~40
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Cleated chainYL63

POB0~-082/094
~{(96/105~107

1=

L]
5

o
e
3
b

57 Howtochoose®-@ | Item®-Flight pitch® -Characteristic®

[e} Part. YLTL63X4A-AZ1-C1 S
— — . P180/183
Flight pitch Flight height : Weight |
Item@® AZ® Width 0 Pitch Rs Rb (Ka/m) \

YLTL63X10E 10 0.87 B _

YLTL63X15E 15 0.89 e
o (2 S Y 63 25.4 150 120 ——

YLTL63X20E 20 0.90 \

YLTL63X30E 30 0.92 | P201/208 I
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.

L Material Working load | Conveyorlength | Speed | Working temperature
L)
Chrrastetisiic Solp Body | Plastic Pivot Pin (N) (m) (m/min) (°C)

1 White POM PAG6 SUS304 <3000 <12M <50 -10~40
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V-block chain YL63

POBO~082/034
~{86/105~107

Flexible chain

P126/129

P133~135/
148~150

P161~164/
171~172

s
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U

P165~166/
173~174

—— How to choose®-@ | Item®-Characteristic®
5o Part. YLTL63V-C1
| P180/183 | Weioh
Item® Width Pitch R Rb =g
em i itc s (Kg/m)
\ YLTL63V 63 25.4 150 120 0.90
lpla.'rms | @ Suitable for low load and moves smothly.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
i \ @The top can be used as a block or can support the materials.
[PzeEae] Material Working load | C length | Speed | Working t t
e aterial lorking loa onveyor leng pee lorking temperature
CrarastensBeS | N okt e Pk Dt B (N) (m) (m/min) °0)
il White POM PAG6 SUS304 <3000 <12M =50 -10~40
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Lift chainYL63

POB0~-082/094
~{(96/105~107

Flexible chain

L 254

a}'&l

Item : YLTL63X12L Item : YLTL63X12R

W
21

—7 Howtochoose®-© | tem®-Flight pitch® -Characteristic® S |
P180/183
oo Part. YLTL63X12L-AZ1-C1 IEioiE
Flight pitch e ; Flight height ) Weight \
0
Item A7® Ascending direction | Width H Pitch Rs Rb (Kg/m) s
YLTLE3X12L Left 1.16
e [ Lo M S 63 12 254 150 120
YLTL63X12R Right 1.16
@ Suitable for low load and moves smothly. | P201/208 |
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ The baffle is tilted angle, and the material can be biased towards one side.
o Material Working load | Conveyorlength | Speed | Working temperature
(]
Chamctersacs | oW e PR TR L ) (m) (m/min) °C)
i White POM PABE SUS304 <3000 <12M <50 -10~40
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ChainYL63

Steel top chainYL63

POBO~082/034
~{86/105~107

Flexible chain

P126/129

P133~135/
148~150

P161~164/
171~172

P165~166/
173~174

5

P167/175

Item®-Characteristic®

\Q’d“ How to choose®-@
oo

Part. YLTL63TF-C1
Item® Width Pitch Rs Rb Welght
(Kg/m)
YLTL63TF 63 25.4 150 120 1.10
@ Suitable for low load and moves smothly.
I p187/195 © Connecting structure makes chain more flexible, one power can has multiple transport directions.
: : @ The teeth shape can achieve a small turning radius.
\ @ Avoid surface wear and tear, suitable for metal components.
L _ Chiaractaristic® Colour Material Working load |Conveyor length | Speed |Working temperature
| P201/208 Body | Steel plate | Body |Steel plate|Plastic Pivot| Pin (N) (m) {m/min) (°C)
1 White | Black [POM| SUS304 PAB6  |SUS304| <3000 <12M <50 -10~40

@ The surface of the top steel plate is hardened and wear -resistant.
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Flexible cleat chain YL63

-7 Howtochooseo-@

Item®-Characteristic®

ChainYL63

oo Part. YLTL63C-C1
item® Width Pitch Rs Rb Viclght
(Kg/m)
YLTLG3C 63 254 150 120 0.87
@ Suitable for low load and moves smothly.
@ Grip the materials by finger gripper.
@Finger gripper snap on the palte will cause a drop.
- Colour Material Working load | Conveyor length| Speed |Working temperature
o
e o e e [ e e e e N) (m) (m/min) (°C)
1 White | Transparent | POM [90A TPU PABE |SUS304 <3000 <12M <50 -10~40

@Finger gripper deformation<< 9 mm.

POB0~-082/094
~{(96/105~107

i Flexible chain
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POBO~082/034
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Flexible chain
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148~150

P161~164/
171~172

s
S
U

P165~166/
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| p180/183 |

| 1877195 |
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ChainYL63

Seamless chainYL63

h e _{?b

Item®-Characteristic®

\g""“ How to choose®-@
oo

Part. YLTL63WF-C1
Item® Width Pitch Rs Rb r:;?:;
YLTL63WF 63 254 150 120 0.75
@ Suitable for small materials  bottle , cans, etc.) smoothly transport.
@ The carrying surface is big can avoid to scratch the bottom of conveyor.
@ No change in the gap when turing transport.
‘i 6 Material Working load | Conveyor length | Speed | Working temperature
Stacinn s Colaur I eody [ ShdingBade] Pin (N) (m) (m/min) (o)
1 White POM POM SuUs304 <3000 <12M =40 -10~40
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Smoking section chainYL63

POB0~-082/094
~{(96/105~107

i Flexible chain

Item : YLTL63EA

| P180/183

Item : YLTL63EB \
| p1s7/195 |
— How to choose ®-® | ltem®-Characteristic® \
g o Part. YLTL63EA-C1 | P201/208 |
Item® Width Pitch Rs Rb W
(Kg/m)
YLTLG63EA 0.75
63 254 150 120
YLTL63EB 0.77
@ Suitable for bulk cigarette transportation.
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
o Material Working load | Conveyorlength | Speed | Working temperature
a
Shatctedsic®™ | oo ISRy P TREL P ) (m) (m/min) °C)

il White POM PAB6 SUS304 <3000 <12M <50 -10~40




PO83~085/097
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ﬁ Flexible chain
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P165~166/
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ChainYM83

Plain chainYM83

-

Item®-Characteristic®

'\olE How to choose®-o
o0

Part. YMTL83-C1
: B Weight
Item@ Width Pitch Rs Rb (Kg/m)
YMTL83 83 335 160 120 1.20
@ Suitable for medium load and moves smothly.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
. Material Working load | Conveyor length | Speed | Working temperature
a
hamcterisice® | Gt T Padic Dol Dl (N) (m) (m/min) e)
L White POM PAGE SUS304 <5000 <12M <50 -10~40
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Friction top chainYM83

ChainYM83

ochoose®-o

Item®-Rubber pitch® -Characteristic®

7 Howt

Part. YMTL83F-AZ1-C1
Rubber pitch ; Weight
Item® 470 Width Pitch Rs Rb (Kg/m)
YMTL83F 1203 83 335 160 120 1.25
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Charackaristich Colour Materia.l : . Working load |Conveyor length 5pee<_:| Working tioemperature
Body | Rubber |Body| Rubber |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White |Transparent| POM | 85A TPU PABE  |SUS304 <5000 <12M =50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).
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j Flexible chain
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ChainYM83

Flat friction top chain YM83

&5 TA-VA

How to choose®-o

Item®-Rubber pitch® -Characteristic®

Orcler
o0 Part. YMTL83J-AZ1-C1
Rubber pitch : : Weight
o
Item A7© Width Pitch Rs Rb (Kg/m)
YMTL83J 1234 83 335 160 120 1.25
@ Suitable for medium load and moves smothly.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.
® The teeth shape can achieve a small turning radius.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Charctente® Colour Matetial‘ : : Working load |Conveyor length Speeg:.i Working tsmperature
Body | Rubber | Body | Rubber |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White | White | POM |60ATPE PABE  |SUS304 <5000 <12M =50 -10~40

® The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, etc.).



&3 TA-VA

Flocking chainYM83

a7 Howtochooseo-@

Item®-Characteristic®

ChainYM83

[¢] Part. YMTL83FA-C1
: Weight
Item® Width Pitch Rs Rb Kg/m)
YMTL83FA 43 335 160 120 125
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ Top with flocking to protect the surface of materials.
Characteristic® Colour : : Materi.al : : Working load |Conveyor length Speeti Working tfmperature
Body Flocking| Body |Flocking | Plastic Pivot|  Pin (N) (m) {m/min) (C)
1 Light yellow | Grey |PA66| PA66 PABE |SUS304 <5000 =12M =50 -10~40

@ Surface fluff will be slightly affected by friction.
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ChainYM83

Scraper chainYM83
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P136~138/
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How to choose ®-© | ltem®-Flight pitch® -Characteristic®

Order

c o Part. YMTL83X30-AZ1-C1
PI88/19 Item® Bl Width Sl et Pitch Rs Rb r:z'fr:;
YMTL83X30 30 1.30
09 | YMTL83X40 EPARE 83 40 335 160 120 1.40
YMTL83X50 50 1.50
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
Charscterstic® | Colur Boﬂy p|a:;it:::z:t i Worlu;;g load Conve¥:‘rllength (?T?/er::.‘ : Working t(x:\g;perature
1 White POM PAGE SUS304 <5000 <12M <50 -10~40
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Cleated chainYM83

PO83~085/097
~099/108~-110

%%
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P127/130

P136~-138/
151~153

—7 How to choose ®-@ | tem®-Flight pitch® -Characteristic®

Part. YMTL83X9A-AZ1-C1
Flight pitch . Flight height : Weight
Item®@® A7® Width H Pitch Rs Rb (Kg/m)
YMTL83X9A 9 135
YMTL83X15A 15 155
e 83 335 160 120 ==
YMTL83X20A 20 1.65
YMTL83X30A 30 1.80
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@The top can be used as a block or can support the materials.
o Material Working load | Conveyorlength | Speed | Working temperature
o
Chatactefisie® | Colour [ TPEe PRSE] PR N) (m) (m/min) °C)

1 White POM PAG6 SUS304 <5000 =<12M <50 -10~40
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Cleated chainYM83

PO83~085/097
~089/108~110

ﬁ Flexible chain

P119

P127/130

N

P136~138/
151~153

= =

P161~164/
| 1T1~172

P165~166/
| 173~174

*

P168/176

SN

| p170

,‘@ —7 Howto choose®-o | ltem®-Flight pitch® -Characteristic®

[¢} Part. YMTL83X15E-AZ1-C1
ltem® ; "g'xzpf‘h Width F'ighf_lh"ight Pitch Rs Rb r:;"?r:]t
| P188/196 YMTL83X15E 15 1.22
YMTL83X20E Ao 83 20 33.5 160 120 1.25
\ YMTL83X30E 30 1.28
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
Characteristic® | Colour = phﬁt:izt — Worki&g] load Conve?{‘::)length (i:)j::::.l \ Working :t:gperature
1 White POM PAGE SUS304 <5000 <12M <50 -10~40
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Roller cleated chainYM83

PO83~085/097
~099/108~-110

%%

P119

P127/130

P136~-138/
151~153

@ How to choose ®-@ | ltem®-Rollers pitch® -Characteristic®
5o

Part. YMTL83X46R-AZ2-C1
Rollers pitch : Rollers height - Weight
Item® A70 Width H Pitch Rs Rb (Kg/m)
YMTL83X46R 2.3.4...... 83 46 335 160 120 2.00
@ |t can be used to elevate materials and lower materials.
@The roller can avoid scratching the materials,
@ Select the appropriate roller pitch according to the size of the materials.
Charactarich ’I Colour Material Working load|Conveyor length| Speed [Working temperature
AractensiC T Body [Rollers|BodylRollers|Bracket]Plastic Pivof] Pin |Fastener]  (N) (m) (m/min) °C)
1 White| White| PP | POM | AB063| PA66 [SU S304|5U5202 <3000 <12M <50 -10~40

@The bottom of roller is PP ( body is POM). It can resist the impact at room temperature, but not too large.




ChainYM83

Roller top chainYM83
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eimss
\ '\@ How to choose ®-® | ltem®-Characteristic®
= o0 Part. YMTL83R-C1
| P188/196 |
Item® Width Pitch Rs Rb yeght
(Kg/m)
P202/209 YMTLE3R 83 335 160 120 2.00
' @ Suitable for materials ( boxe, crates, trays, etc.) stacking request.
® Reduce accumulation pressure and riction resistance.
@The metal rod connecting the top roller into chain plate.
Characteristic Colour Material Working load|Conveyor length| Speed |Working temperature
Body |Rollers [Body | Rollers |Plastic Pivot| Pin Pin (N) (m) (m/min) (°C)

1 White | White|POM | POM PAB6  |SUS304|SUS304| <5000 <12M <50 -10~40
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Stacking lifting chain YM83

ChainYM83

(If AZ=1, it is used as accumulation chain)

-] Howtochooseo-@

Item®-Rollers pitch® -Characteristic®

oo Part. YMTL83X20R-AZ1-C1
Rollers pitch Rollers height T Weight
Item® AZ® Width H Pitch Rs Rb (Kg/m)
YMTL83X20R NE N R 83 21 335 160 120 2.80
@ Suitable for materials ( boxe, crates, trays, etc.) stacking request.It can adapt the pitch of roller as cleats.
@ Reduce accumulation pressure and riction resistance.
@ The metal rod connecting the top roller into chain plate.
o Colour Material Working load|Conveyor length| Speed [Working temperature
Characteristic®) Body | Rollers |Body| Rollers | Plastic Pivot] Pin | Pin (N) (m)  [m/min) (°C)
i White | White |POM| POM PAB6  |SUS304|SUS304| <5000 <12M <50 -10~40
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ChainYM83

Universal chainYM83
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(P8 \— How to choose®-@ | Item®-Convex pitch® -Characteristic®

\ oo Part. YMTL83U-AZ1-C1

P188/196 | o Pad distance Boss height - Weight
P188/1%6 Item 2 Width i Pitch Rs Rb i

\ YMTL83U K23 83 4 335 160 120 1.20
| P202/209 | @ |t is suitable for cartons elevating.
A — @ The convex is a blocking effect. Select the appropriate convex pitch according to the size of the materials.
@The center opens a hole or customized so that can fixed the brackets.
s Material Working load | Conveyor length | Speed | Working temperature
3]
Cransetenstes N Corin S e il e L Oin (N) (m) (m/min) Q)
1 White POM PAGE SUS304 <5000 <12M <50 -10~40
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Steel top chainYM83

oa] Howtochooseo-@

Item®-Characteristic

ChainYM83

oo Part. YMTL83TF-C1
Item® Width Pitch Rs Rb Weight
(Kg/m)
YMTL83TF 83 335 160 120 1.62
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
® Avoid surface wear and tear, suitable for metal components.
Characteristic® Colour Matenql : : Working load | Conveyor length Speef:i Working tfmperature
Body | Steel plate |Body |Steel plate|Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White Black |POM| SUS304 PABE |SUS304 <5000 =12M =50 -10~40

@The surface of the top steel plate is hardened and wear -resistant.
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ChainYM83

Flexible cleat chainYM83B
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St o] How to choose®-@ | Item®-Brush pitch® -Characteristic®

|pig1/18s | o] Part. YMTL83B-AZ1-C1
Brush pitch s Weight
o
\ Item A Width pitch Rs Rb i
| Rissise. | YMTL83B T 83 335 160 120 1.30
@ Suitable for the materials (snack bags, boxes, etc. ) elevate or gripper.
©When the appearance of irreqular products, the brush fit well.
| P202/209 | @ Select the appropriate pitch according to the size of the materials.
Characteristic® Colour Materia! . . Working load|Conveyor length Speef} Working ttoemperature
Body Brush Body | Brush |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White |Transparent| POM |70ATPU PAGG SUS304| <5000 <12M <50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, efc.).
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Flexible cleat chain YM83

oa] Howtochooseo-@

Item®-Characteristic®

ChainYM83

6] Part. YMTL83C-C1
Item® Width Pitch Rs Rb Weight
(Kg/m)
YMTL83C 83 335 160 120 2.00
@ Suitable for low load and moves smothly.
@ Grip the materials by finger gripper.
@ Finger gripper snap on the palte will cause a drop.
Characteristic® Colou'r : Matena.:l ] : Working load | Conveyor length Speefi Working tfmperature
Body Gripper Body | Gripper |Plastic Pivot| Pin (N) (m) {m/min) (°C)
1 White | Transparent |POM|85ATPU| PA66 |SUS304| <5000 <I12M <40 -10~40

@ Finger gripper deformation << 9 mm.
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ChainYM83

Flexible cleat chainYM83D-Y
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——7 Howto choose®-© | tem®-D-tube pitch® -Characteristic®
\ 5o Part. YMTL83D-Y-AZ1-C1
e D-tube pitch Weight
ube pitc| = eig
Item@ AZ® Width Pitch Rs Rb (Kg/m)
YMTL83D-Y 15203000 83 335 160 120 2,50
@ Suitable to grip reqular shape of materials and high load strength.
® Grip the material by D gripper.
@D gripper is lock on the chain plate.
@ The material may offset when turning transport. The D gripper may cracking when in high capacity.
CHars c‘teristicel Colour Material‘ : i Working load|Conveyor length Speefi Workingtfmperature
Body | D-tube | Body D-tube | Plastic Pivot Pin (N) (m) (m/min) (°C)
1 White | White | POM | Silica Gel PA66 SUS304| <5000 <12M <40 -10~40

@D gripper deformation<< 9 mm.
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Seamless chainYM83
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—7 Howtochoose®-© | tem®-Characteristic®

oo Part. YMTL83WF-C1
item® Width Pitch Rs Rb i i
(Kg/m)
YMTL83WF 83 335 160 170 125
@ Suitable for small materials ( bottle , cans, etc.) smoothly transport.
@ The carrying surface is big can avoid to scratch the bottom of conveyor.
@ No change in the gap when turing transport.
@ (an't use the intermediate drive and tension device due to restrictions of the back radius.
& Material Working load | Conveyorlength | Speed | Working temperature
o ng yo pee 9 p
Chatacteistc® | Colowr ety [SidingBlade]. Fin (N) (m) (m/min) C)

1 White POM POM SUS304 <5000 <I12M <40 -10~40
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@, IAVA

Flat friction top chain (no gap) YM83

x_';_sj \‘._'_[Q IO
. 335 ]
=5

— How to choose®-@ | Item®-Rubber pitch® -Characteristic®

oo Part. YMTL83WFJ-AZ1-C1
Rubber pitch 3 : Weight
Item® ) Width Pitch Rs Rb (Kg/m)
YMTL83WFJ e 83 335 160 120 1.27
@ Suitable for small materials ( bottle, cans, etc.) smoothly transport. @ (an't use the intermediate drive and tension device due to restrictions of the back radius.
@The carrying surface is big can avoid to scratch the bottom of conveyor.
@ No change in the gap when turing transport.
@ Surface with friction strips, the different pitch of frction strips has different effects.
o ’I Colour Material Working load|Conveyor length| Speed [Working temperature
Characteristic T - 5 5
Body |Rubber| Body | Sliding blade | Rubber Pin (N) (m) (m/min) *C)
1 White | White | POM POM 60A TPE | SUS304 <5000 <12M <40 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, etc.).
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Plain chainYH103

Item®-Characteristic®

\@E, How to choose®-@
topre}

ChainYH103

Part. YHTL103-C1
: Weight
Item® Width Pitch Rs Rb Kg/m)
YHTL103 103 355 170 120 1.50
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
o Material Working load | Conveyorlength | Speed | Working temperature
2
Chamaiishc® | oW = T T T N) (m) (m/min) °C)
1 White POM PAGE SUS304 <5500 <12M <50 -10~40

POB6~-0B5/100
~102/111~113

i Flexible chain

P120




ChainYH103

&5 TA-VA

Frictiontop chainYH103

PO83~085/097
~089/108~110

5 Flexible chain

P119

P127/130

4

P136~138/
151~153

P161~164/
[ 171~172

ﬁ

P165~166/
| 173~174

4

=
=

=7 Howto choose®-@ |Item®-Rubber pitch® -Characteristic®

@ o0 Part. YHTL103F-AZ1-C1
| psi/ied | ° Rubber pitch : ; Weight
Item A7© Width Pitch Rs Rb (Kg/m)
\ YHTL103F 12355 103 355 170 120 1.53
[pisama | ®5uitable for medium load and moves smothly.
- @ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ Surface with friction strips, the different pitch of frction strips has different effects.
IM I Charscigiiic® Colour Material Working load |Conveyor length | Speed |Working temperature
Body | Rubber |Body| Rubber |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White|Transparent| POM | 85A TPU PABE  |SUS304| <5500 <12M <50 -10~40

® The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, etc.).
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Flat friction top chainYH103

ChainYH103

How tochoose®-o

Item®-Rubber pitch® -Characteristic®

Orcer
oo Part. YHTL103J-AZ1-C1
Rubber pitch ; z Weight
Item@® AZ® Width Pitch Rs Rb (Kg/m)
YHTL103J 1.3 103 35:5 170 120 1.52
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Chatactarlstic® Colour Materaalb : : Working load | Conveyor length Speefl Working tfmperature
Body | Rubber | Body | Rubber |Plastic Pivot| Pin (N) {(m) {m/min) (°C)
1 White | White | POM |60A TPE PABE  |SUS304 <5500 <12M <50 -10~40

@The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).

PO83~085/097
~099/108~-110

5
?%
E

P119

P127/130

P136~-138/
151~153




PO83~085/097
~089/108~110

5 Flexible chain

P119

P127/130

4

P136~138/
151~153

P161~164/
[ 171~172

ﬁ

P165~166/
| 173~174

4

=
=

| P188/1%6

| P202/209

ChainYH103

Flocking chainYH103

How to choose®-@

Item®-Characteristic®

&5 TA-VA

Order
oo Part. YHTL103FA-C1
ltem® Width Pitch Rs Rb Weight
(Kg/m)
YHTL103FA 103 35.5 170 120 1.50
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ Top with flocking to protect the surface of materials.
Characteristic® Colour : e Matenf:l = : Working load |Conveyor length Speefl Working tfmperature
Body Flocking| Body |Flocking | Plastic Pivot|  Pin (N) (m) (m/min) c)
1 Light yellow| Grey |PA66| PA66 PABE  |SUS304| <5500 <12M <50 -10~40

@ Surface fluff will be slightly affected by friction.
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Scraper chainYH103

PO83~085/097
~099/108~-110

%%

P119

P127/130

P136~-138/
151~153

~=7 Howtochoose®-#@ | Item®-Flight pitch® -Characteristic®

Part. YHTL103X20-AZ1-C1
Flight pitch Flight height : Weight
Item® A7® Width OH Pitch Rs Rb (Kg/m)
YHTL103X20 20 1.76
YHTL103X30 1223 103 30 355 170 120 1.89
YHTL103X45 45 2.08

@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.

Material Working load | Conveyorlength | Speed | Working temperature
Body | Plastic Pivot Pin (N) (m) (m/min) (°C)

il White POM PAB6 SUS304 <5500 <12M <50 -10~40

Characteristic® | Colour




ChainYH103

Cleated chainYH103
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— How to choose®-@ | Item®-Flight pitch® -Characteristic®

\ o0 Part. YHTL103X15A-AZ1-C1
Flight pitch Flight height . Weight
Item® A7® Width H Pitch Rs Rb (Kg/m)
YHTL103X15A 15 L.71
YHTL103X20A 20 L8
123 103 255 170 120
YHTL103X30A 30 1.94
YHTL103X40A 40 2.07
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ The top can be used as a block or can support the materials.
Material Working load | Conveyor length | Speed Working temperature
PP g vey g pee ng pe
Chaactaistic® | S Lalour | S [ Plasserivat || FIn (N) (m) (m/min) °C)
1 White POM PAGE SuUs304 <5500 <12M <50 -10~40
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Roller cleated chainYH103

PO83~085/097
~099/108~-110

%%

P119

—7 Howto choose®-® | ltem®-Rollers pitch® -Characteristic®

Part. YHTL103X46R-AZ2-C1
Rollers pitch : Rollers height i
Item@® 770 Width H Pitch Rs Rb (Kg/m)
YHTL103X46R AN T 103 46 355 170 120 2.20
@1t can be used to elevate materials and lower materials.
@ The roller can avoid scratching the materials.
@ Select the appropriate roller pitch according to the size of the materials.
Ramiren stice‘! Colour Material Working load|Conveyor length| Speed [Working temperature
Body [Rollers|Body|Rollers|Bracket|Plastic Pivot] Pin [Fastener (N) (m) (m/min) (°C)
i White| White| PP | POM | AB063| PA66 [SU S304|SU5202 <3000 <12M <50 -10~40

@ The bottom of roller is PP ( body is POM). It can resist the impact at room temperature, but not too large.
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Roller top chainYH103

o] Howtochooseo-8

Item®_Characteristic®

&5 TA-VA

Part. YHTL103R-C1
Item® Width Pitch Rs Rb r;;ﬂ;
YHTL103R 103 355 170 120 20
@ Suitable for materials ( boxe, crates, trays, etc.) stacking request.
© Reduce accumulation pressure and riction resistance.
@ The metal rod connecting the top roller into chain plate.
b arsctaretts Colour Material Working load|Conveyor length| Speed |Working temperature
& Body |Rollers [Body | Rollers |Plastic Pivot| Pin Pin (N) (m) (m/min) (°C)
1 White | White|POM | POM PABE  |SUS304|SUS304| <5500 <12M =50 -10~40
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Stacking lifting chainYH103

PO83~085/097
~099/108~-110
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(If AZ=1, it is used as accumulation chain)

— How to choose ®- | ltem®-Rollers pitch® -Characteristic®

oo Part. YHTL103X20R-AZ1-C1
Rollers pitch : Rollers height ; Weight
Item® AZ® Width H Pitch Rs Rb (Kg/m)
YHTL103X20R 33030 103 21 35.5 170 120 3.40
@ Suitable for materials ( boxe, crates, trays, etc.) stacking request.It can adapt the pitch of roller as cleats.
@ Reduce accumulation pressure and riction resistance.
@ The metal rod connecting the top roller into chain plate.
Charscteristic Colour Material Working load|Conveyor length| Speed |[Working temperature
Body | Rollers |Body | Rollers | Plastic Pivot| Pin Pin (N) (m) (m/min) (°C)

1 White | White [POM| POM PAG6  |SUS304|SUS304| <5500 <12M <50 -10~40




@, IAVA

Universal chainYH103

PO83~085/097
~089/108~110

ﬁ Flexible chain

P119

P127/130

4

P136~138/
151~153

P161~164/
| 1T1~172

P165~166/
| 173~174

4

\\,
. —7 Howto choose®-© | Item®-Convex pitch® -Characteristic®

| P170 |
oo Part. YHTL103U-AZ1-C1
Pad distance Boss height . Weight
o
Item AZ® Width H Pitch Rs Rb (Kg/m)
YHTL103U 122030 103 4 355 170 120 1.48
\ @ Itis suitable for cartons elevating.
I P188/196 | @ The convex is a blocking effect. Select the appropriate convex pitch according to the size of the materials.
~ @Thecenter opens a hole or customized so that can fixed the brackets.
: _— Material Working load | Conveyor length | Speed | Working temperature
o
\ Foametsiae | Solour e Tosie it Pin (N) (m) {m/min) °C)

1. White POM PAG6 SUS304 <5500 <12M <50 -10~40
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Steel top chainYH103

ChainYH103

oa] Howtochooseo-o

Item®-Characteristic

0o Part. YHTL103TF-C1
item® Width Pitch Rs Rb Welghe
(Kg/m)
YHTL103TF 103 355 170 120 1.70
@ Suitable for low load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
© Avoid surface wear and tear, suitable for metal components.
Characteristic® Colour Materta}! : ‘ Working load | Conveyor length Speefi Working tfmperature
Body | Steel plate | Body |Steel plate|Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White Black |POM| SUS304 PABE  |SUS304| <5500 <I12M <50 -10~40

@ The surface of the top steel plate is hardened and wear -resistant.
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i Flexible chain

ChainYH103

Seamless chainYH103

o] Howtochooseo-@

Item®-Characteristic®

&5 TA-VA

o} Part. YHTL103WF-C1
5 Weight
Item® Width Pitch Rs Rb (Kg/m)
YHTL103WF 103 42.2 170 170 1.76
@ Suitable for small materials ( bottle , cans, etc.) smoothly transport.
@ The carrying surface is big can avoid to scratch the bottom of conveyor.
@ No change in the gap when turing transport.
L Material Working load | Conveyor length | Speed | Working temperature
2]
Characteristic® | Colour = T ing blade ]| Pin (N) (m) (m/min) °C)
1 White POM POM SUS304 <5500 <12M =40 -10~40
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Flat friction top chain(nogap) YH103

ChainYH103

How tochoose®-o

Item®-Rubber pitch® -Characteristic®

Order
o0 Part. YHTL103WFJ-AZ1-C1
Rubber pitch . Weight
ltem® AZ® Width Pitch Rs Rb (Kg/m)
YHTL103WFJ 3 (57 (e 103 422 170 120 1.78
@ Suitable for small materials ( bottle , cans, etc.) smoothly transport.
@ The carrying surface is big can avoid to scratch the bottom of conveyor.
@ No change in the gap when turing transport.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Charictestic Colour Material Working load|[Conveyor length| Speed [Working temperature
Body |Rubber| Body | Sliding blade | Rubber Pin (N) (m) (m/min) (°C)
1 White | White | POM POM 60A TPE | SUS304 <5500 <12M <40 -10~40

@The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).
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Item®-Characteristic®

\gm How to choose®-@
oo

Part. YBTL140T-C1
Item® Width Pitch Rs Rb MSions
(Kg/m)
YBTL140T 140 335 200 120 1.60
@ Suitable for medium load and moves smothly.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
(i @ Material Working load | Conveyor length | Speed | Working temperature
Chamctensic® | Colour ez ] Pasic Pt ] Pin (N) (m) (o) C)
1 White POM PAGE SUS304 <5000 <12M <50 -10~40
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Frictiontop chainYB140

ChainYB140
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Item®-Rubber pitch® -Characteristic®

\gm, How tochoose®-o
oo

Part. YBTL140TF-AZ1-C1
Rubber pitch 5 Weight
Item® 470 Width Pitch Rs Rb (Kg/m)
YBTL140TF .23 140 335 200 120 1.62
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Characteristic® Colour Matena} : : Working load | Conveyor length Spee?[ Working tfmperature
Body | Rubber |Body| Rubber |Plastic Pivot| Pin (N) (m) (m/min) s8]
1 White | Transparent| POM | 85A TPU PABE  |SUS304 <5000 <I12M <50 -10~40

@The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).
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‘% Plain chainYB140
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o] Howtochooseo-o

Item®-Characteristic®

Part. YBTL140-C1
: Weight
Item® Width Pitch Rs Rb (Kg/m)
YBTL140 140 335 250 120 1.63
@ Suitable for medium load and moves smothly.
@ Flat top surface.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.
" Material Working load | Conveyor length | Speed | Working temperature
2]
Chanclestc® | = Colour IS Er | Paterie | P (N) (m) (m/min) °C)
il White POM PAGE SUS304 <5000 <12M <50 -10~40
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Frictiontop chainYB140
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oa] Howtochooseo-o

Item®-Rubber pitch® -Characteristic®

[¢] Part. YBTL140F-AZ1-C1
Rubber pitch . . Weight
o
Item AZ® Width Pitch Rs Rb (Kg/m)
YBTL140F 1.23.... 140 335 250 120 1.65
@ Suitable for medium load and moves smothly.
O Flat top surface.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Characteristic® Colour Materia‘l : : Working load | Conveyor length Speefj Working tEmperature
Body Rubber |Body| Rubber |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White|Transparent| POM | 85A TPU PABE  |SUS304 <5000 =12M =50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).
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How to choose®-@

Item®-Characteristic®

Orcler
Part. YBTL150-C1
: Weight
Item® Width Pitch Rs Rb (Kg/m)
YBTL150 150 335 250 120 1.80
@ Sujtable for medium load and moves smothly.
@ Flat top surface.
® (onnecting structure makes chain more flexible, one power can has multiple transport directions.
e Material Working load | Conveyor length | Speed | Working temperature
: 2]
Charactarstic® | /Cololt —ray | PasicPivet | Pin (N) (m) (m/min) °C)
L White POM PABE SUS304 <5000 <12M <50 -10~40
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Frictiontop chainYB150
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oa] Howtochooseo-o

Item®-Rubber pitch® -Characteristic®

Part. YBTL150F-AZ1-C1
Rubber pitch ; Weight
Item® AZ® Width Pitch Rs Rb (Kg/m)
YBTL150F 3 Bt 150 33.5 250 120 1.82
@ Suitable for medium load and moves smothly.
@ Flat top surface.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ Surface with friction strips, the different pitch of frction strips has different effects.
e Colour Material Working load |Conveyor length| Speed |Working temperature
L]
St Body | Rubber [Body| Rubber [Plastic Pivot] Pin (N) (m) (m/min) (4
1 White|Transparent| POM | 85A TPU PAGE |SUS304 <5000 =12M <50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).
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‘% Flat friction chainYB150

o] Howtochooseo-o

Item®-Rubber pitch® -Characteristic®

Part. YBTL150J-AZ1-C1
Rubber pitch : Weight
0
Item AZ® Width Pitch Rs Rb (Kg/m)
YBTL150J 7 TS 150 335 250 120 1.87
@ Suitable for medium load and moves smothly.
@ (onnecting structure makes chain more flexible, one power can has multiple transport directions.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Characteristic® Colour Material. 3 . Working load |Conveyor length Spee{_:l Working tfmperature
Body | Rubber | Body | Rubber |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White | Green | POM |85ATPU| PA66 |SUS304| <5000 <12M =50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, etc.).
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Plain chainYB175

oa] Howtochooseo-@

Item®-Characteristic®

ChainYB175

oo Part. YBTL175-C1
Item® Width Pitch Rs Rb viclaht
(Kg/m)
YBTL175 175 32.5 350 120 1.90
@ Suitable for medium load and moves smothly.
O Flat top surface.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
s Material Working load | Conveyorlength | Speed | Working temperature
L4
Eheracted-tc® | Calodr I oot TPt 0h N) (m) (mVmin) °C)
1 White POM PAGE SUS304 <5000 <12M =50 -10~40
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ChainYB175

‘% Frictiontop chainYB175

o] Howtochooseo-o

Item®-Rubber pitch® -Characteristic®

i

o] Part. YBTL175F-AZ1-C1
Rubber pitch % Weight
0
Item 770 Width Pitch Rs Rb (Kg/m)
YBTL175F i L e 175 335 350 120 2,20
@ Suitable for medium load and moves smothly.
@ Flat top surface.
® (onnecting structure makes chain more flexible, one power can has multiple transport directions.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Characteristic® Colour Materia.l : : Working load |Conveyor length Speefi Working tm:.-mperature
Body | Rubber |Body| Rubber |Plastic Pivot| Pin (N) (m) (m/min) (iG]
i) White|Transparent| POM | 85ATPU PABE  |SUS304 <5000 =12M =50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, etc.).
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Flat frictiontop chainYB175
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Item®-Rubber pitch® -Characteristic®

\@E, How to choose®-@
o e}

Part. YBTL175J-AZ1-C1
Rubber pitch . s Weight
Item® AZ® Width Pitch Rs Rb (Kg/m)
YBTL175J 1203 175 335 350 120 2.30
@ Suitable for medium load and moves smothly.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Colour Material Working load [Con rlength| Speed |Working temperature
S ng veyor leng P 2] P
Characteristic®—— dy | Rubber| Body | Rubber |PlasticPivot]  Pin (N) (m) (m/min) °C)
1 White | Green | POM |85ATPU PAGE |SUS304 <5000 <12M <50 -10~40

@The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use , etc.).
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‘% Roller cleated chainYB175
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— How to choose ®-@ | Item®-Rollers pitch® -Characteristic®

oo Part. YBTL175X46R-AZ2-C1
Rollers pitch Rollers height s Weight
0
Item AZ® Width H Pitch Rs Rb (Kg/m)
YBTL175X46R 2.3.4...... 175 46 235 350 120 2.50
@ |t can be used to elevate materials and lower materials.
@The roller can avoid scratching the materials.
@ Select the appropriate roller pitch according to the size of the materials.
o Colour Material Working load|Conveyor length| Speed [Working temperature
Characteristic — X s
Body [Rollers|Body Rollers|Bracket|Plastic Pivot] Pin |Fastener (N) (m) {m/min) (°C)
1 White WhiteJ PP | POM | AGDB3| PAB6 |SUS304|SUS202| <3000 =12M =50 -10~40

@ The bottom of roller is PP ( body is POM). It can resist the impact at room temperature, but not too large.
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Plain chainYB295

-] Howtochooseo-@

Item®-Characteristic®

ChainYB175

oo Part. YBTL295-C1
- Weight
Item® Width Pitch Rs Rb (Kg/m)
YBTL295 295 335 600 120 3.00
@ Suitable for medium load and moves smothly.
@Flat top surface.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
: . Material Working load | Conveyorlength | Speed | Working temperature
22
| B A e s N) (m) fvimin) °C)
1 White POM PAGE SUS304 <5000 =12M =50 -10~40

v

P093/116

i
j Y
Flexible chain

=
.

5/158

\ 4

=

J 2

P161~162

/

P165~166

Y

B
-
=

Y




&5 TA-VA

ChainYB175
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»

P093/116

|l

o
2 2™
2
£ .|
P124
P145/158
P160
| P161~162
| P165~166
>
| p170 |
| P193/199 |
P07R12
— How to choose ®-@ | Item®-Rubber pitch® -Characteristic®
oo Part. YBTL295F-AZ1-C1
Rubber pitch - Y Weight
0
Item AZ® Width Pitch Rs Rb (Kg/m)
YBTL295F b s S0 T 295 335 600 120 3.30
@ Suitable for medium load and moves smothly.
@ Flat top surface.
@ Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ Surface with friction strips, the different pitch of frction strips has different effects.
Characteristic® Colour Materia_l : . Working load |Conveyor length Spee<_:| Working t:.lmperature
Body | Rubber |Body| Rubber |Plastic Pivot| Pin (N) (m) (m/min) (°C)
1 White |Transparent| POM [ 85A TPU PABE  |SUS304| <5500 <12M <50 -10~40

@ The angle and the environmental impact of the material lifting. Consult us for more details (actual test, use, etc.).



¥ TA-VA

ChainYB175

SS881TAB Sideflexing steel chains(TAB system)

oa] Howtochooseo-o

Item®-Characteristic®

oo Part. SS881TAB-K325-C1
Item® Width Pitch Rs Rb Welght
(Kg/m)
SS881TAB-K325 82.6 38.1 500 75 3.50
@ |t is suitable for metal products, glass products and other sideflexing conveyor system.
@ Metal chain has high capacity~ wear resistance and easy cleaning.
@Easy maintance by hinged chain.
i Material Working load Conveyor length Speed Working temperature
L]
Characteristic Body Pin N) (m) (m/min) (°C)
1 SUS420 5US202 <6000 <100
2 SUS304 SUS304 <5000 <12M <60 -20~120
3 SUS304 SuUSs202 <5500 <60

@ 5US420 has good rigidity but non-corrosion resistance.
@ 5US304 chain with SUS202 pin s not easy to stuck.
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ChainYB175

‘% S$S812 Straight running steel table top chain
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— How to choose®-© | Item®-Characteristic®
o0 Part. SS5812-K325-C1
ltem® Width Pitch Rb Gap depth r:‘;‘,?\:’;
S5812-K325 82.6 38.1 150 18 2.60
@1t is suitable for metal products, glass products and other straight running conveyor system.
® Metal chain has high capacity. wear resistance and easy cleaning.
@ Easy maintance by hinged chain.
Characteristic® 55 Material - Worki(r;qg) load Convey(r::}length tfnp/er:;'ln) Working Efg)lperature
1 SUs420 SUS202 <6000 <100
2 SUS304 SUS304 <4500 <12M <60 -20~120
3 SUS304 SUS202 <5000 <60

@ 505420 has good rigidity but non-corrosion resistance.
@ 505304 chain with SUS202 pin is not easy to stuck.
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820 Straight running plastic chain '%
P04
W
=
S
415 i
&
8
) & [
P147
P161~162
N
P170
— How to choose ®-@ | tem®-Characteristic®
oo Part. 820-K325-C1
Item® Width Pitch Rb Wt
{Ka/m)
820-K325 82.6 38.1 150 0.85
©Widely used in bottl and can single or multiple transport.
@ Easy to clean and maintain.
@ Easy maintance by hinged chain.
i Material Working load | Conveyor length Speed Working temperature
a
Characteristic Colour Body Pin N) m) Crinird °C)
1 POM SUS202 <2000 <60
Coffee <9M -35~90
2 POM POM <1000 <50

@ Use plastic pin if have dection for materials.




End drive unit(protective cover) @?\"{A‘VA

o
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YS44 End drive unit(protective cover)
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| P263~278 oue] Howtochoose®-@ | ltem™-Reducer model® -Characteristic
© Sle} Part. YSEB200RP-S0GK-C1
[‘5& Effective track L Weight
P282~286 Item® Motor position Reducer model®
| (M) (Kg)
l R YSEB200RP Right side
\“" - 90GK 0.5M 1.80
YSEB200LP Left side
P299~312

@ Suitable for the Y544 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The motor reducer can be installed directly into the torque arm/, and the support should be considered when the motor is heavy.

Material
Body Shaft Torque arm Sprocket Bearings Fastener

1 Silver Frosting oxidation ADC12 GMS SUS304 Nylon Bearing steel | SUS202

Characteristic® Colour Surface treatment




@"{A—VA End drive unit(protective cover)

YL51/63 End drive unit(protective cover)
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Drive and idler unit

——7 Howtochoose®-o | ltem®-Reducer model?® -Characteristic® Nw
o) Part. YLEB320RP-RV050-C1 Radi~261
Item® Motor position Reducer model® Eﬁﬁt&e}trac“ V\iﬁgr : %Q}\F
- ; P263~278
YLEB320RP Rightside
i Lefteld RVO50 0.8M 305 >
eftside I 5
@ Suitable for the YL51 and YL63 conveying chain series, as the covneyor drive unit. P282~286
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material l .l
e o e
Characteristic Colour Surface treatment Body T Fanoe Speacket Bearings e W

P299~312

1 Silver Spray plastic ADC12 GMS AB063 PAG6 Bearing steel | SUS202
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YL63 End drive unit(protective cover)
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Item®-Reducer model® -Characteristic®

oo Part. YLEB320RP-DG-RV050-C1
Item® Motor position Reducer model® Applicable conveyor chain Eﬁeﬂ;::)trad b “?:g;' ¢
YLEB320RP-DG Right side : >
: RV050 Plain chain YL63 0.8M 5.75
YLEB320LP-DG Left side
@ [t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
ol Material
o
Ehmactentic S| Colote [ St ietacs trestment Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley
1 Silver | Sprayplastic | ADC12 | GMS | A6063 | PA66 |Bearingsteel| SUS202 | Rubber AB063




@F%,'IA-VA End drive unit(protective cover)

YL63 End drive unit(protective cover) e
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'\@ How to choose®-@ | Item®-Reducer model® -Characteristic® P247~261
oo Part. YLEB320RP-EG-RV050-C1 % \I
Effective track L Weight SN
Item® Motor position Reducer model® Applicable conveyor chain ;::) Lol (T{'g) P263~278
YLEB320RP-EG Right side o %
RVO50 Plain chain YL63 0.8M 5.30 e
YLEB320LP-EG Left side S

@1t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.

@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the l ‘. l
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop. \"’V

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. P299~312

Material
Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley

1 Silver | Spray plastic | ADC12 | GMS | A6063 PA66 |Bearingsteel| SUS202 | SUS304 A6063

Characteristic® | Colour | Surface treatment
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Item®-Reducer model® -Characteristic®

Part. YMEB315RP-RV050-C1
Item®@® Motor position Reducer model® Effecti:ﬂe)track E “:i'g;‘ i
YMEB315RP Right side
RV050 0.8M 4.60
YMEB315LP Left side
@ Suitable for the YM8&3 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
Characteristic Colour Surface treatment B Shaft Fanes S e R
1 Silver Spray plastic ADC12 GMS AB063 PAG6 Bearing steel | SUS202




@F%,'IA-VA End drive unit(protective cover)

YM83 End drive unit(protective cover) e
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——7 Howtochoose®-o | ltem®-Reducer model?® -Characteristic® P2UT~261
o) Part. YMEB315RP-DG-RV0O50-C1 % \"I
Effective track L Weight Q}\-
Item® Motor position Reducer model® Applicable conveyor chain ™) (Kg) P263~278
YMEB315RP-DG Right side . . »?
- RV050 Plain chain YM83 0.8M 6.60 *-...‘:‘_y
YMEB315LP-DG Left side P282~286
@It is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the l .
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop. \'ﬁf
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. P299~312

Material
Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley

1 Silver | Spray plastic | ADC12 | GMS | A6063 | PA66 |Bearingsteel| SUS202 | Rubber AB063

Characteristic® | Colour | Surface treatment
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Item®-Reducer model® -Characteristic®

oo Part. YMEB315RP-EG-RV050-C1
Item® Motor position Reducer model® Applicable conveyor chain Eﬁ&t;vmitraCk L “?zgg)h i
YMEB315RP-EG Right side . i
- RV050 Plain chain YM83 0.8M 6.20
YMEB315LP-EG Left side
@1t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
i Material
o
SimsctmisicR| Colove | Surimos tresiment Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley
1 Silver | Sprayplastic | ADC12 | GMS | A6063 PA66 |Bearingsteel| SUS202 | SUS304 A6063
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Item®-Reducer model® -Characteristic®

End drive unit(protective cover)

YH103 End drive unit(protective cover)

oo} Part. YHEB325RP-RV050-C1
Item® Motor position Reducer model® EiRCive SAckE gt
(M) (Kg)
YHEB325RP Rightside
RVO50 0.8M 4.80
YHEB325LP Left side
@ Suitable for the YH103 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
v e o
Characteristic Colour Surface treatment Body Shaft Flange Spiocket Beiag: el
1 Silver Spray plastic ADC12 GMS AB063 PAG6 Bearing steel | SUS202
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Item®-Reducer model® -Characteristic®

oo Part. YHEB325RP-DG-RV050-C1
Item® Motor position Reducer model® Applicable conveyor chain Eﬁ&t;vmitraCk L “?zgg)h i
YHEB325RP-DG Right side i )
- RV050 Plain chain H103 0.8M 6.80
YHEB325LP-DG Left side
@1t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
i Material
o
SimsctmisicR| Colove | Surimos tresiment Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley
1 Silver | Sprayplastic | ADC12 | GMS | A6063 | PA66 |Bearingsteel| SUS202 | Rubber AB063




@F%,'IA-VA End drive unit(protective cover)

YH103 End drive unit(protective cover) ‘\-s..‘—,
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——7 Howtochoose®-o | ltem®-Reducer model?® -Characteristic® P2UT~261
o] Part. YHEB325RP-EG-RV050-C1 % \I
Effective track L Weight Q}\-

Item® Motor position Reducer model® Applicable conveyor chain ™) (Kg) P263~278
YHEB325RP-EG Right side i ) &
RV050 Plain chain YH103 0.8M 6.40 *-...‘:‘_y

YHEB325LP-EG Left side o

@It is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the l .
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop. \'ﬁf

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. P299~312

Material
Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley

1 Silver | Spray plastic | ADC12 | GMS | A6063 PA66 |Bearing steel| SUS202 | SUS304 A6063

Characteristic® | Colour | Surface treatment
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Item®-Reducer model® -Characteristic®

\Qm How to choose®-@
oo

Part. YHEB325RP-WF-RV050-C1
o Effective track L Weight
O
Item Motor position Reducer model® M) (Kg)
YHEB325RP-WF Right side
- RVO50 0.8M 4.80
YHEB325LP-WF Left side
© Suitable for YHTL103WF and YHTL103WEJ, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
istic®
Characteristic Colour Surface treatment Body Shaft Flanas Sprecke: Beaahas Fastener
1 Silver Spray plastic ADC12 GMS A6063 Nylon Bearing steel | SUS202
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YB145 End drive unit(protective cover)

YBCC160
P165~166

End drive unit(protective cover)

80 315

YBCB3A145
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Drive and idler unit
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—7 How to choose ®-® | tem®-Reducer model® -Characteristic® Ph%’
> Part. YBEB315A145RP-RV050-C1 —
. : d hl
Item® Motor position Reducer model® Effectiveazic Weight \V
(M) (Kg) P299~312
YBEB315A145RP Rightside
- RVO50 0.8M 6.40
YBEB315A145LP Left side
@ Suitable for the YB140 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
1 Material
istic®
Characteristic Colour Surface treatment Body Shaft Flanos Sorncie: Besting e
1 Silver Spray plastic ADC12 GMS AB063 PA66 Bearing steel | SUS202
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YB155 End drive unit(protective cover)
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g How to choose ®- @ | ltem®-Reducer model® -Characteristic®
Pm 236 Oirder
1 = oo Part. YBEB315A155RP-RV050-C1
3
N~ Item® Motor position Reducer model® Bt ek M1t
P299~312 (M) (Kg)
YBEB315A155RP Right side
RV050 0.8M 6.50
YBEB315A155LP Left side
® Suitable for the YB150 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
istic®
Characteristic Colour Surface treatment Body Shaft Flanige Sprocket Beawings Fastent
1 Silver Spray plastic ADC12 GMS A6063 PAGE Bearing steel | SUS202




@F%,'IA-VA End drive unit(protective cover)

YB180 End drive unit(protective cover) S
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E How to choose®-@ | Item®-Reducer model® -Characteristic® thfz"%"
oo Part. YBEB315A180RP-RV0O50-C1 1 H.
. . L
Item® Motor position Reducer model® Filecoye frack - weght \
(M) (Kg) P299~312
YBEB315A180RP Rightside
- RVO50 0.8M 6.90
YBEB315A180LP Left side

@ Suitable for the YB175 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

Material
Body Shaft Flange Sprocket Bearings Fastener

1 Silver Spray plastic ADC12 GMS AB063 PA6G6 Bearing steel | SUS202

Characteristic® Colour Surface treatment
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Item®-Reducer model® -Characteristic®

&5 TA-VA

go Part. YBEB315A300RP-RV050-C1
Item® Motor position Reducer model® Effect::ﬂe)track L w;lg)h t
YBEB315A300RP Right side
RVO50 0.8M 7.20
YBEB315A300LP Left side
@ Suitable for the YB295 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
istic®
Characteristic Colour Surface treatment Body Shaft Flange Sprocket Basinas Ftanor
1 Silver Spray plastic ADC12 GMS AB063 PAGE Bearing steel | SUS202
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YL51/63 End drive unit e,
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—— Howtochoose®-® | ltem®-Reducer model? -Characteristic®

o] Part. YLEBRP-RV050-C1 b
Effecti kL Weigh 1-,_\_\"%
Item® Motor position Reducer model® Ry Hee Sightt P247~261
(M) (Kg)
YLEBRP Right side A
£r RVO50 0.8M 375 %Q}\i
YLEBLP Left side PIE3~ 378
@ Suitable for the YL51 and YL63 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. I Q‘;‘%
@ Under the conveyor,it should enough space for chain overhanging. K
Material FRRAE
istic®
Characteristic Colour Surface treatment Body Shaft Flange Shiocket Bearing: — l . l
1 Silver Spray plastic ADC12 GMS AB063 PAG6 Bearing steel | SUS202 \'ﬁ’

P299~312




End drive unit

“S%¥  YL63 Enddrive unit

P019~032

N

P133~135

P160

Drive and idler unit

N9
P247~261 — Howto choose®-® | Item®-Reducer model® -Characteristic®
‘ \'i oo Part. YLEBRP-DG-RV050-C1
‘i\‘ Effective track L Weight
P263~278 Item® Motor position Reducer model® Applicable conveyor chain ™) (Kg)
& YLEBRP-DG Right side o
¥ . RV050 Plain chain YL63 0.8M 5.75
TSR YLEBLP-DG Left side
@1t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle. @ Under the conveyor,it should enough space for chain overhanging.
l h @ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
\;%' center of gravity s centered, and the speed is greater than 5 meters/min, otherwise it will stop.
P299~312 @ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

Material
Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley

1 Silver | Sprayplastic | ADC12 | GMS | A6063 | PA66 |Bearingsteel| SUS202 | Rubber AB063

Characteristic®| Colour | Surface treatment
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YL63 End drive unit S
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'\@ How to choose®-@ | Item®-Reducer model® -Characteristic® P247~261
00 Part. YLEBRP-EG-RV050-C1 % \ii
Effective track L Weight SN
Item® Motor position Reducer model® Applicable conveyor chain ;::) Lol (T{'g) P263~278
YLEBRP-EG Right side - %
; RVO50 Plain chain YL63 0.8M 5.30 e
YLEBLP-EG Left side S
@1t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays. @ Under the conveyor,it should enough space for chain overhanging.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the l ; l
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop. \"V
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. P299~312

Material
istic®
GuaractausiicS| Colour | Surface eatent Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley
1 Silver | Spray plastic | ADC12 | GMS | A6063 PA66 |Bearingsteel| SUS202 | SUS304 A6063




End drive unit

& YM83 End drive unit
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k%-} — How to choose ®-© | Item®-Reducer model® -Characteristic®

P247~261 o0 Part. YMEBRP-RV050-C1
‘& Item® Motor position Reducer model® Effect::ﬂe)track L V"?::? t
P263~278 YMEBRP Right side
; RVO50 0.8M 4.60

l e&% YMEBLP Left side

*"""_‘-' @ Suitable for the YM83 conveying chain series, as the covneyor drive unit.
P282~286 @ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

l n @ Under the conveyor,it should enough space for chain overhanging.
\:@t Material

istic®
S Characteristic Colour Surface treatment Body Shaft Flanige Sprocket Beawings Fastent
1 Silver Spray plastic ADC12 GMS A6063 PAGE Bearing steel | SUS202
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YM83 End drive unit

oa] Howtochooseo-o

Item®-Reducer model® -Characteristic®

G0 Part. YMEBRP-DG-RV050-C1
Item® Motor position Reducer model® Applicable conveyor chain Effect;vMe]track . w;i'g;' i
YMEBRP-DG Right side . .
RVO50 Plain chain YM83 0.8M 6.60
YMEBLP-DG Left side

@1t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the

center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

@ Under the conveyor,it should enough space for chain overhanging.

. Material
istic®
Sl S e ol 8 T Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley
1 Silver | Spray plastic | ADC12 | GMS | A6063 | PA66 |Bearingsteel| SUS202 | Rubber AB063
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= ;;; e
PO33~-049

P136~138

P159~160

Drive and idler unit

End drive unit

YM83 End drive unit

P247~261 — Howto choose®-® | Item®-Reducer model® -Characteristic®
‘ \i oo Part. YMEBRP-EG-RV050-C1
‘i\‘ Effective track L Weight
P263~278 Item® Motor position Reducer model® Applicable conveyor chain ™) Kg)
& YMEBRP-EG Right side o
¥ . RV050 Plain chain YM83 0.8M 6.20
B YMEBLP-EG Left side

48

@1t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the

center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.

@ Under the conveyor,it should enough space for chain overhanging.

P299~312 @ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
e Material
o
Simsctmisic®| Colove | Surimos tresiment Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley
1 Silver | Sprayplastic | ADC12 | GMS | A6063 PA66 |Bearingsteel| SUS202 | SUS304 A6063




%, IAVA

YH103 End drive unit e

PO50~062

P139~141

P159~160

J Drive and idler unit

YHCE3

S P161~162

U ¥

| P203
o L] ictic O
oa] Howtochoose®-o | Item™-Reducer model® -Characteristic \\
go Part. YHEBRP-RV050-C1 W
P247~261
Item® Motor position Reducer model® S Lyl 9
) (ka) % Q
YHEBRP Right side =
5 g RVO50 0.8M 4.80 P263~278
YHEBLP Leftside <
@ Suitable for the YL51 and YL63 conveying chain series, as the covneyor drive unit, I.‘f&y
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. :
@ Under the conveyor,it should enough space for chain overhanging. F23asado
willy Material l . l
o ™
Characteristic Colour Surface treatment Body Shaft Fange S Prochet Bearings e W
1 Silver Spray plastic ADC12 GMS A6063 PA66  |Bearingsteel| SUS202 s




End drive unit

PO50~062

YH103 End drive unit

N

P139~141

P159~160

Drive and idler unit

P161~162

P165~166

N
P247~261 — Howto choose®-® | Item®-Reducer model® -Characteristic®
‘ \i oo Part. YHEBRP-DG-RV(050-C1

SN Effective track L Weight
P263~278 Item® Motor position Reducer model® Applicable conveyor chain % ;::) e (T('g)

%’% YHEBRP-DG Right side -

e : RVO050 Plain chain YH103 0.8M 6.80

SRR YHEBLP-DG Left side

@ [t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.

@ Under the conveyor,it should enough space for chain overhanging.

48

P299~312 @ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
ol Material
[
Ehmactentic S| Colote [ St ietacs trestment Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley
1 Silver | Sprayplastic | ADC12 | GMS | A6063 | PA66 |Bearingsteel| SUS202 | Rubber AB063




&3 TA-VA

YH103 End drive unit

Item®-Reducer model® -Characteristic®

'\@ How tochooseo-o
o0

Part. YHEBRP-EG-RV050-C1
Item® Motor position Reducer model® Applicable conveyor chain Eﬁed;::]tra':k L “?:3;1 t
YHEBRP-EG Right side . :
RVO050 Plain chain YH103 0.8M 6.40
YHEBLP-EG Left side

@1t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.

@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

@ Under the conveyor,it should enough space for chain overhanging.

Material
istic®
CractausiicS| Colour | Surface tieatent Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley
1 Silver | Spray plastic | ADC12 | GMS | A6063 | PA66 |Bearingsteel| SUS202 | SUS304 A6063

PO50~062

P139~141

P159~160

Drive and idler unit

P161~16

| P165~166

| P203

RS0
P2;1?~251

RV

P263~278

P282~286

43

P299~312




End drive unit

%% 881TABEnddrive unit

S

Pl46

P161~162

I Drive and idler unit

g | E
= =

881CB3
~ Plel~162

s\

L
P247~261

o

P263~278

P282~286 P229~230

4

N

P228 //%
]

p225

P299~312

— How to choose ®-© | Item®-Reducer model® -Characteristic®

oo Part. 881EBRP-RV050-C1
Item® Motor position Reducer model® Em ot g
(M) (Kg)
881EBRP Right side
= RVO50 0.8M 7.00
881EBLP Left side
@ Suitable for the 881TAB-K325 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ Under the conveyor,it should enough space for chain overhanging.
Material
istic®
Characteristic Colour Surface treatment Body Shaft Flanige Sprocket Beawings Fastent

1 Silver Spray plastic ADC12 GMS A6063 Nylon Bearing steel | SUS202




&5 TA-VA

820/812 End drive unit

DP-98C /

P17 E’lllh

P226_—

-

pP228 -~

820CB3-K325
P161~162

s~ ot

P225~230

o] Howtochoose®-o

Item®-Reducer model® -Characteristic®

s
el e

PO77~078

4

P147

| P161~162

Drive and idler unit

>
P16
N
P247~261
A Y
hod
| P263~278
.
<

P282~286

4]

P299~312

0 Part. 820EBRP-RV050-C1
Item® Motor position Reducer model® Effesuve k) Weight
(M) (Kg)
820EBRP Right side
- RVO50 0.8M 4.80
820EBLP Left side
@ Suitable for the 820/812-K325 conveying chain series, as the covneyor drive unit.
@The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ Under the conveyor,it should enough space for chain overhanging.
Material
Characteristic Colour Surface treatment Body Shaft i e T e
1 Silver Spray plastic ADC12 GMS AB063 Nylon Bearing steel | SUS202




SUS304 End drive unit (protective cover) @%{'{A—VA

YL51/63 End drive unit (protective cover)

B \‘ &S '\\

¢ L

s Wi
P232~239 / &

58
>,
p241

~_P222

N e

— Howto choose®-o | Item®-Reducer model® -Characteristic®
G0 Part. YLXEB320RP-RV050-C1
Item® Motor position Reducer model® Effect:’ﬁtrack - “:‘:3;1 £
\\ YLXEB320RP Right side
Ny = RVO050 0.8M 6.35
P253~261 YLXEB320LP Left side
'ﬁn @ Suitable for the YL51 and YL63 conveying chain series, as the covneyor drive unit.
1 I o~ @ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
P274~281 i @ Material
. Characteristic Colour Surface treatment Body TR R o PR S
?“d 1 Silver Brushed SUS304 | SUS304 | SUS304 PAG6 Bearing steel | SUS304
P286~298

S

P309~312




@H?;,'IA-VA SUS304 End drive unit (protective cover)

YL63 End drive unit (protective cover) RS
P0O20~032

80 2415 402 _ : \

; 4 2 P148~150

~
g
i Drive and idler unit

P171~172

P173~174

— How to choose @-# | tem®-Reducer model® -Characteristic® O
6o Part. YLXEB320RP-DG-RV050-C1 ;};I

ltem® Motor position Reducer model® Applicable conveyor chain Eﬁat;::]tra':k E V‘i(t:g)ht 1 i -
n‘w—

YLXEB320RP-DG Right side 4
£ RV050 Plain chain YL63 0.8M 8.47 i

¥YLXEB320LP-DG Left side g =

@ |t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle. “\;ﬂ

@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the P286~798
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. %l

. Material
istic®
Enamctanistic®| Lolow | Setisce beabyemt Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley

1 Silver Brushed SUS304 [ SUS304 | SUS304 | PA66 |[Bearing steel | SUS304 | Rubber A6063

P309~312




Drive and idler unit

SUS304 End drive unit (protective cover) @%{'{A—VA

YL63 End drive unit (protective cover)

X

80 247.5

131.8

oan] Howtochoose®-o

Item®-Reducer model® -Characteristic®

oo Part. YLXEB320RP-EG-RV050-C1
Item@® Motor position Reducer model® Applicable conveyor chain Effect;::)track = “;t:gg;' €
YLXEB320RP-EG Right side > -
: RVO50 Plain chain YL63 0.8M 8.13
YLXEB320LP-EG Left side
@ [t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
2 Material
o
Ehacternhic S| Colote | Sriacs ymmbment Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley
1 Silver Brushed SUS304 | SUS304 | SUS304 | PA66 |Bearing steel | SUS304 | SUS304 AB063




@H?;,'IA-VA SUS304 End drive unit (protective cover)

YM83 End drive unit (protective cover) g

}\FZ : 80 315
[ 442 _
\ F=C) O g ®

P151~153

~
g
i Drive and idler unit

P171~172

P173~174

P171~172

Effective track L Weight

'\E How to choose ®- | Item®-Reducer model® -Characteristic® =
5o Part. YMXEB315RP-RV050-C1 %
P209
“ s
Item! Motor position Reducer model® ™) Kg) \\
-, =

YMXEB315RP Right side

YMXEB315LP Left side

@ Suitable for the YM83 conveying chain series, as the covneyor drive unit. 1
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient. ==

RV050 0.8M 7.32 P253~261

Material
i ra 0
Characteristic Colour Surface treatment Body Shaft Flange Sprocket Bearings ESetenar g _.!

1 Silver Brushed SUS304 | SUS304 | SUS304 PA66 | Bearingsteel| SUS304 P286~298

S

P309~312




SUS304 End drive unit (protective cover) @%{'{A—VA

o YMS83 End drive unit (protective cover)

P033~049

\\ J‘l 80 2415 1466 _ 3/ 130 165
New B -

P151~153 P

P159

£

3

5

)

o

c

o

2

a

"\ — Howto choose®-© | Item®-Reducer model® -Characteristic®
= o0 Part. YMXEB315RP-DG-RV050-C1
P253~261
iiﬁ, Item@® Motor position Reducer model® Applicable conveyor chain Eﬁe':t?r:f)trad = “;t:gg;' €
n‘-a-
= YMXEB315RP-DG Right side
ERlAma S RV050 Plain chain YM83 0.8M 9.44
YMXEB315LP-DG Left side

gd @[t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.

286208 @ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
: center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.

% @ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

~|

P Material
o
P309~312 Ehacternhic S| Colote | Sriacs ymmbment Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley

1 Silver Brushed SUS304 | SUS304 | SUS304 | PA66 |Bearing steel | SUS304 | Rubber AB063




@,'IA-VA SUS304 End drive unit (protective cover)

YM83 End drive unit (protective cover)

80

241.5

oa] Howtochooseo-o

Item®-Reducer model® -Characteristic®

o) Part. YMXEB315RP-EG-RV050-C1
ltem® Motor position Reducer model® Applicable conveyor chain Eﬁed?;:]trxk k "T:g)ht
YMXEB315RP-EG Right side . .
- RVO050 Plain chain YM83 0.8M 9.10
YMXEB315LP-EG Left side
@It is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
v e o
Chmectahtie R Colove | actfacs teatiment Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley
1 Silver Brushed SUS304 [ SUS304 | SUS304 | PA66 |Bearing steel | SUS304 | SUS304 A6063

P151~153

~
ﬁ
i Drive and idler unit

P171~172

P173~174

EOh

Y

=

P96
P29
e

SN =
P253~261

1

P274~281

=

P286~~298

S

P309~312




SUS304 End drive unit (protective cover) @%{'{A—VA

o YH103 End drive unit (protective cover)

P171~172

#
o |
x;

— How to choose®-@ | Item®-Reducer model® -Characteristic®

oo Part. YHXEB325RP-RV050-C1
NS [tem® Motor position Reducer model® Effect::ﬂe)track L “:ilg? :
Tl YHXEB325RP Right side
P253~261 RVO50 0.8M T1.74
YHXEB325LP Left side

e : —— —
1 I @ Suitable for the YH103 conveying chain series, as the covneyor drive unit.
= !::: @ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.

. : Material

. istic®
9 Characteristic Colour Surface treatment Body Shaft Flanae Eprocket Besings o
;;;fzg!; 1 Silver Brushed SUS304 | SUS304 | SUS304 PAG6 Bearing steel | SUS304

S

P309~312




@,'IA-VA SUS304 End drive unit (protective cover)

YH103 End drive unit (protective cover) “':-*5”

130 y \
I = |

P154~156

Pa0
@ -] icti O

'\@ How to choose®-® | Item®-Reducer model® -Characteristic N\
60 Part. YHXEB325RP-DG-RV050-C1 e
P253~261

Item® Motor position Reducer model® Applicable conveyor chain Eﬁed;::]tracu “ﬁg}h : iiﬁ
=

YHXEB325RP-DG Right side S
= RV050 Plain chain YH103 0.8M 9.86 ol

YHXEB325LP-DG Left side e
@1t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle. *Qﬂ
P286~298

@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the

center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. %l

Material
istic®
CiriazsusicS| Colous | Surfsce Hieatmet Body Shaft | Flange | Sprocket Bearings Fastener Belt Drive pulley

1 Silver Brushed SUS304 [ SUS304 | SUS304 | PA66 |[Bearing steel [ SUS304 | Rubber AB063

P309~312




p o

PO50~060

N

P154~156

>

P159

S
c
=

5

=
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c
o

£
£

(=]

\
b 3o
P253~261
fea
s
P274~281
=
\@5
P286~208

S

P309~312

SUS304 End drive unit (protective cover) @%{'{A—VA

YH103 End drive unit (protective cover)

247.5

oan] Howtochoose®-o

Item®-Reducer model® -Characteristic®

oo Part. YHXEB325RP-EG-RV050-C1
Item@® Motor position Reducer model® Applicable conveyor chain Eﬁeﬂ;‘lﬁtrad = vﬁ'g;' €
YHXEB325RP-EG Right side
: RVO50 Plain chain YH103 0.8M 9.52
YHXEB325LP-EG Left side
@[t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
2 Material
o
Ehactenhic S| Colote | Srtacs et Body Shaft | Flange | Sprocket Bearings Fastener | Roller Drive pulley
1 Silver Brushed SUS304 | SUS304 | SUS304 | PA66 |Bearing steel | SUS304 | SUS304 AB063




@H?;,'IA-VA SUS304 End drive unit (protective cover)

YH103 End drive unit (protective cover)

Jj 80 325 _
4422 _; . 130 835,
o B | —— L TS P154~156

4

i

i

. w

g ]
i Drive and idler unit

P171~172
P173~174
P171~172 PATT
-
P240 ~_ Ve P170
_. . \ 1:; :_
*‘\.
foi Y ~ i 3 | P].'_:B_,s |
\“. [ - | o
P232~-239 - g s ~_P241 k 4 \

por

'\g How to choose ®-® | Item®-Reducer model® -Characteristic® %
Part. YHXEB325RP-RV050-C1 210 |

i Effective track L Weight e,

Item® Motor position Reducer model® ™M Kg) § -
YHXEB325RP-WF Rightside P253~261
- RVO50 0.8M 8.26

YHXEB325LP-WF Leftside i'ﬁ

@ Suitable for the YHTL103WF conveying chain series, as the covneyor drive unit. ' =
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient. P274~281

o Material &z

(3]

Characteristic Colour Surface treatment Bady Shaft Flange Shiocket Bearing: Pastarae g\;ﬂ

1 Silver Brushed SUS304 | SUS304 | SUS304 Nylon Bearing steel | SUS304 P286~298

S

P309~312




p o

POTO~0T3

o
—
wn
=

P159

Drive and idler unit

/4

P171~172

4

P173~174

\\\

| P10

|\

| pios

!

| P211

P286~298

'

P309~312

SUS304 End drive unit (protective cover) @%{'{A—VA

YB180 End drive unit (protective cover)

X

&0

2420

Order

Howto choose®-o

Item®-Reducer model® -Characteristic®

oo Part. YBXEB315A180RP-RV050-C1
- Effective track L Weight
L ]
Item Motor position Reducer model® M) (Ka)
YBXEB315A180RP Right side
RVO050 0.8M 11.47
YBXEB315A180LP Left side
@ Suitable for the YB180 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
Material
. . e
Characteristic Colour Surface treatment 550 Shaft e S IR T erTar
1 Silver Brushed SUS304 SUS304 SUS304 PAGE Bearing steel | SUS304




@,'IA-VA SUS304 End drive unit (protective cover)

YB300 End drive unit (protective cover)

P171~172
P170
P99
o &V ° fra ]
P232~239 ¥ ~pP241 &,
\
-
P253~261
—7 Howto choose®-© | ltem®-Reducer model? -Characteristic® T
0o Part. YBXEB315A300RP-RV050-C1 1' [ i
i i P274~281
Item® Motor position Reducer model® Effect;:ﬂe)trackL W;ig;‘ ¢ e =
YBXEB315A300RP Right side i
RVO50 0.8M 13.58 P286~298
YBXEB315A300LP Left side
@ Suitable for the YB300 conveying chain series, as the covneyor drive unit. r\%‘l
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
P309~-312
Material
istic®
Characteristic Colour Surface treatment Body Shaft Flahae Senchet Bearing: v
1 Silver Brushed SUS304 | SUS304 | SUS304 PA6G6 Bearing steel | SUS304




Centredrive units

YS44 Centredrive unit

PO15~018

V]

P132

/4

P161~164

Drive and idler unit

P165~166

|pire |

™~

|pigs |

\ 1 -:\_P225

P20 P229~230
4b P g

%\ > Pl ",.// _a Fa | A .

" ‘ L/ _ o yed L AN y:]

P247~261 =

R

SN ° ° i @
P263~278 o] Howtochoose®-o | tem*¥-Reducer model® -Characteristic
s oo Part. YSEBMP-RV050-C1
<
B ° - Effective track L Weight
P282~286 Item Motor position Reducer model®
(M) (Kg)
l hl YSEBMP Right side/Left side RV050 0.5M 4.20

\%’ @ Suitable for the Y544 conveying chain series, as the covneyor drive unit.

P299~312 @ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

@ The head position is limited, the motor position needs to be put in other position.
Material
. . o
Characteristic Colour Surface treatment B e i e Berngs Faciorcr
1 Silver Spray plastic ADC12 GMS A6063 Nylon Bearing steel | SUS202

@ Use as close to the exit as possible.




L IAVA

YL51/63 Centre drive unit S

100 35

P165~166
P167

YLCB3 BN

P161~162 T

po1a _— H
p225 _—
P229~230
L|j Il

P201 i
—— Howtochoose®-® | ltem®-Reducer model? -Characteristic® SR
o] Part. YLEBMP-RV050-C1 )
Effective track L Weight %Q}‘j
(1} oy ectve traci elg -
Item Motor position Reducer model® ) Kg) H3ES5T8
YLEBMP Right side/Left side RVO50 0.5M 4.50 -
a
@ Suitable for the YL51 and YL63 conveying chain series, as the covneyor drive unit. IQB
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient. PI82~286
@ The head position is limited, the motor position needs to be put in other position.
Material l y
istic® S
Characteristic Colour Surface treatment Body Shaft Flange S otk Bearings e Q -
1 Silver Spray plastic ADC12 GMS ABD63 Nylon Bearing steel | SUS202

@ Use as close to the exit as possible.




P033~049

V]

P136~138

e

P161~164

Drive and idler unit
/4
ﬂ

P165~166

5

Pleg
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| P11
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P188

| P202
3\“ -
P247~261

KT

P263~278

<

P282~386

43

P289~312

Centredrive units

YM83 Centre drive unit

YMCB3

P229~230

~ Plel~162

o] Howtochooseo-o

Item®-Reducer model® -Characteristic®

o0 Part. YMEBMP-RV050-C1
st Effective track L Weight
Item® Mot t Red del®
em otor position educer mode o (Kg)
YMEBMP Right side/Left side RVO50 0.8M 4.80
@ Sujtable for YM83 series, as the conveyor drive unit. not suitable for Seamless chain!
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The head position is limited, the motor position needs to be put in ather position.
Material
istic®
Characteristic Colour Surface treatment Bady Shaft FRnge e rocket Beaing: e
1 Silver Spray plastic ADC12 GMS AB063 Nylon Bearing steel | SUS202

@ Use as close to the exit as possible.



&5 TA-VA

YH103 Centre drive unit

Centredrive units

YHCB3
. /Pl6l~162

P25 —

P229~230

o] Howtochoose®-o

Item®-Reducer model® -Characteristic®

35 100

100 35

= _F1

o Part. YHEBMP-RV050-C1
Item® Motor position Reducer model® Effecinm toek L Weight
(M) (Kg)
YHEBMP Right side/Left side RVO50 0.8M 4.80
@ Suitable for YH103 series, as the conveyor drive unit. not suitable for Seamless chain!
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The head position is limited, the motor position needs to be put in ather position.
Material
TS o
Characteristic Colour Surface treatment Body Shaft Flange S Prochet Baaning: e
1 Silver Spray plastic ADC12 GMS AB063 Nylon Bearing steel | SUS202

@ Use as close to the exit as possible.
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Centredrive units

"‘*ws. YB145 Centre drive unit
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P299~-312

— Howto choose®-® | Item®-Reducer model® -Characteristic®

50 Part. YBEB145MP-RV050-C1
Item® Motor position Reducer model® Eﬁea;EtHCk - “?:gr §
YBEB145MP Right side/Left side RVO50 0.8M 1.70
@ Suitable for YB140 series, as the conveyor drive unit. not suitable for Seamless chain!
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The head position is limited, the motor position needs to be put in other position.
y Material
istic®
Characteristic Colour Surface treatment Body Shaft Flange EnToe ek Beaioa: Fastener
1 Silver Spray plastic ADC12 GMS AB063 Nylon Bearing steel | SUS202

@ Use as close to the exit as possible.
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—7 How to choose ®-@ | tem®-Reducer model® -Characteristic®

o Part. YBEB155MP-RV050-C1
Item® Motor position Reducer model® Effositie frack L Weigin
(M) (Kg)
YBEB155MP Right side/Left side RVO50 0.8M 7.80
@ Suitable for YB150 series, as the conveyor drive unit. not suitable for Seamless chain!
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The head position is limited, the motor position needs to be put in other position.
] Material
ic®
Ehiaacisrisc Sellote Srice hestinent Body Shaft Flange Sprocket Bearings Fastener
1 Silver Spray plastic ADC12 GMS AB063 Nylon Bearing steel | SUS202

@ Use as close fo the exit as possible.




S

g
%—.

POTO~0T3

V]

Pl44

T

{

P161~162

Drive and idler unit

P165~166

-

| P170

~

P2

P206
P247~261

I

P263~278

P299~-312

Centredrive units

YB180 Centre drive unit

J’*WZ 80 350 80 ——

P229-230 |

—7 How to choose®-® | Item®-Reducer model|® -Characteristic®

) Part. YBEB180MP-RV050-C1
Item® Motor position Reducer model® Eﬁea;EtHCk - “?23;1 §
YBEB18OMP Right side/Left side RVO50 0.8M 8.10
@ Suitable for YB175 series, as the conveyor drive unit. not suitable for Seamless chain!
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The head position is limited, the motor position needs to be put in other position.
y Material
istic®
Characteristic Colour Surface treatment Body Shaft Flange EnToe ek Beaioa: Fastener
1 Silver Spray plastic ADC12 GMS AB063 Nylon Bearing steel | SUS202

@ Use as close to the exit as possible.
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—7 How to choose ®-@ | tem®-Reducer model® -Characteristic®

o) Part. YBEB300MP-RV050-C1
Item® Motor position Reducer model® Effositie frack L Weigin
(M) (Kg)
YBEB30OMP Right side/Left side RVO50 0.8M 8.50
@ Suitable for YB295 series, as the conveyor drive unit. not suitable for Seamless chain!
@The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The head position is limited, the motor position needs to be put in other position.
] Material
ic®
Ehiaacisrisc Sellote Srice hestinent Body Shaft Flange Sprocket Bearings Fastener
1 Silver Spray plastic ADC12 GMS AB063 Nylon Bearing steel | SUS202

@ Use as close fo the exit as possible.
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Horizontal bend drive unit

YS44 Horizontal bend drive unit

YSCB3
o P161~162

oan] Howtochoose®-o

Item®-Reducer model®

-Characteristic®

&1 TA-VA

5o Part. YSEW90R150-RV050-C1
Item® Turning angle Turning radius Reducer model® Effestive Gaskl Weigie
(M) (Kg)
YSEWS0R150 90° 0.40M 6.50
150 RV050
YSEW180R150 180° 0.65M 6.80
@ Suitable for the YS44 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ Conveyor chain only runs in the upper level.
Colour Material
Ehatacienishc Body Sprocket Siiises Desiment Body Shaft Flange Sprocket Bearings Fastener
1 Silver Black Frosting oxidation | A6063 | GMS | A6063 | UHMW-PE | Bearingsteel | SUS202
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YL51/63 Horizontal bend drive unit
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\ezy Howto choose®-@ | Item®-Reducer model® -Characteristic® I \‘%
50 Part. YLEW90R150-RV050-C1 o
| P282~286
. . : Effective track L Weight
Item®@® Turning angle Turning radius Reducer model® M Kg) {3’ I
YLEWS0R150 90° 0.40M 7.00 P299~-312
150 RVO50
YLEW180R150 180° 0.65M 7.30
@ Suitable for the YLS1 and YL63 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ Conveyor chain only runs in the upper level.
Colour Material
. . e
Shataktensic Body Sprocket Srfce et et Body Shaft Flange Sprocket Bearings Fastener
1 Silver Black Frosting oxidation | AB063 | GMS | A6063 | UHMW-PE | Bearingsteel | SUS202




Horizontal bend drive unit @?-,'IA'VA

“'-?'-fs. YM83 Horizontal bend drive unit
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l_&h% ~—7 Howtochoose®-® | Item®-Reducer model® -Characteristic®

| p282~286 Sle} Part. YMEW90R160-RV050-C1
iy ' ; . : Effective track L Weight
W Item® Turning angle Turning radius Reducer model® M) Kg)
P299~312 YMEWS0R160 90° 0.40M 8.50
160 RV050
YMEW180R160 180° 0.65M 8.80
@ Suitable for the YM83 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ Conveyor chain only runs in the upper level.
Colour Material
istic®
Fharactansic Body Sprocket Sukface treaiions Body Shaft Flange Sprocket Bearings Fastener

1 Silver Black Frosting oxidation | A6063 | GMS | A6063 | UHMW-PE | Bearingsteel | SUS202
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Horizontal bend drive unit

YH103 Horizontal bend drive unit
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—7 Howtochoose®-© | tem®-Reducer model® -Characteristic®
0o Part. YHEW90R170-RV050-C1 _
[tem@® Turning angle Turning radius Reducer model® Effect::ﬁe]track L W;Egg;" t {\-EI
YHEW90R170 90° 0.43M 9.30 sl
170 RV050
YHEW180R170 180° 0.65M 9.60
@ Suitable for the YH103 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ Conveyor chain only runs in the upper level.
Colour Material
Ty '
EhaaaE Body Sprocket S e Body Shaft Flange Sprocket Bearings Fastener
1 Silver Black Frosting oxidation | A6063 | GMS | A6063 | UHMW-PE | Bearingsteel | SUS202
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SUS304 horizontal bend drive unit

YL51/63 SUS304 horizontal bend drive unit
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— How to choose®-@ | Item®-Reducer model® -Characteristic®
go Part. YLXEW90R150-RV050-C1
P286~298 Item® Turning angle Turning radius Reducer model® Effecti::]track - “?:3)'1 3
% YLXEWS0R150 90° 0.40M 9.31
N ' 5 150 RV050
B30B~a31Y YLXEW180R150 180 0.65M 9.67
@ Sujtable for the YLS 1 and YL63 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
@ Conveyor chain only runs in the upper level.
Colour Material
istic®
s g Body Sprocket sivgiice Jopiimnt Body Shaft Flange Sprocket Fastener
1 Silver Black Brushed SUS304 | SUS304 | SUS304 | UHMW-PE | Bearingsteel | SUS304




&5 TA-VA

SUS304 horizontal bend drive unit

YM83 SUS304 horizontal bend drive unit
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o] Howtochoose®-©

Item®-Reducer model® -Characteristic®

75

-

0o Part. YMXEW90R160-RV050-C1
Item@® Turning angle Turning radius Reducer model® Elitcas packl Weight
(M) (Kg)
YMXEW90R160 90° 0.40M 9.73
160 RV050
YMXEW180R160 180° 0.65M 10.21
@ Suitable for the YM83 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
@ Conveyor chain only runs in the upper level.
g Colour Material
istic®
Ghatactrisc Body Sprocket Sitfase rentment Body Shaft Flange Sprocket Bearings Fastener
1 Silver Black Brushed SUS304 | SUS304 | SUS304 | UHMW-PE | Bearingsteel | SUS304
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Drive and idler unit




SUS304 horizontal bend drive unit @%"IA-VA

YH103 SUS304 horizontal bend drive unit
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— Howto choose®-@ | Item®-Reducer model® -Characteristic®
oo Part. YHXEW90R170-RV050-C1
P286~298 . .
Item® Turning angle Turning radius Reducer model® Hiecuye onckl Welght
%' (M) (Kg)
~o YHXEW90R170 90° 0.40M 10.03
P309~312 170 RV050
YHXEW180R170 180° 0.65M 10.60
@ Suitable for the YH103 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation Is convenient.
@ Conveyor chain only runs in the upper level.
Colour Material
istic®
Chatestenstc Body Sprocket St face Ueptinent Body Shaft Flange Sprocket Bearings Fastener

1 Silver Black Brushed SUS304 | SUS304 | SUS304 | UHMW-PE | Bearingsteel | SUS304
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— How to choose ®-@ | tem®-Characteristic®

oo Part. YSEJ200-C1
Effective track L Weight
Item®
s (M) (Kg)
YSEJ200 0.5M 0.86
@ Suitable for the YLS1 and YL63 conveying chain series, as the tail driven end unit..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . o
Characteristic Colour Surface treatment Body Shafe T B e
1 Silver Frosting oxidation ADC12 SUS202 Nylon Bearing steel SUS202
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— How to choose®-@ | Item®-Characteristic®
o} Part. YLEJ320-C1
Effective track L Weight
Item®
o (M) (Kg)
YLEJ320 0.8M i
@ Suitable for the YL51 and YL63 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
: Material
istic®
Characteristic Colour Surface treatment Body Shaft S procket Bearnas o
1 Silver Spray plastic ADC12 SUS202 PAG6 Bearing steel SUS202
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YL63 Idler end unit <o
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— Howto choose ®-® | ltem®-Characteristic®

G o Part. YLEJ320-DGR-C1
Item® Motor position Applicable conveyor chain Efec e back eight
(M) (Kg)
YLEJ320-DGR Right side . -
- Plain chain YL63 0.8M 5.50
YLEJ320-DGL Left side
@It is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
Chamcaiiic Coloul A e 1 enithent Body Shaft Sprocket Bearings Fastener Belt Drive pulley

1 Silver Spray plastic ADC12 | SUS202 PA66 |Bearingsteel| SUS202 | Rubber AB063
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— How to choose®-@ | Item®-Characteristic®

oo Part. YLEJ320-EGR-C1
Item® Motor position Applicable conveyor chain EREChE pck L Weight
(M) (Kg)
YLEJ320-EGR Right side . .
- Plain chain YL63 0.8M 5.10
YLEJ320-EGL Left side
@It is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
® The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . u
Chincsiic Coleut] oHirtoee et Body Shaft Sprocket Bearings Fastener Roller Drive pulley

1 Silver Spray plastic ADC12 | SUS202 PAGE Bearing steel| SUS202 | SUS304 A6063
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YM83 Idler end unit
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\gm, Howtochoose®-o
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Part. YMEJ315-C1
Effective track L Weight
Item®
. (M) (Kg)
YMEJ315 0.8M 2.50
@ Suitable for the YM83 conveying chain series, as the tail driven end device..
®The connection strip can be directly connected to conveyor beam, and the installation is convenient.
: Material
istic®
Characteristic Colour Surface treatment Body Shaft Shibciet Beanings e
1 Silver Spray plastic ADC12 SUS202 PAGE Bearing steel SUS202
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— How to choose®-@ | Item®-Characteristic®

go Part. YMEJ315-DGR-C1
Item® Motor position Applicable conveyor chain HRECIVE Back) Yeight
(M) (Kg)
YMEJ315-DGR Right side - .
- Plain chain YM83 0.8M 6.40
YMEJ315-DGL Left side
@It is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
® The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . u
Chincsiic Gl Sarfsetsihen Body Shaft Sprocket Bearings Fastener Belt Drive pulley

1 Silver Spray plastic ADC12 | SUS202 PA66 | Bearingsteel| SUS202 | Rubber AB063
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YM83 Idler end unit

2] Howtochooseo-@

Item®-Characteristic®

Idler end unit

G o Part. YMEJ315-EGR-C1
Item® Motor position Applicable conveyor chain e unkl Welght
(M) (Kg)
YMEJ315-EGR Rightside ; :
- Plain chain YM83 0.8M 6.00
YMEJ315-EGL Left side
@It is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . a
Chamcaiiic Coloury | itface eatient Body Shaft Sprocket Bearings Fastener Roller Drive pulley
1 Silver Spray plastic ADC12 | SUS202 PA66 | Bearing steel| SUS202 | SUS304 AB063
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— Howto choose®-® | Item®-Characteristic®

50 Part. YHEJ325-C1
Effective track L Weight
Y g
Item’ M) (Ka)
YHEJ325 0.8M 2.64

@ Sujtable for the YH103 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

Material
Body Shaft Sprocket Bearings Fastener

1 Silver Spray plastic ADC12 SUS202 PAG6 Bearing steel SUS202

Characteristic ® Colour Surface treatment
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YH103 Idler end unit

Drive and idler unit

d P282~286

— How to choose ®-® | ltem®-Characteristic®

G o Part. YHEJ325-DGR-C1
Item® Motor position Applicable conveyor chain Efec e back eight
(M) (Kg)
YHEJ325-DGR Right side . .
- Plain chain YH103 0.8M 6.60
YHEJ325-DGL Left side
@It is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
Chamcaiiic Coloul A e 1 enithent Body Shaft Sprocket Bearings Fastener Belt Drive pulley

1 Silver Spray plastic ADC12 | SUS202 PA66 |Bearingsteel| SUS202 | Rubber AB063




Idler end unit

"‘ms. YH103 Idler end unit

PO50~062

>

P158~160

P161~164

Drive and idler unit

P189

| P203

P247~261

I

P263~278

<

| P282~286

— How to choose®-@ | Item®-Characteristic®

go Part. YHEJ325-EGR-C1
Item® Motor position Applicable conveyor chain EREChE pck L Weight
(M) (Kg)
YHEJ325-EGR Right side - .
- Plain chain YH103 0.8M 6.20
YHEJ325-EGL Left side
@It is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
® The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . u
Chincsiai Coleut] oHirtoee et Body Shaft Sprocket Bearings Fastener Roller Drive pulley

1 Silver Spray plastic ADC12 | SUS202 PAGE Bearing steel| SUS202 | SUS304 A6063
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YB145 Idler end unit
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YBCB3A145
“P157~158

o] Howtochooseo-@

Item®-Characteristic®

Idler end unit

o Part. YBEJA145-C1
Effective track L Weight
Item@®
il (M) (Kg)
YBEJA145 0.8M 4.50
@ Suitable for the YB140 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . o
Characteristic Colour Surface treatment Body Faft e g e
1 Silver Spray plastic ADC12 SUS202 PAGE Bearing steel SUS202
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Item®-Characteristic®

oo Part. YBEJA155-C1
Effective track L Weight
Item®
< (M) (Kg)
YBEJALS5 0.8M 4.60
@ Suitable for the YB150 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . o
Characteristic Colour Surface treatment Body Sl S e or—
1 Silver Spray plastic ADC12 SUS202 PABE Bearing steel SUS202
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— How to choose ®- | ltem®-Characteristic®

00 Part. YBEJA180-C1
Effective track L Weight
o
Item’ M) (Kg)
YBEJA180 0.8M 4.96

@ Suitable for the YB175 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

Material
Body Shaft Sprocket Bearings Fastener

1 Silver Spray plastic ADC12 SUS202 PAGE Bearing steel SUS202

Characteristic ® Colour Surface treatment
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—7 Howto choose®-@ | Item®-Characteristic®

&5 TA-VA

o0 Part. YBEJA300-C1
Effective track L Weight
Item@®
i (M) (Kg)
YBEJA300 0.8M 6.00
@ Suitable for the YB295 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
! Material
istic®
Characteristic Colour Surface treatment Body Shaft Spiocket Bearnas o
1 Silver Spray plastic ADC12 SUS202 PAG6 Bearing steel SUS202
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— How to choose ®-@ | ltem®-Characteristic®

Idler end unit

P161~162

/ Drive and idler unit

-

/

N

P247~261

P263~278

<

P282~286

& Part. 881EJ315-C1
Effective track L Weight
Item®
= (M) (Kg)
881EJ315 0.8M 2.50
@ Suitable for the 881TAB-K325 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
. . ’
Characteristic Colour Surface treatment o Shaft S e e
1 Silver Spray plastic ADC12 SUS202 Nylon Bearing steel SUS202
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oan] Howtochoose®-@

Item®-Characteristic®

o Part. 820EJ315-K325-C1
Effective track L Weight
Item®
em (M) (Kg)
820EJ315-K325 0.8M 4.60
@ Sujtable for the 820/812-K325 conveying chain series, as the tail driven end device..
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
Characteristic Colour Surface treatment Body Shaft e e Fastener
1 Silver Spray plastic ADC12 SUSs202 Nylon Bearing steel SUS202
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'\@ How to choose ®-@ | Item®-Characteristic®
0o Part. YLXEJ320-C1
Effective track L Weight
Item®
em (M) (Kg)
YLXEJ320 0.8M 311
@ Suitable for the YL51 and YL63 conveying chain series, as the covneyor drive unit,
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
Material
Characteristic Colour Surface treatment Body Shaft Sprocket Beanngs e
1 Silver Brushed SUS304 SUS304 PAG6 Bearing steel SUS304
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SUS304 idler end units

YL63 Idler end unit

— How to choose®-@ | Item®-Characteristic®

o) Part. YLXEJ320-DGR-C1
Item® Motor position Applicable conveyor chain Efective back et
(M) (Kg)
YLXEJ320-DGR Right side . .
- Plain chain YL&3 0.8M 7.90
YLXEJ320-DGL Left side
@t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Characteristic® | Colour | Surface treatment Mateslal
Body Shaft Sprocket Bearings Fastener Belt Drive pulley
1 Silver Brushed SUS304 | SUS304 PA66 | Bearingsteel| SUS304 | Rubber AB063




&5 TA-VA

SUS304 idler end units

YL63 Idler end unit

P159~160

|

P171~172

Drive and idler unit

P175
N
| P170
| P195 : |
| P208 |
Ny, =
P253~261
Tw
i~
P274~281
S |
P286~298
\@w How to choose ®-® | ltem®-Characteristic®
00 Part. YLXEJ320-EGR-C1
Item® Motor position Applicable conveyor chain Sl rack L Wt
(M) (Kg)
YLXEJ320-EGR Rightside : :
2 Plain chain YL63 0.8M 7.56
YLXEJ320-EGL Left side
@1t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
: Material
istic®
Chaactetisic Calowr: | Mrface reatnent Body Shaft Sprocket Bearings Fastener Roller Drive pulley
1 Silver Brushed SUS304 | SUS304 PABG Bearing steel| SUS304 | SUS304 AB063




o
P033~049

P158~160

P171~172

Drive and idler unit

P253~261

1

P274~281

=

| P286~298

SUS304 idler end units

YM83 SUS304 idler end units

AN
U|
P P240

P232~239 /

How to choose®-@ | [tem®-Characteristic®

Orcder
oo Part. YMXEJ315-C1
Effective track L Weight
Item®
= (M) (Kg)
YMXEJ315 0.8M 3.83
@ Suitable for the YM83 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
Material
istic®
Characteristic Colour Surface treatment Bady Shaft Spiechet Beating: T
1 Silver Brushed SUS304 SUS304 PAGE Bearing steel SUS304




@F?‘,VA‘VA SUS304 idler end units

YM83 SUS304 idler end units e

2415 : @
A _ T

P159~160

=

P171~172

Drive and idler unit

P176
N
| P170
. ;.';
| P196 |
| P209 |
Ny, =
P253~261
T
s
P274~281
S |
P286~298
\@w How to choose ®-® | tem®-Characteristic®
00 Part. YMXEJ315-DGR-C1
Item® Motor position Applicable conveyor chain Effectivs ack L Weicht
(M) (Kg)
YMXEJ315-DGR Right side - z
- Plain chain YM83 0.8M 8.87
YMXEJ315-DGL Left side
@It is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
Chaactetisic Golowe || Sustace ireatmant Body Shaft Sprocket Bearings Fastener Belt Drive pulley
1 Silver Brushed SUS304 | sSUS304 PA66 |Bearingsteel | SUS304 | Rubber AB063




SUS304 idler end units

"‘ms. YM83 SUS304 idler end units

P033~049

>

P158~160

¢

P171~172

Drive and idler unit

P274~281

e .
—¥

P286~298

oan] Howtochoose®-o

Item®-Characteristic

oo Part. YMXEJ315-EGR-C1
Item® Motor position Applicable conveyor chain Bifestive veack L e
(M) (Kg)
YMXEJ315-EGR Right side ; :
> Plain chain YM83 0.8M 8.55
YMXEJ315-EGL Left side
@ [t is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
istic®
Characteristic Coksi | Sirfacetieshuent Body Shaft Sprocket Bearings Fastener Roller Drive pulley
1 Silver Brushed SUS304 | sSuUS304 PA66 | Bearingsteel| SUS304 | SUS304 AB063




@E?»,‘IA-VA SUS304 idler end units

YH103 SUS304 idler end units

Drive and idler unit

101

-

-

| P170

N\

|
ol

P17 |

Y

& 3 L) P253~261

P232~239 & e
s

=

P171~172

P274~281
—7 Howtochoose®-@ | ltem®-Characteristic® 91
o Part. YHXEJ325-C1 s
P286~298
Effective track L Weight
o
er! (M) (Kg)
YHXEJ325 0.8M 4.20

@ Suitable for the YH103 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.

Material
Body Shaft Sprocket Bearings Fastener

1 Silver Brushed SUS304 SUS304 PAG6 Bearing steel SUS304

Characteristic® Colour Surface treatment




\

P158~160

=

P171~172

Drive and idler unit

SUS304 idler end units

YH103 SUS304 idler end units

oan] Howtochoose®-o

Item®-Characteristic®

oo Part. YHXEJ325-DGR-C1
Item® Motor position Applicable conveyor chain Efeche Gackl Weigit
(M) (Kg)
YHXEJ325-DGR Right side s >
: Plain chain YH103 0.8M 8.28
YHXEJ325-DGL Left side
@[t is mainly suitable for the transition of the conveyor head and end for cup, the tray and the bottle.
@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
Material
istic®
Characteristic Colour | Srfece fmstment Body Shaft Sprocket Bearings Fastener Belt Drive pulley
1 Silver Brushed SUS304 | sSuUS304 PA66 | Bearingsteel| SUS304 | Rubber AB063




@E%,'IA-VA SUS304 idler end units

YH103 SUS304 idler end units K:_{

i

P159~160

S

P171~172

Drive and idler unit

105

>
[p170 |
N

PlOT
P20
N

o
P253~-261

P286~298

'\@ How to choose ®- @ | ltem®-Characteristic®
o0 Part. YMXEJ315-EGR-C1

Item® Motor position Applicable conveyor chain Eﬁem(:)traCk i V‘ﬁggr '

YHXEJ325-EGR Rightside
YHXEJ325-EGL Left side

@It is mainly suitable for the transition of the conveyor head and end for cartons,boxes and trays.

@ The effective size of the conveying material contact conveying surface needs to be larger than 80mm, the
center of gravity is centered, and the speed is greater than 5 meters/min, otherwise it will stop.

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.

Plain chain YH103 0.8M 8.95

Material
Chaactetisic Calowr: | Mrface reatnent Body Shaft Sprocket Bearings Fastener Roller Drive pulley

1 Silver Brushed SUS304 | sSUS304 PAG6 | Bearingsteel| SUS304 | SUS304 AB063




SUS304 idler end units @%{'{A‘VA

&  YB180SUS304idler end units

P158~160

s

P171~172

Drive and idler unit

-
| P10
N

P

[

pu

=
\d '\@ How to choose®-@ | [tem®-Characteristic®

P286~298 00 Part. YBXEJA180-C1
Effective track L Weight
Item® (M) (Kg)
YBXEJA180 0.8M 7.29

® Suitable for the YB180 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.

Material
Body Shaft Sprocket Bearings Fastener

1 Silver Brushed SUS304 SUS304 PABE Bearing steel SUS304

Characteristic® Colour Surface treatment




@’F?‘,'IA‘VA SUS304 idler end units

YB300 SUS304 idler end units S

POT4~0T75

> o

P159~160

P171~172

Drive and idler unit

4

o

j'é"

P171~172
Phic 1 nad P4

/1

Pa12

By
s 25
P253~261

g

P2T4~281

—7 Howtochoose®-@ | tem®-Characteristic® —=
P286~298
g o Part. YBXEJA300-C1

Effective track L Weight
o
Item M) Kg)
YBXEJA300 0.8M 7.87

@ Suitable for the YB300 conveying chain series, as the covneyor drive unit.
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.

Material
Characteristic Colour Surface treatment Body Shaft Sarocket Bearng: Eastener

1 Silver Brushed SUS304 SUS304 PAG6 Bearing steel SUS304




Driving accessories

€ No power transition device at the end

POB3~116

P136~158

145

IS : YMB5GD S :YB145GD

Drive and idler unit

%= : YB180GD . B3 :YB300GD

'\@ How to choose®-@ | [tem®-Characteristic®
5o

Part. YM85GD-C1
Item® Applicable device “;Eg)h g
YMB5GD ¥M83 Driver units/ldler end unit 0.50
YH105GD YH103 Driver units/ldler end unit 0.55
YB145GD YB145 Driver units/Idler end unit 0.70
YB180GD YB180 Driver units/Idler end unit 0.90
YB300GD ¥B300 Driver units/Idler end unit 1.10
@ Only suitable for plain chain and friction top chain.
@ Roller top,reduce the friction resistance of the conveying material.
@ Reserve position holes that can be fixed to the side panels of the drive unit or idler unit.
Characteristic® Body S Roller Body s Metal Plate

1 Coffee Purple POM SUS304
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Side support device fordrive end unit without protective cover

Driving accessories

3113

258

P133~141

E—
=
=
e

2

-
c
]
@
=

=
(]

o] Howtochoose®-@

Item®-Characteristic®

o o Part. YLEBTL-C1
Item® Applicable device “?:g)l.' :
YLEBTL YL51/63 End drive unit 1.30
YMEBTL YM83 End drive unit 135
YHEBTL YH103 End drive unit 1.40
@0nly suitable for drive unit without protective cover.
@ Solve the unsafe risk of the transmission chain exposed outside in drive unit without protective cover.
@ Reserve position holes that can be fixed to the side panels of the drive unit.
Characteristic® colour Metal Plate ;;?ﬂi Fastener
1 Silver SUS304 Nylon SUS304




@, IAVA

Conveyorbeam

65
268

e
-7 ;
S

PO15~0T8

PO79~104

p

P11l7~124

R F43
6.3[ ] 5.5
Item : YLCB3
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76.9
75
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Item: YMCB3 Item: YHCB3

Conveying
component

N

P129~147

P165~166

r

75
204
Al
|
2254
!

I
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53

11.1
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769

769
75
204

ol
(%)
n

"
|
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i~
oo

S
P247~261

e

P263~278 (- s =

R el il B B R -

P282~286

5
0
‘1—
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253

76.9

_15
0

1
0O
(=41
253
769

{5al
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{.g' 63§ 5.5 | 63811
378 = ! ' ] 37.8 =
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Item : YBCB3A180 Item: YBCB3A300




L IAVA

< ‘I;:,.I:"”_-c
P0O15~078

PO79~104

B

P117~124

P299

P125~128

75

46.5 el

Item : 881CB3 i Item : 820CB3-K325

j Conveying

P129~-147
YLCJ6X160
.~ P299 S
N P165~166
P167~169

o icti O
oa] Howtochoose®-@ | [tem®-Characteristic prTo~is2
oo Part. YSCB3-C1 \
Item® Applicable conveyor chain Le;g]th W&"?}h t PISG~194
YSCB3 YS44 5.04 \
YLCB3 YL51/YL63 6.84
YMCB3 YM83 7.74 LR
YHCB3 YH103 8.67 s.\*
YBCB3A145 YB140 . 14.00 P24T~261
YBCB3A155 YB150 14.10 % ‘i
YBCB3A180 YB175 14.20 (e s
YBCB3A300 YB295 14.50 Bl
881CB3 881TAB-K325 7.20 [ ~3
820CB3-K325 820/812-K325 7.20 stz*‘:;aa
@ Applicable to the straight line parts of conveyor chain.
© Matched with slide rail,to prevent falling off. 1 Fl
© Both sides are double -layer grooves, and the inner layers connected by connection strip,outer fastened by fasteners. \"
@t is not included slide rail. P299~-312
Material
istic®
Characteristic Colour Surface treatment Body Seilare it o

1 Silver Frosting oxidation A6063 GMS SUs202

component
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Conveyor plain beam

PO15~062

»

PO79~102

P11l7~124

|13.2

= "

P125~128

Item : YSCB3H

Conveying

J component

P129~141

P165~166

r

PLTO~182

\ Item : YLCB3H ' ltem : YMCB3H ' Item : YHCB3H
| P186~189 |
\ \e=/ How to choose ®-@ | Item®-Characteristic®
[P=a3] oo Part. YSCB3H-C1
tg" .-a Item® Applicable conveyor chain "e(';wg;h V’ﬁlg}l‘lt
P247~261 VSCB3H YS e
A YLCB3H YL 3.00
%é?\? aM
P263~278 YMCB3H YM/YB/881/820 3.15
YHCB3H YH 3.39

W
I-c.::y @ Matched with slide rail,to prevent falling off.

@ Both sides are double -layer grooves, and the inner layers connected by connection strip,outer fastened by fasteners.

P282~286
l [ Characteristic® Colour Surface treatment Material Ageing Treatment
Sl
S il Yes
i 5 Silver Frosting oxidation AB063 o
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Joint piece

P015~062

»

PO79~102

P117~124

___13.5 |

P125~128

8-
58

Iltem : YSCE18X25 Iltem : YLCE29X25 Item : YMCE49X30

69

Item : YHCE69X30

— How to choose ®-@ | tem®-Characteristic® | P200~203
00 Part. YSCE18X25-C1 &\%
Item® Suit to beam product W:(ig;’t P24T~261
YSCE18X25 Ys 0.03 % &
YLCE29X25 YL 0.03 R
YMCE49X30 Y™ 0.06 T &
YHCE69X30 YH 0.07 l&
® Suitable for half conveyor plain beam | P282~286
@ Tail trough on both sides can be clamped by the beam l ‘
Characteristic® Colour Surface treatment Matcrial \"
i Body Fastener P299~312

1 Silver Frosting oxidation AB063 SUSs202




Beam section for chain installation @’?»}'IAVA

230323
Beam section for chaininstallation

80 160 80

Iltem: YSCC160

il
St g
01

PO15~0T5

»

PO79~102

P117~124

*

P125~128

80 160 80 [ 80 160 | 80

W .
26.8

64.2

Item: YLCC160 Item : YMCC160

P247~261

\ Y
E&\! )
| P263~278 [tem : YHCC160

< !
<

| P282~286

{3 —

P299~312 42.1

Iltem : YBCC160




@ﬁ%"lA-VA Beam section for chain installation

ot ‘I;:,.I:"”_-c
PO15~075

PO79~102

B

P117~124

P125~128

| P179~182 |

| P186~193
—7 Howtochoose®-® | tem®-Characteristic® ERRESAE
g o Part. YSCC160-C1 S
. N®
Item@® Suit to conveyor beam w Length “:ﬁg;‘ t faiml
YSCC160 YSCB3 45 1.18 = \i
YLCC160 YLCB3 65 1.10 P263~278
¥YMCC160 YMCB3 85 1.20 .
YHCC160 YHCB3 105 1.24 I*‘::E
160 P282~286
¥YB145CC160 YBCB3A145 145
¥B155CC160 YBCB3A155 155 ‘ .
1.95 &
¥YB180CC160 YBCB3A180 182 P299~312
¥B300CC160 YBCB3A300 300
@t need to distributed in beam connection strip.
@ 0ne side is an opening form, which is easy to disassemble.
. : Material
istic®
Characteristic Colour Surface treatment Body Connechng ship e
1 Silver Frosting oxidation A6063 GMS SUs202

component



YL51/63 Tensioning device
\g' .:",; ’;;i“_.;

PO19~032

POBO~082/
094~096

p

P118

N

P133~135

Conveying
component

— How to choose®-© | Item®-Characteristic®

00 Part. YLTS-C1
Effective track length Weight
sen® ™) (Kg)
YLTS 1.3M 6.92

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The fixed tension method needs to be adjusted manually.
@ The device is prohibited to use when the product is accumulated.

S Material
]
Characteristic Colour Surface treatment Bod Shaf SErocket Fast v

1 Silver Brushed SUS304 SUS304 PAG6 SUS304
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YM83 Tensioning device

o] Howtochoose®-@

Item®-Characteristic®

00 Part. YMTS-C1
Effective track length Weight
Item®
° M) (Kg)
YMTS 1.35M 7.49
@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The fixed tension method needs to be adjusted manually.
@ The device is prohibited to use when the product is accumulated.
Y Material
Characteristic Colour Surface treatment Body STt St D
1 Silver Brushed SUS304 SUS304 PA66 SUS304

.
s

: L
SEETE

P033~049

4

PO83~085/
057~099

P136~138

Conveying
component




YH103 Tensioning device

BT o
2t et

i

P050~062

g

POBE~08/
100-~102

A

P139~141

Conveying
component

— How to choose®-® | [tem®-Characteristic®

o0 Part. YHTS-C1
Effective track length Weight
ot ) (Kg)
YHTS 1.35M 7.93

@ The connection strip can be directly connected to conveyor beam, and the installation is convenient.
@ The fixed tension method needs to be adjusted manually.
@ The device is prohibited to use when the product is accumulated.

Material
Body Shaft Sprocket Fastener

1 Silver Brushed SUS304 SUS304 PAG6 SUS304

Characteristic ® Colour Surface treatment
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Plastic slide rail

o
‘\w“:.n’”.‘.

P015~078

4

PO79~116

B

P117~124

Item : YSCRL Item: YLCRL

— Howtochoose®-o | ltem®-Length® -Characteristic®

oo Part. YSCRL-25M-C1 P125~131
Length® ) ) Weight
1]
Item ™) Suit to conveyor chain (Kg/m)
¥SCRL 25M YS 0.03
YLCRL 25M.50M. 100M YL.YM.YH.YB 0.05

©|forder Qty 75m, it will be sent in 50m+25m.
@ matched with conveyor beam,to prevent falling off.
@ plastic screws fixation to avoid sliding.

j Conveying

Characteristic® Colour Material
P132~158

1 1M UHMW-PE
White
2 7.6M UHMW-PE

N
S

P161~162/
171~172

P165~166/
173~174

Plastic slide rail

P167~169/
175177

20 19

I o — | s
\ \ 3&_7' : | ?j I.FiT

Item : DP-162 Item : DP-98C e L

N\

| P200~212 |

10

——7 Howtochoose®-® |Item®-Length® -Characteristic®
(o) Part. DP-162-10M-C1

Length® Weight
m) (Kg/m)
DP-162 881TAB 0.10

— 10M.20M.50M
DP-98C 820.812 0.11

@ |forder Qty 75m,it will be sent in 50m-+25m.
@ matched with conveyor beam,to prevent falling off.
@ plastic screws fixation to avoid sliding.

Item® Suit to conveyor chain

Characteristic ® Colour Material

1 1.0M UHMW-PE
Green
2 2.5M UHMW-PE

component
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PO19~0T.
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P105~116
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P148~158

Conveying

P159~160

l_.;._:'.;-_ == I_._;.
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o 75
P253~261

F1ps

P274~281

>

| P286~298

S

P309~312

SUS304 conveyor beam

SUS304 conveyor beam
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75
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Iltem: YLXCB2.4
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¥ TA-VA
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Item: YHXCB2.4

230323
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Item : YB180XCB2.4
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Item : YB300XCB2.4



*ﬁ?;,'lA-VA SUS304 conveyor beam

s 2400 " ¥,
22 56 __44_ <
%" ! PO19~0T5

P125~127

] i —
L - H J": I‘ I.‘ - \

] i F P148~158
' =

2

:

>

P159~160

¥

P173~174

component

 »

P175~177

| P183~185
Pags100 |
— How to choose ®-@ | ltem®-Characteristic® *%\
g 0 Part. YLXCB2.4-C1 pae~alz |
Item® Applicable conveyor chain Length Weight \\
(M) (Kg) < =
YLXCB2.4 YL51/YL63 7.15 P253~261
YMXCB2.4 YM83 8.48 T
YHXCB2.4 YH103 2.4M 9.37 1' ="
P274~281
YB180XCB2.4 YB180 16.96
YB300XCB2.4 YB300 IT15 g‘wj
@ Applicable to the straight line parts of conveyor chain. P286~298
@ Matched with slide rail,to prevent falling off. )
S Material %l
o
Characteristic Colour Surface treatment oy CabhecenTin Bt Ip';g .
1 Silver Brushed SUS304 SUS304 SUS304




SUS304beam sectionforchaininstallationframe @%} TA-VA

SUS304 beam section for chain installation frame

R < "::.;:"’...
Newg

PO19~0T5

p.

P105~116

65

64.2

P125~127

N

P148~158

Conveying
component

P171~172

105 80 160 80 _

e 19

o0
e
P253~261

1

| Fara~21 |

=

| P286~208
) l R P171~172

Item : YHXCC160

P309~312

P171~172




@F?‘, ¥ [.R"/. W SUS304beamsectionfor chaininstallationframe

)

=

[

296

L_ ;|

P148~158

Item : YB180XCC160 ' Item : YB300XCC160

Conveying
component

| P183~185
| mséu;ss |
| P208~212
-
N
P253~261
T
s
P274~281
——7 Howtochoose®-© | tem®-Characteristic® &
oo Part. YLXCC160-C1 "'“*;i
. P286~-298
Item® Suit to conveyor beam w Length W;ig)h : >
YLXCC160 YLXCB2.4 65 1155 N l
P309-~-312
YMXCC160 YMXCB2.4 85 1.72
YHXCC160 YHXCB2.4 105 160 1.88
¥YB180XCC160 YB180XCB2.4 182 3.26
¥YB300XCC160 YB300XCB2.4 300 3.58
@It need to distributed in beam connection strip.
@ One side is an opening form, which is easy to disassemble.
Material
istic®
Characteristic Colour Surface treatment | Connecting sip o

1 Silver Brushed A6063 GMS SUs202
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SUS304 tensioning device

YL51/63 SUS304 tensioning device

%43«1

80 500 .80,
.22 |

44
IeEm=———a

erE,
X ‘r"_:> s
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PO19~032

S

P105~107

N

P148~150

P171~1T72

Conveying
component

— How to choose®-® | Item®-Characteristic®
go Part. YLXTS-C1
tem® Effective track length Weight
(M) (Kg)
YLXTS 1.3M 6.92
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
@ The fixed tension method needs to be adjusted manually.
@ The device is prohibited to use when the product is accumulated.
Material
istic®
Characteristic Colour Surface treatment Body Shaft Sprocket Eattencr
1 Silver Brushed SUS304 SUS304 PAGG SUS304




m,'lA‘VA SUS304 tensioning device

YM83 SUS304 tensioning device

P108~110

N

P151-153

¥

P171~172

Conveying
component

'\@ How to choose ®-@ | Item®-Characteristic®
o 0

Part. YMXTS-C1
Effective track length Weight
o
ftem ™) (Ka)
YMXTS 1.35M 7.49

@The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
@ The fixed tension method needs to be adjusted manually.
@ The device is prohibited to use when the product is accumulated.

Material
Body Shaft Sprocket Fastener

1 Silver Brushed SUS304 SUS304 PAG6 SUS304

Characteristic® Colour Surface treatment
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SUS304 tensioning device

YH103 SUS304 tensioning device

500

How to choose®-&

Item®-Characteristic®

&r3. TA-VA

Orcer
) Part. YHXTS-C1
{tem® Effective track length Weight
(M) (Kg)
YHXTS 1.35M 7.93
@ The connection strip can be directly connected to SUS304 conveyor beam, and the installation is convenient.
@ The fixed tension method needs to be adjusted manually.
@ The device is prohibited to use when the product is accumulated.
Material
Ty 9
Characteristic Colour Surface treatment Body Shaft Enroeket o
1 Silver Brushed SUS304 SUS304 PAGG SUS304
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Wheel bends

PO15~018 YS44 Wheel bend

P282~286

48

P298~312

Bend

Iltem : YSBH90R150 ! Iltem: YSBH180R150

YSCB3
Pl6l~162

——7 Howto choose®-® | Item®-Characteristic®
o Part. YSBH30R150-C1
Item® Tuming angle [ Tuming radius | Length ek LI _ Weight
o TA R L Single Double (Kg)
YSBH30R150 30° 0.25M 0.50M 2.60
YSBH45R150 45° 0.30M 0.60M 2.64
YSBHO0R150 90° 0 0 0.40M 0.80M 2.74
YSBH180R150 180° 0.65M 1.30M 2.84

© The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.

S Colour e Material
ot Body G| uestment Body Circular Stents | Fastener
1l Black
5 Silver = Frosting oxidation A6063 PA6+GF ADC12 5US202
rey

@ Manufacturing tolerance with radius + 2mm and angle +2°.




@, TAVA

S,
YL51/63 Wheel bend P019~032

P157~160

NG
|F?|

D

P247~261

P299~312

L& T~ YLCUT3
' L5 s P218
vices TN \.rceess
P161~162 , P226
YCBL3X88
p225
YCFF88X260 |
P230 AL
< > '
—7 Howtochoose®-o | tem®-Characteristic®
Part. YLBH30R150-C1
Item® Tumingangle: | Tumingradius Length Efectiva im0 Weight
Sl _ TA R B Single | Double (Kg)
YLBH30R150 30° 0.25M 0.50M 2.85
YLBH45R150 45° e 50 0.30M 0.60M 2.90
YLBH90R150 90° 0.40M 0.80M 3.00
YLBH180R150 180° 0.65M 1.30M 3.10
@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.
Characteristic oy Chodar Surface treatment Body e T T
1 Black
z Silver : Frosting oxidation A6063 PA6+GF ADC12 SUS202
rey

@ Manufacturing tolerance with radius + 2mm and angle 2 °.




Wheel bends

p~0e. YM83 Wheel bend

P157~160

S

N

P247~261

i

P263~278

48

P299~312

Bend

YMCE3 X
P161~162

YCBL3X88
P225
YCFF88X260 |
P230
——7 Howto choose®-® | Item®-Characteristic®
o Part. YMBH30R160-C1
e Tumingangle [ Tuming radius [ Length Effective trackL (W) Weight
tem e R . s Double o)
YMBH30R160 30° 0.25M 0.50M 3.00
YMBH45R160 45° Seh - 0.30M 0.60M 3.05
YMBHSY0R160 90° 0.40M 0.80M 3.18
YMBH180R160 180° 0.65M 1.30M 3.30

© The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.

B o T ___ Colour ey _ Material _
ot Body | Creuar | Surfecetiestment Gircular Stents | Fastener
1l Black
5 Silver = Frosting oxidation A6063 PA6+GF ADC12 5US202
rey

@ Manufacturing tolerance with radius + 2mm and angle +2°.




@, TAVA

YH103 WhEE| bend POS0~062

P157~160
-
| P166
N

P247~261

o

| P263~278

P299~312

Item : YHBHO0R170 - Item : YHBH180R170

|
| vcBL3xss

|L-"P225
YCFF88X260 |
P230
—7 Howtochoose®-o | tem®-Characteristic®
Part. YHBH30R170-C1
o Turningangle | Turning radius Length Effective track L (M) Weight
T _ TA R L _ Single Double (Kg)
YHBH30R170 30° 0.25M 0.50M 3.10
YHBH45R170 45° e 50 0.30M 0.60M LS
YHBHS0R170 90° 0.40M 0.80M 3.46
YHBH180R170 180° 0.65M 1.30M 3.84
@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.
Characteristic* Cirouar Surface treatment Body oo FITTE T
1 Black
z Silver : Frosting oxidation A6063 PA6+GF ADC12 SUS202
rey

@ Manufacturing tolerance with radius + 2mm and angle 2 °.




SUS304 horizontal wheel bend

P~ YL51/63 SUS304 horizontal wheel bend

P1T1~172 "*“‘Z

g
H2

80__80 307

P309~312

Bend

Item : YLXBH90R150 | Item : YLXBH180R150

P171~172

chy P20 & S I | PR
. e TR : ‘ i e 4
& N P339 & AR &
= &
——7 Howto choose®-® | Item®-Characteristic®
(9] Part. YLXBH30R150-C1
e Tumingangle [ Tuming radius [ Length Effective trackL (W) Weight
il A R _ L Single. Double (Kg)
YLXBH30R150 30° 0.25M 0.50M 4.01
YLXBH45R150 45° o 5 0.30M 0.60M 4.07
YLXBH90R150 90° 0.40M 0.80M 4.15
YLXBH180R150 180° 0.65M 1.30M 4.34
© The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.
ot Body | Creuar | Surfecetiestment Gircular Stents | Fastener
1l Black
f Silver - Brushed SUS304 PA6+GF SUS304 SUS304
rey

@ Manufacturing tolerance with radius + Tmm and angle + 1°.




@%}'{AVA SUS304 horizontal wheel bend

YM83 SUS304 horizontal wheel bend PO33~049

| P274~281

=

P286~298

S

P309~312

Item : YMXBHO0R160 Item: YMXBH180R160

P171~172

i
4
&=
PO il e
AR & B 3\ —=
e 3 Pa3~230  § =S S A\
= o & W B,
- _:5’5‘
—7 Howtochoose®-o | tem®-Characteristic®
Part. YMXBH30R160-C1
Har® Turning angle | Turning radius Length | Effective track L (M) Weight
- A R L | Single | Double (Kg)
YMXBH30R160 30° 0.25M 0.50M 4.32
YMXBH45R160 45° e 50 0.30M 0.60M 4.40
YMXBH90R160 90° 0.40M 0.80M 4.52
YMXBH180R160 180° 0.65M 1.30M 4.84
@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.
Characteristic* Cirouar Surface treatment Body oo FITTE T
1 Black
5 Silver = Brushed SUS304 PA6+GF SUS304 SUS304
rey

@ Manufacturing tolerance with radius + Tmm and angle £ 1°.




P309~312
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Item : YHXBH90R170 | Item : YHXBH180R170

220 /
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L P40 S N S
¢ S P23 | N P [
= B = AT, & \ ’
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&
——7 Howto choose®-® | Item®-Characteristic®
o] Part. YHXBH30R170-C1
Item® Taningangle | Tumibgradius __Effectiietack LW __ Weight
YHXBH30R170 30° 0.25M 0.50M 4.55
YHXBH45R170 45° o 5 0.30M 0.60M 4.65
YHXBH90R170 90° 0.40M 0.80M 4.84
YHXBH180R170 180° 0.65M 1.30M 5.24
© The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.
1l Black
= Silver - Brushed SUS304 PA6+GF SUS304 SUS304
rey

@ Manufacturing tolerance with radius + Tmm and angle + 1°.




&5 TA-VA

YS44 Horizontal plain bends

Horizontal plain bends

Va

YSCE18X25

P299 .
P163 \
YSCB3
/' P157~158
'
P229’v230\
'\@ How to choose @- @ | ltem®-Characteristic®
oo Part. YSBP30R500-C1
ltem® Turning angle Turning radius Length : Effective track L (M) Weight
TA R L Single Double (Kg)
YSBP30R500 500 0.70M 1.35M 1.47
YSBP30R700 30° 700 0.80M 1.55M 1.58
¥YSBP30R1000 1000 0.95M 1.85M 3 07 ¢
YSBP45R500 500 0.80M 1.60M 1.62
YSBP45R700 45° 700 0.95M 1.90M L78
YSBP45R1000 1000 e 1.20M 2.40M 2.06
YSBPG60R500 500 0.95M 1.85M 1.77
YSBPGORT00 60° 700 1.15M 2.30M 2.00
YSBP60R1000 1000 1.45M 2.90M 2.36
YSBPS0OR500 500 1.20M 2.40M 2.06
YSBPSORT700 90° 700 1.50M 3.00M 2.42
YSBP90OR1000 1000 2.00M 3.95M 2.95
@ Matched with slide rail,to prevent falling off.
Characteristic® Colour Surface treatment Body A6 dmim e
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle £2 °.
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-\olE How to choose @-@ | Item®-Characteristic®
o0

Part. YLBP30R500-C1

ltem® Turning angle Turning radius Length _ Effective track L (M) W_gight

TA R L Single Double (Kg)

YLBP30R500 500 0.70M 1.35M 212

YLBP30R700 30° 700 0.80M 1.55M 233

YLBP30R1000 1000 0.95M 1.85M 2.69

S YLBP45R500 500 0.80M 1.60M 2.39
YLBP45RT700 45° 700 0.95M 1.90M 2,72

%‘u{i YLBP45R1000 1000 o6 1.20M 2.40M 3,25
P263~278 YLBP60R500 500 0.95M 1.85M 2.69
& YLBP6ORT00 60° 700 1.15M 2.30M 3.15
!:Sw;f YLBP60OR1000 1000 1.45M 2.90M 3.84
YLBP90OR500 500 1.20M 2.40M 3.25

{&g' YLBPYORT00 90° 700 1.50M 3.00M 3.92
P299~312 YLBP9OR1000 1000 2.00M 3.95M 4.30

@ Matched with slide rail, to prevent falling off.

Chatacterisc® Gelont Suriack ptment Body .‘!u'tic'_lt':'“II czt::iﬁon Fastener

1 Silver Frosting oxidation AB063 GMS SUS202

©® Manufacturing tolerance with radius + 2mm and angle +2°.




&5 TA-VA

YM83 Horizontal plain bends

P161~164

P165~166

R s

P168

\vLcusxis0 1\
S65—  \IMCB3H
P163

YMCB3
/P161~162

o 4

:/ W\F‘ZLS

Bend

P083~085
097~099

P229~230
M

\\ P225

|pis1 |

'\@ How to choose @- @ | ltem®-Characteristic®
5o Part. YMBP30R500-C1 N\
e ® Turning angle Turning radius Length : Effective track L (M) Weight | p202 |
TA R L Single Double (Kg)
YMBP30R500 500 0.70M 1.35M 2.23 j s
YMBP30RT00 30° 700 0.80M 1.55M 2.45 2
YMBP30R1000 1000 0.95M 1.85M 2.82 %\
YMBP45R500 500 0.80M 1.60M 2.50 ;547'»;1
YMBP45RT00 45° 700 0.95M 1.90M 2.84 \i
YMBP45R1000 1000 e 1.20M 2.40M 3.33 %Q,\,
YMBPG0ORS00 500 0.95M 1.85M 2.80 P263~278
YMBPGORTO0 60° 700 1.15M 2.30M 3.28 s
YMBP60R1000 1000 1.45M 2.90M 3.94 IQ%
YMBP90RS500 500 1.20M 2.40M 3.39 —
YMBPY0ORT00 90° 700 1.50M 3.00M 4.05 {Qg[
YMBPS0R1000 1000 2.00M 3.95M 5.04 P299~312
@ Matched with slide rail,to prevent falling off.
Characteristic® Colour Surface treatment Body A6 dmim e
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle £2 °.
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pigz | ° —o
-\olE How to choose®-® | [tem™-Characteristic
\ 50 Part. YHBP30R500-C1
| P203 lem® Turning angle Turning radius Length Effective track L (M) Weight
TA R L Single Double (Kg)
j 3 YHBP30R500 500 0.70M 1.35M 2.36
ESh YHBP30RT700 30° 700 0.80M 1.55M 2,58
\Q\ YHBP30R1000 1000 0.95M 1.85M 3.02
b YHBP45R500 500 0.80M 1.60M 2,72
P247~261
% \i YHBP45RT700 45° 700 0.95M 1.90M 3.07
= YHBP45R1000 1000 1.20M 2.40M 3.68
SN 200
P263~278 YHBPBOR500 500 0.95M 1.85M 3.02
I \‘% YHBPGORT00 60° 700 1.15M 2.30M 3.56
qu\zés YHBP6&OR1000 1000 1.45M 2.90M 4.32
YHBPS0OR500 500 1.20M 2.40M 3.68
{g‘g' YHBP90RT00 90° 700 1.50M 3.00M 4.42
P299~312 YHBP90R1000 1000 2.00M 3.95M 552
@ Matched with slide rail, to prevent falling off.
% et : e Material
Chatacterisc® Gelont Sutince st reerlh Body Article connection Fastener
1 Silver Frosting oxidation AB063 GMS SUS202

©® Manufacturing tolerance with radius + 2mm and angle +2°.




ﬁ,‘lA—VA Horizontal plain bends

YB145 Horizontal plain bends POG3~066

P161~16;

P165~166

\\_..

P170

YBCB3A145
/P161~162

P229~230 A7 /s

'\@ How to choose ®-@ | Item®-Characteristic®
oo

Part. YBBP30A145R5-C1
E Turning angle Turning radius Length Effective track L (M) Weight P247~261
Item® = :
TA R I L Single Double (Kg) N E
YBBP30A145R5 500 0.70M 1.35M 4.74 %Q,\,
YBBP30A145RT 30° 700 0.80M 1.55M 5.26 P263~218
YBBP30A145R10 1000 0.95M 1.85M 5.98 -
—
YBBP45A145R5 500 0.80M 1.60M 537 -
YBBP45A145RT 45° 700 0.95M 1.90M 6.04 l .
YBBP45A145R10 1000 1.20M 2.40M 8.04 & l
200 N~
YBBP60A145R5 500 0.95M 1.85M 5.94 P299~312
YBBPG60A145RT 60° 700 1.15M 2.30M 6.84
YBBP60A145R10 1000 1.45M 2.90M 8.14
YBBP90A145R5 500 1.20M 2.40M 7.04
YBBPY0A145RT 90° 700 1.50M 3.00M 8.39
YBBP90A145R10 1000 2.00M 3.95M 9.72
@ Matched with slide rail,to prevent falling off.
- : Material
Characteristic Colour Surface treatment Bod ARG sonveioh e
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle £2 °.




Horizontal plain bends

e~ YB155 Horizontal plain bends

YLAQG
P33 ymcE4a9x30
P164

P165~166

\\:

170

\YLCJ6X160\, N
P299 \YMCB3

o

YBCB3AI55
/P161~162

Bend

| P205. | P,
P229~230 AL/
Ju |
p217
—7 Howto choose®-® | Item®-Characteristic®
&\‘ 5o Part. YBBP30A155R5-C1
P247~261 ler® Turning angle Turning radius Length __ Effective track L (M) _ Weight
TA R L Single i Double (Kg)
%Qﬁ YBBP30A155R5 500 0.70M 1.35M 5.04
B2l YBBP30A155R7 30° 700 0.80M 1.55M 554
I WQ YBBP30A155R10 1000 0.95M 1.85M 6.34
P;:;?“; YBBP45A155R5 500 0.80M 1.60M 5.64
YBBP45A155R7 45° 700 0.95M 1.90M 6.34
{@El YBBP45A155R10 1000 =00 1.20M 2.40M 7.34
P299~312 YBBP60A155R5 500 0.95M 1.85M 6.24
YBBP60A155RT 60° 700 1.15M 2.30M 7.14
YBBP60A155R10 1000 1.45M 2.90M 8.44
YBBP90A155R5 500 1.20M 2.40M 7.34
YBBP90A155R7 90° 700 1.50M 3.00M 8.74
YBBP90A155R10 1000 2.00M 3.95M 10.74
@ Matched with slide rail, to prevent falling off.
Chamctrist @ Gelont Suriack ptment Body Artic'l:rl:?::iﬁon Fastener
1 Silver Frosting oxidation AB063 GMS SUS202

©® Manufacturing tolerance with radius + 2mm and angle +2°.




ﬁ?;,‘lA-VA Horizontal plain bends

YB180 Horizontal plain bends

P165~166

\\_..

YBCB3A180
/ P161~162

P092

Pl , | P20s
P229~230 AL JK 3 j
° —5 p217
'\@ How to choose ®-@ | Item™-Characteristic
oo Part. YBBP30A180R5-C1
. Turning angle Turning radius Length Effective track L (M) Weight P247~261
Item® = -
TA R I L Single Double (Kg) % ‘E
YBBP30A180R5 500 0.70M 1.35M 5.34 o~
YBBP30A180R7 30° 700 0.80M 1.55M 5.84 P263~278
YBBP30A180R10 1000 0.95M 1.85M 6.64 &
—
YBBP45A180R5 500 0.80M 1.60M 5.94 T
YBBP45A180R7 45° 700 0.95M 1.90M 6.64 l n
YBBP45A180R10 1000 1.20M 2.40M 7.64 3 l
200 N>
YBBP60A18ORS 500 0.95M 1.85M 6.54 P299~312
YBBPG0OA18ORT 60° 700 1.15M 2.30M 7.44
YBBP60A180R10 1000 1.45M 2.90M 8.74
YBBP90A180R5 500 1.20M 2.40M 7.64
YBBPY0A180RT 90° 700 1.50M 3.00M 9.04
YBBPY0A180R10 1000 2.00M 3.95M 11.04
@ Matched with slide rail,to prevent falling off.
: Material
Characteristic Colour Surface treatment Bod ARG sonveioh e
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle £2 °.




Horizontal plain bends

Fr~% YB300 Horizontal plain bends

P165~166

\\:

170

o

P164

‘Bend

YBCB3A300

| P207. |
Ly p229~230 A7)
P247~261
% \i -\OLE How to choose ®-® | Iltem®-Characteristic®
SN 5o Part. YBBP30A300R7-C1
P263~278
: Item® Turning angle Turning radius Length Effective track L (M) Weight
I ~ ™ R L Single Double (Kg)
*h"". YBBP30A300R7 700 0.80M 1.55M 6.44
P282~286 30°
l . YBBP30A300R10 1000 0.95M 1.85M 7.24
\w,l YBBP45A300R7 e 700 0.95M 1.90M 7.24
P295~-312 YBBP45A300R10 1000 200 1.20M 2.40M 8.24
YBBP60A300RT £ 700 1.15M 2.30M 8.04
YBBP60A300R10 1000 1.45M 2.90M 9.34
YBBP90A300RT o 700 1.50M 3.00M 9.64
YBBPS0A300R10 1000 2.00M 3.95M 11.64
® Matched with slide rail,to prevent falling off.
Characteristic® Colour Surface treatment ; G e
1 Silver Frosting oxidation AB063 GMS SUS202

@ Manufacturing tolerance with radius = 2mm and angle + 2 °.




&5 TA-VA

Horizontal plain bends

881TAB Horizontal plain bends

881CE3
P161~162

LN pa17
\\P225
P229~230

'\@ How to choose ®-@ | Item®-Characteristic®
oo

Part. 881BP30R500-C1
tem® Turning angle Turning radius Length . Effective track L IM) Weight
TA R L Single Double (Kg)
881BP30R500 500 0.70M 1.35M 2.32
881BP30R700 30° 700 0.80M 1.55M 2.54
881BP30R1000 1000 0.95M 1.85M 2.92
881BP45R500 500 0.80M 1.60M 2.60
881BP45R700 45° 700 0.95M 1.90M 2.92
881BP45R1000 1000 e 1.20M 2.40M 3.42
881BP60R500 500 0.95M 1.85M 2.92
881BP6ORT00 60° 700 1.15M 2.30M 3.37
881BP60R1000 1000 1.45M 2.90M 4.02
881BPY0R500 500 1.20M 2.40M 3.49
881BPI0ORT00 90° 700 1.50M 3.00M 4.15
881BPY0R1000 1000 2.00M 3.95M 5.14
@ Matched with slide rail,to prevent falling off.
Characteristic® Colour Surface treatment Body e dmi@n e
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle £2 °.

Bend

N

P247~261

RV

P263~278

<

P282~286

48

P299~312




LT
o i
St

PO19~032

»

P105~107

P125

N

P148~150

s

P171~172

&

P173~174

o

Bend

P253~161

iis

P274~281

=

P286~298

S

P309~312

P171~172
_P220
| P240 |
- S~ P232~239 = = &, ]
'\Z How to choose®-® | Item®-Characteristic®
Part. YLXBP30R500-C1
ltem® Turning angle Turning radius Length _ Effective track L (M) W_gight
TA R L Single Double (Kg)
YLXBP30R500 500 0.70M 1.35M 318
YLXBP30R700 30° 700 0.80M 1.55M 347
YLXBP30R1000 1000 0.95M 1.85M 4.02
YLXBP45R500 500 0.80M 1.60M 3.65
YLXBP45R700 45° 700 0.95M 1.90M 4.09
YLXBP45R1000 1000 o 1.20M 2.40M 4.76
YLXBP60R500 500 0.95M 1.85M 4.02
YLXBP60R700 60° 700 1.15M 2.30M 4.62
YLXBP60R1000 1000 1.45M 2.90M 5.61
YLXBPY0R500 500 1.20M 2.40M 4.87
YLXBPSORT700 90° 700 1.50M 3.00M 5.76
YLXBP90R1000 1000 2.00M 3.95M 7.20
@ Matched with slide rail, to prevent falling off.
Chatacterisc® Gelont Suriack ptment Body .‘!u'tic'_lt':'“II czt::iﬁon Fastener
1 Silver Brushed SUS304 SUS304 SUS304

©® Manufacturing tolerance with radius + 5mm and angle + 1°.



@s}"A‘VA SUS304 horizontal plain bends

YM83 SUS304 horizontal plain bends
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'\@ How to choose ®-@ | Item®-Characteristic®
oo

Part. YMXBP30R500-C1
tem® Turning angle Turning radius Length . Effective track L (M) Weight -
TA R L Single Double (Kg) .‘?
YMXBP30R500 500 0.70M 1.35M 3.64
YMXBP30R700 30° 700 0.80M 1.55M 4.01 o
YMXBP30R1000 1000 0.95M 1.85M 4.65 s
YMXBP45R500 500 0.80M 1.60M 4.23 :2';%;1
YMXBP45R700 45° 700 0.95M 1.90M 4.74 Ye
YMXBP45R1000 1000 1.20M 2.40M 5.52 Il .
YMXBPGOR500 500 n 0.95M 1.85M 4.65 et
YMXBPGOR700 60° 700 1.15M 2.30M 5.36 9\5
YMXBP60R1000 1000 1.45M 2.90M 6.52 ;;:298
YMXBP9OR500 500 1.20M 2.40M 5.67
YMXBP9OR700 90° 700 1.50M 3.00M 6.69 r:? '
YMXBPYOR1000 1000 2.00M 3.95M 8.38 P309~312
@ Matched with slide rail,to prevent falling off.
Characteristic® Colour Surface treatment Body e dmi@n e
1 Silver Brushed SUS304 SUS304 SUS304

@ Manufacturing tolerance with radius + 5mm and angle £1°.
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PO50~062

Y

P111~114

P127

N

P154~156

s

P171~172

&

P173~174

r

P177

Bend

T

| P215~220
>
P253~261
e
1
P274~381

=

P286~298

S

P309~312

|
—7 Howt
=

y P232~3239

e

P221

P222 /

YH103 SUS304 horizontal plain bends

/

&

ochoose®-o

Item®-Characteristic®

Part. YHXBP30R500-C1
P Turning angle Turning radius Length _ Effective track L (M) _ W_gight
TA R L Single Double (Kg)
YHXBP30R500 500 0.70M 1.35M 4.05
YHXBP30RT00 30° 700 0.80M 1.55M 4.42
YHXBP30R1000 1000 0.95M 1.85M 551
YHXBP45R500 500 0.80M 1.60M 4.67
YHXBP45RT700 45° 700 0.95M 1.90M 522
YHXBP45R1000 1000 =00 1.20M 2.40M 6.09
YHXBP6OR500 500 0.95M 1.85M 513
YHXBP&ORT00 60° 700 1.15M 2.30M 5.91
YHXBP6OR1000 1000 1.45M 2.90M 7.18
YHXBPSOR500 500 1.20M 2.40M 6.26
YHXBPSORT00 90" 700 1.50M 3.00M 7.38
YHXBPS0R1000 1000 2.00M 3.95M 9.23
@ Matched with slide rail, to prevent falling off.
Chamctrist @ Gelont Suriack ptment Body Artic'l:rl:?::iﬁon Fastener
1 Silver Brushed SUS304 SUS304 SUS304

©® Manufacturing tolerance with radius + 5mm and angle + 1°.



@F%,"A-VA SUS304 horizontal plain bends

YB180 SUS304 horizontal plain bends

PITIMTY
S A
/Q@_ P215~220
AN P~ A3 AN T
P253~261
'\@ How to choose ®-@ | Item®-Characteristic® e
60 Part. YB180XBP30R500-C1 Il o~
— Turningangle | Turning radius Length Effective track L (W) Weight LAt
TA R _ L Single Double (Kg) =_ o
YB180XBP30R500 500 0.70M 1.35M 7.16 \c\ﬂ
YB180XBP30R700 30° 700 0.80M 1.55M 7.83 i
YB180XBP30R1000 1000 0.95M 1.85M 9.10 %I
YB180XBP45R500 500 0.80M 1.60M 8.25 'P;?\,m
YB180XBP45R700 45° 700 0.95M 1.90M 9.26
YB180XBP45R1000 1000 o 1.20M 2.40M 10.81
YB180XBPEOR500 500 0.95M 1.85M 9.10
YB180XBPEOR700 60° 700 1.15M 2.30M 10.49
YB180XBPGOR1000 1000 1.45M 2.90M 12.77
YB180XBPYOR500 500 1.20M 2.40M 11.13
YB180XBPYOR700 90° 700 1.50M 3.00M 13.12
YB180XBPYOR1000 1000 2.00M 3.95M 16.45
@ Matched with slide rail,to prevent falling off.
Characteristic® Colour Surface treatment Body = dmm e
1 Silver Brushed SUS304 SUS304 SUS304

@ Manufacturing tolerance with radius + 5mm and angle £1°.




SUS304 horizontal plain bends

PP YB300 SUS304 horizontal plain bends

4

‘Bend

L ' P171~172
T

e 4
-, SN P20
P253~261
i i - 7% ,/m P [ TR o
pmfz: § o3P = , | &N . » :
&
::s-:zga ——7 Howto choose®-® | ltem®-Characteristic®
' o Part. YB300XBP30R700-C1
I':E~l em® Turning angle [ Turning radius Length _E'ﬁfe;ctive*rackl._(w Weight
P309~312 ' TA R L Single Double (Kg)
YB300XBP30RT00 700 0.80M 1.55M 8.54
YB300XBP30R1000 30° 1000 0.95M 1.85M 9.91
YB300XBP45R700 700 0.95M 1.90M 10.09
YB300XBP45R1000 45° 1000 1.20M 2.40M 11.76
YB300XBP60ORT00 700 1.15M 2.30M 11.41
YB300XBP60OR1000 60° 1000 1.45M 2.90M 13.88
YB300XBPSORT00 700 200 1.50M 3.00M 14.17
YB300XBPS0OR1000 90° 1000 2.00M 3.95M 17.85
@ Matched with slide rail, to prevent falling off.
S 8 Kelous Sisfacs taatment Body Arﬁdm:::tion Fastener
1 Silver Brushed SUS304 SUS304 SUS304

@ Manufacturing tolerance with radius + 5mm and angle +1°.
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@ TAVA

YS44 Vertical bends PO15~018

»

POTS

=

P117

YSCJ5X130
/ P291
%’ \\‘ YSCE18X25 %
Lo . e
= I =
P161~164
o — YSCB3H
bt <S4 S
e %
- - P165~166
. \
N \YSCB3
P229~230 P161~162
'\@ How to choose ®-@ | Item®-Characteristic®
o0 Part. YSBV5R300-C1
tem® Turning angle Turning radius Length Effective track L (M) Weight
TA R 5 Single Double (Kg)
¥YSBV5R300 5° 0.20M 0.40M 1.10 %“-\
¥YSBY30R300 30° 0.35M 0.65M 1.31 - V%
P247~261
YSBV45R300 45° 300 80 0.40M 0.80M 1.46 -
¥YSBV60R300 60° 0.50M 0.95M 1.62 %&
¥SBVS0R300 90° 0.70M 1.30M 1.89 P263~278
@ The outer profile with a plastic slide rail to prevent falling off. -7
@ The outer single -layer groove is used for connection strips and fasteners. IQ@
S = : : T . Material : P282~286
Characteristic Colour Surface treatment Bod i e s ioh Fastencs l -
1 Silver Frosting oxidation A6063 GMS SUS202 \.;,I

@ Manufacturing tolerance with radius = 2mm and angle £ 2 °. P299-~-312




= Vertical bends

P050~062

YH103 Vertical bends

Bend

P086~088
il \ =,/ P100~102
\YHCB3
P229~230 p1g1~162

| p1gg | ® —
o] Howtochoose®- | Item™-Characteristic
j:s 5o Part. YHBV5R400-C1
g lteri® Turning angle | Turning radius Length Effective track L (M) Weight
il TA R L Single Double (Kg)
Sr.? YHBV5R400 5° 0.20M 0.40M 1.32
bl o YHBV7R400 7 300 0.20M 0.40M 1.34
% Q YHBV15R400 15° 0.25M 0.50M 1.44
% o
e YHBV30R400 30 0.35M 0.65M 1.62
YHBV45R400 45° 80 0.45M 0.80M 1.90
I %% YHBV60R400 60° 0.50M 0.95M 1.97
B 1000 ’ ' :
P282~286 YHBV90R400 90° 0.70M 1.30M 2.44
| u' YHBV45R1000 45° 0.95M 1.90M 3.12
N~ YHBV90R1000 90° 1.75M 3.50M 4.88
P299~312

© The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.

S i ) : e Material
Characteristic® Colour Surface treatment - R o e tion T
1 Silver Frosting oxidation AB063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle +2°.




Bt

*@E?;,'IA-VA Vertical bends

YB145 Vertical bends PO63~066

YMCBIH W W
Ples W  YLCJEX160

/

= [P0 |
) S e
\
\YBCB3A145
P161~162 j N
S P217~218 |
N
o e
P247~261
| £ L ‘ i
P263~278
'\OLE How to choose®-® | Item®-Characteristic® I "*?Q
o0 Part. YBBV5A145R750-C1 —
P282~~286
ltem® Turning angle Turning radius Length Effective track L (M) Weight in
TA R L Single Docbie (Kg) \.;vl
YBBV5A145R750 5 0.25M 0.50M 1.92 P299~312
YBBV15A145R750 15 750 80 0.35M 0.65M 2.52
YBBV45A145R750 45° 0.40M 0.75M 3.12

@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.

- — Material
; -] : : : : . :
Characteristic : Colour . Surface treatment Ton — Arideco e Toraner
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle 2 °.




@, IAVA

PUGTT\—OGQ YB155Vertical bends

:3{. x
2

e

§

YMCE49%30
f P164

YMCB3H

P163
~.YLCJ6X160
P299
g
E
\ P217,
— LY
p191 | P226 N *L
=y " N 3 -
PR \yecasalss:
N P229~230 M ~pzs P161~162
P217~218
S
o
P247~261
\; <A
%és\-
P263~278
l “:SQ; '\@ How to choose ®-@ | ltem®-Characteristic®
— G Part. YBBV5A155R750-C1
P282~286
in ” Turning angle Turning radius Length Effective track L (M) Weight
\v' i TA R L Single Double (Kg)
. YBBV5A155R750 5° 0.25M 0.50M 2.10
YBBV15A155R750 157 750 80 0.35M 0.65M 2.70
YBBV45A155RT50 45° 0.40M 0.75M 3.30
@ The outer profile with a plastic slide rail to prevent falling off.
® The outer single -layer groove is used for connection strips and fasteners.
I _ e — Material
it 6 ~ : 5 - -
Characteristic Colour Surface treatment Body e o o
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle +2°.
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YB180 Vertical bends POTO~073

YMCB3H

Fies YLCJBX160

P25 H

P217! \
P26 X *‘ e
5 e B
P2 \veca3alen:
P229~230\‘ -\\9225 T E_
Ky P217~218
N
o e
P247~261
A 7 N3 ‘i
P263~278
'\OLE How to choose®-® | Item®-Characteristic® I "*?Q
o0 Part. YBBV5A180R750-C1 —
P282~~286
ltem® Turning angle Turning radius Length Effective track L (M) Weight in
TA R L Single Double (Kg) \.;vl
YBBV5A180R750 5 0.25M 0.50M i P299~312
YBBV15A180R750 15 750 80 0.35M 0.65M T
YBBV45A180R750 45° 0.40M 0.75M 3.52

@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.

- — Material
; -] : : : : . :
Characteristic : Colour . Surface treatment Ton — Arideco e Toraner
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle 2 °.




== Vertical bends
PO19~032

YL51/63 Vertical bends

Bend

N oo

S ' P094~-096

P229~230 P161~162

-\OLE How to choose ®-® | [tem®-Characteristic®
oo

Part. YLBV5R300-C1
ltem® Turning angle Turning radius Length Effective track L (M) Weight
TA R L Single Double (Kg)
YLBV5R300 5 0.20M 0.40M i
P24T~261 YLBV7R300 T 300 0.20M 0.40M 1.16
% Q YLBV15R300 15° 0.25M 0.50M 1.24
% o0
e YLBV30R300 30 0.35M 0.65M 133
YLBV45R300 45° 80 0.45M 0.80M 1.44
I %‘% YLBV60R300 60° 0.50M 0.95M 1.54
=~ 1000 : : '
P282~286 YLBV9OR300 90° 0.70M 1.30M 1.86
i ul YLBV45R1000 45° 0.95M 1.90M 272
SN
N YLBV90OR1000 90° 1.75M 3.50M 428
P289~312

@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.

S _ - N Material
- ot 8 - . -
Characteristic Colour Surface treatment P T
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle +2°.
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YM83 Vertical bends

P136~138

P161~164

P165~166

\  YMCE49X30 ?

P168

YMCB3H _
P159

-~

p229~230 Plel~162

P215 \\ ; _P083~085
Y b ~
\ YMCB3 _.097 099

'\E How to choose ®-@ | Item®-Characteristic®
oo

Part. YMBV5R400-C1
Turning angle Turning radius Length Effective track L (M) Weight
Item® :
TA R L Single Double (Kg) <
YMBV5R400 5 0.20M 0.40M 1.22 -S“iﬁ,
YMBV7R400 P 300 0.20M 0.40M 1.28 -
YMBV15R400 15° 0.25M 0.50M 152 % \\E
o %

YMBV30R400 30 0.35M 0.65M 1.52 T

YMBV45R400 45° 80 0.45M 0.80M 1.80
YMBV60R400 60° 0.50M 0.95M 1.92 I ”*Q(;
1000 ’ ' : —
YMBV90R400 90° 0.70M 1.30M 2.02 P282-~-286
YMBV45R1000 45° 0.95M 1.90M 2.89 ‘ ul
YMBV90R1000 90° 1.75M 3.50M 4.54 Ez

@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.
o : Material
Characteristic Colour Surface treatment Bod ARG sonveioh e
1 Silver Frosting oxidation A6063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle £2 °.




Vertical bends

P074.~015 YB300 Vertical bends
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e
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YLCJBX160

/

| P1s3 |

| P217~218
F;il?NZEl
\ Y
e
| P263~278
o, Q’ ‘ J )
<

P282~286

{"gl '\@ How to choose®-® | [tem®-Characteristic®

P36G~413 oo Part. YBBV5A300R750-C1
Item® Turning angle | Turning radius Length _ Eﬁectiw: track L (M) Weight
TA R L Single Double (Kg)
YBBV5A300R750 5° 0.25M 0.50M 232
YBBV15A300RT750 157 750 80 0.35M 0.65M 292
YBBV45A300RT50 45° 0.40M 0.75M 372

© The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.

S e e . e Material
Characteristic® Colour Surface treatment Bod ‘Article connection Fastener
1 Silver Frosting oxidation AB063 GMS SUS202

@ Manufacturing tolerance with radius + 2mm and angle +2°.




@;,'IA-VA SUS304 vertical bend

ort e
AR S

YL51/63 SUS304 vertical bend PO19~032

»

P105~107

~

P129
P148~150
P171~172
S P173~174
Sl *r
P175
A‘C P > -
P -r/;/ ’ \: ’//6‘&( @
& e P> -
ST
&\ P240 4 .
g, 8 P232~239 AR =
¥ ) & -
g &, P % =
i k| o 3
[pros |
\gzy Howtochooseo-o Item®-Characteristic® -
5o Part. YLXBV5R400-C1 .‘
Turning angle Turning radius Length Effective track L (M) Weight s
Item® ; —
TA R It Single Double (Kg) \\
YLXBV5R400 52 0.20M 0.40M 1.73 S =
YLXBV10R400 10° 0.23M 0.46M 1.82 N
YLXBV15R400 15° 0.25M 0.50M 1.81 Ii::_
YLXBV30R400 30° 400 80 0.35M 0.65M 2.18 P274~281
YLXBV45R400 45° 0.45M 0.80M 2.46 g =
YLXBV60R400 60° 0.50M 0.95M 2.73 "“--d
YLXBV9OR400 90° 0.70M 1.30M 3.27 Sl
@ The outer profile with a plastic slide rail to prevent falling off. %
@ The outer single -layer groove is used for connection strips and fasteners. g )
s P303~312
e y s Material
: ) : - ats _
Characteristic Colour Surface treatment Bod [ Arbide connection Fervreo
1 Silver Brushed SUS304 SUS304 SUS304

@ Manufacturing tolerance with radius = Tmm and angle £1°.
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PO33~049

»

P108~110
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P151~153

S

P171~172

s

P173~174

Bend

nT

| P2'19~224
>
P253~261
e
1
P274~381

=

P286~298

S

P309~312

<k

© N P24l

o] Howtochoose®-0

Item®-Characteristic®

SHe} Part. YMXBV5R400-C1
om® Turning angle Turning radius Length : Effective track L M Weight
TA R L Single Double (Kg)
YMXBV5R400 b 0.20M 0.40M 1.96
YMXBY10R400 10° 0.23M 0.46M 2.07
YMXBV15R400 57 0.25M 0.50M 2.17
YMXBV30R400 30° 400 80 0.35M 0.65M 2.48
YMXBV45R400 45° 0.45M 0.80M 2.83
YMXBV60R400 60° 0.50M 0.95M 3.12
YMXBVS0R400 90° 0.70M 1.30M 3.74
@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove Is used for connection strips and fasteners.
Characteristic® Colour Surface treatment Batly Articl g;h:::lﬂ on Fastener
1 Silver Brushed SUS304 SUS304 SUS304

@ Manufacturing tolerance with radius = Tmm and angle + 1°.



@;,'IA-VA SUS304 vertical bend

YH103 SUS304 vertical bend POSO~062

»

P111~114

P131

Bend

— How to choose ®-@ | [tem®-Characteristic® H

| P17 |
00 Part. YHXBV5R400-C1 r
ltem® Turning angle Turning radius Length Effective track L (M) Weight .‘
TA R 5 Single Double (Kg) P219~224
YHXBV5R400 5 0.20M 0.40M 2.17 \\
YHXBV10R400 10° 0.23M 0.46M 2.29 - =
YHXBV15R400 15° 0.25M 0.50M 2.40 —
YHXBV30R400 30° 400 80 0.35M 0.65M 2.75 Iis
YHXBV45R400 45° 0.45M 0.80M 3.12 P2T4~2:-
YHXBV60R400 60° 0.50M 0.95M 3.45 &
YHXBV90R400 90° 0.70M 1.30M 4.14 "---:;j
© The outer profile with a plastic slide rail to prevent falling off. P286~298
@ The outer single -layer groove is used for connection strips and fasteners. S
Characteristic® Colour Surface treatment : Marer ™o '
- - ] ' Body Article connection Fastener P309~312
1 Silver Brushed SUS304 SUS304 SUS304

@ Manufacturing tolerance with radius + Tmm and angle £ 1°.




SUS304 vertical bend

S
PP YB180SUS304 vertical bend

Bend

P171~172
/

n,

Py

ol --': b‘,\ [{’// 14

." > ‘“N‘:-{{';). ." ii.u -
. ot ‘\L&
| P219~224 SESLA el
e~ 0 @ I . W 3
1| il ..“ o k
N R P e P232~239 = N\ P240 g
P253~261 __ s YR | & !
5 & gie 30 X
ii‘? & P < TIP3
P2T4~281 < i
€
—~~ o fetic B
| P286~298 o] Howtochoose®-@ | Iltem™-Characteristic
- E l O 0 Part. YB180XBV5R400-C1
P30?~312 ltem® Turning angle Turning radius Length Effective track L (M) Weight
TA R L Single Double (Kg)
YB180XBV5R400 5° 0.20M 0.40M 373
¥YB180XBV10R400 10° 0.23M 0.46M 3.94
¥YB180XBV15R400 157 0.25M 0.50M 4.14
¥YB180XBV30R400 30° 400 80 0.35M 0.65M 4,74
YB180XBV45R400 45° 0.45M 0.80M 5.40
¥YB180XBV60R400 60° 0.50M 0.95M 5.98
¥YB180XBVA0OR400 90° 0.70M 1.30M 7.19
@ The outer profile with a plastic slide rail to prevent falling off.
@The outer single -layer groove is used for connection strips and fasteners.
T a e ] =D _ Material
Characteristic® Colour . Surface treatment Body Article connection Fastener
1 Silver Brushed SUS304 SUS304 SUS304

© Manufacturing tolerance with radius + Tmm and angle + 1°.




ﬁ,‘lA—VA SUS304 vertical bend

Vo laE

YB300 SUS304 vertical bend POT4~075
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—7 How to choose ®-@ | tem®-Characteristic P286~298

[e] Part. YB300XBV5R400-C1 %I

tem® Turningangle | Turning radius Length Effective track L (M) Weight 'Pgoa‘wn
TA R L Single Double (Kg)
YB300XBV5R400 52 0.20M 0.40M 4.19
YB300XBV10R400 10° 0.23M 0.46M 4.42
YB300XBV15R400 15° 0.25M 0.50M 4.64
YB300XBV30R400 30° 400 80 0.35M 0.65M 531
YB300XBV45R400 45° 0.45M 0.80M 5.83
YB300XBY60R400 60° 0.50M 0.95M 6.69
YB300XBV90R400 90° 0.70M 1.30M 8.03

@ The outer profile with a plastic slide rail to prevent falling off.
@ The outer single -layer groove is used for connection strips and fasteners.
- : Material

Shersieeste i SUGes uraGE Body Article connection Fastener
1 Silver Brushed SUS304 SUS304 SUS304

@ Manufacturing tolerance with radius + Tmm and angle £1°.
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P225
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P299~312

Conveyor support

Beam support bracket

Beam support bracket for YS44

45
o yoms

64.2

vcBL3x44,/ p
YCBL3X64,/
Item : YSCS44 Item : YSCS64
;" .
] J
— How to choose®-@ | [tem®-Characteristic®
o) Part. YSCS44-C1
Item® Adapted support beam wﬁ;‘t
¥YSCS44 44X44mm Support beam 0.18
YSCS64 64X64mm Support beam 0.20
@ Suitable for Y544 series, as a connection between the conveyor beam and support beam.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation A6063




@H?;,VA‘VA Beam support bracket

Beam support bracket forYL51/63 %

P161~164

|pig7 |

i

YLCB3 65 \
42 26.7 il i 65
42, : ﬁ. o B 65
R »
rid [Paon |
2 ~
-y L1265 | e42Raasil
YCBL3X44
d YcBL3X64 /* in
P299~312
Item: YLCS44 Item : YLCS64

ALl 1l 1s8
YCBL3X88 / ¥

-~ _YDANS

Conveyor support

P305
Item : YLCS88

— How to choose ®-@ | ltem®-Characteristic®

00 Part. YLCS44-C1
tem® Adapted support beam “fK'g;“
YLCS44 44X44mm Support beam 0.20
YLCS64 64X64mm Support beam 0.24
YLCS88 88X88mm Support beam 0.26

@ Suitable for YL51/63 series, as a connection between the conveyor beam and support beam.
Characteristic® Colour Surface treatment Material

1 Silver Frosting oxidation AB063




Beam support bracket

~ Beam support bracket for YM83

Pl61~164
'\ %7 YMCB3  gs |
|p188 | : — i
2 ‘s
| p225 37.2 64.2
4 YcBL3xed,
W
P299~312
Item : YMCS64B
YMCB3
85
2 —
8
5
@ L J
5 2551 Ll 1188
: yCBL3X88
3

Item : YMCS88B

-\OLE How to choose ®-@ | [tem®-Characteristic®
o0

Part. YMCS64B-C1

Item® Adapted support beam “ﬁ:g]m
YMCS64B 64X64mm Support beam d.24
YMCS88B 88X88mm Support beam 0.32

@ Suitable for YMB3 series, as a connection between the conveyor beam and support beam.

Characteristic® Colour Surface treatment Material

1 Silver Frosting oxidation AB063




@;?;.,VA‘VA Beam support bracket

Beam support bracket forYH103 ~
P161~164
262 T \

197.2
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P299~312

Item : YHCS80

105
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3722 Ll || e8 g | T__YDANS %
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¥
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YCBL3X88

Item : YHCS88B

— How to choose ®-@ | ltem®-Characteristic®

topre} Part. YHCSB80-C1
Item® Adapted support beam “?K';)ht
YHCS80 80X80mm Support beam 0.30
YHCS88B 88X88mm Support beam 0.34
@ Suitable for YH103 series, as a connection between the conveyor beam and support beam.
Characteristic® Colour Surface treatment Material

1 Silver Frosting oxidation AB063




Beam support bracket

~ Beam support bracket

P161~164

™~

| P186~194

| P200~207 |

S

| P225

L3

P299~312

140
140

Item : YLCT21X140X60 Item : YLCT21X140X78! ltem : YLCT21X140X85

Conveyor support

'\@ How to choose @-@ | ltem®-Characteristic®
oo

Part. YLCT21X140X60-C1
Weight
Item® Adapted support beam o)
YLCT21X140X60 64X64mm Support beam 0.24
YLCT21X140X78 80X80.,40X80mm Support beam 0.25
YLCT21X140X85 88X88,44X88mm Support beam 0.26
@ Suitable for connection to beams as a connection between conveying and supporting profiles.
Characteristic® Colour Surface treatment Material

1 Silver Frosting oxidation A6063




@;?;.,VA‘VA Beam support bracket

Conveyor beam support brackets ~

P161~164

.

| P186~194 |
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| p225 |
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P299~312

Conveyor support

P225

YQELM/‘

——7 Howtochoose®-® | tem®-Characteristic®

Part. YLCU73-C1
Item® Adapted support beam w&‘gg? 5
YLCUT3 88X88mm Support beam 0.24
@ Suitable for use with side-connected conveyor beams,
@1t is convenient to support with the 180°horizontal wheel bend.
Characteristic @ Colour Surface treatment Material

1 Silver Frosting oxidation AB063




SUS304 beam support bracket

% SUS304 beam bracket

P171~172
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| P208~212 |
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P309~3012

1246

Conveyor support

Item : YHXCT105
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How to choose®-o

Item®-Characteristic®

d F
© g

449

Iltem : YLXCT65

Item : YMXCT85

al s
.ﬁ.

Order
o} Part. YLXCT65-C1
: 2 Weight
Item®@ Suit to conveyor beam Suit to support head (Kg)
YLXCT65 YLXCB2.4 0.81
YMXCT85 YMXCB2.4 Big support head 0.81
YHXCT105 YHXCB2.4 0.81
@ Sujtable for connection to beams, as a connection between stainless steel conveyor beam and support beam.
@/t is more suitable to use at the transportation docking point.
Characteristic ® Colour Surface treatment Material
T Silver Brushed SUS304




@%}"A‘VA SUS304 beam support bracket

SUS304 beam bracket %

P171~172

Y

| P195~199 |
| P208~212 |

~l

P309~~3012

Item: YLXCT Item : YMXCT

P171~172

144.6

| (B = '§-
P2l T g
P222 g
. y ~ 3

®50.8 P222 ¢ 3

Item : YHXCT

— How to choose ®-@ | ltem®-Characteristic®

° Part. YLXCT-C1
2 . : Weight
Item® Suit to conveyor beam | Suit to beam support bracket Suit to support head [Kg"]
YLXCT YLXCB2.4 0.46
YMXCT YMXCB2.4 YFXD-130 Small support head 0.46
YHXCT YHXCB2.4 0.46
@ Suitable for connection to beams, as a connection between stainless steel conveyor beam and support beam.
@ |t is more suitable to use at the transportation docking point.
Characteristic® Colour Surface treatment Material

1 Silver Brushed SUS304




SUS304 beam support bracket @%,'IA'VA

SN Beam support bracket
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——7 Howto choose®-# | Item®-Characteristic®
5] Part. YFXD-130-C1
Item® Suit to support head vﬁ?;‘rt
YFXD-130 Small support head 0.43
@ Suitable for beam support bracket to connect small support bracket.
Characteristic® Colour Surface treatment Material
1 Silver Brushed SUS304




@%}'{AVA SUS304 beam support bracket

Small support head s

P171~172

|\

_ =
| P195~199

P28~z |

S

P309~~3012

— How to choose ®-@ | tem®-Characteristic®

o] Part. FS-48.3A-C1
. Tube dia Weight
tel !
Item® - )
FS-48.3A 48.3 0.26
FS-50.9A 50.9 0.25
; . Material
T ' -
Characteristic Colour Body ——
1 SUS202
Black PAB
2 SUS304




SUS304 beam support bracket @’%{'{A‘VA

_ Big support head

P171~172

Y

P

[

| P208~212 |

S

P309~3012

Conveyer support

'\@ How to choose®-@ | [tem®-Characteristic®
5o

Part. FS-48.3-C1
Tube dia Weight
Item® . ;
te D (Kg)
FS-48.3 48.3 0.38
FS-50.9 50.9 0.35
FS-60.3 60.3 0.32
A —— % Material
; o : :
Characteristic Colour Body e
SUS202
Black PAG
2 SUS304




@F‘%,'IAVA SUS304 beam support bracket

Small connecting joints _

P171~172

Y

) M
| P195~199 |

P208~a1a |

S

P309~~3012

Item : LS-50.9B

P24l sl 4 p*4

P232~239 -~

—7 Howtochoose®-© | tem®-Side bore® -Characteristic®
Part. LS-38.1B-B38.1-C1

@ Tube dia Side bore Weight

- D B® (Kg)

LS-38.1B 381 38.1 0.32

LS-48.3B 48.3 38.1 483 0.30

LS-50.9B 50.9 38.1 483 509 0.46

. : Material
e e - 5 _
Characteristic Colour Body Fastener
1 SUs202
Black PA6

2 SUS304




@, 1AVA

~ Support beam

P161~164
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Item : YCBL3X80 I ltem : YCBL3X88
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Item : YCBL3X40X80 ) Item : YCBL3X44X88
— How to choose ®-© | [tem®-Characteristic®
oo Part. YCBL3X44-C1
Length Weight
Item@ Width ™ Kg)
YCBL3X44 44X44mm 4.47
YCBL3X64 64X64mm 6.60
YCBL3X80 80X80mm e 8.70
YCBL3X88 88X88mm 8.17
YCBL3X40X80 40X80mm 8.00
YCBL3X44X88 44X88mm 6.57
@ Suitable for the frame and support.
@ Easy to connect and easy to use.
@ Fasteners can be assembled in grooves on four sides, and cover plates can be assembled on the end surface.
Characteristic® Colour Surface treatment Material

1 Silver Frosting oxidation A6063




@, TAVA

End cap for support beam

a8
1 4
130 ] L8

Item : YCBE30
46 3 4.6
50 60

R,

Item : YCBES0 Item : YCBEGO Item : YCBEG4

Item : YCBE8BO Item : YCBESS Item : YCBE30X60
90 46 60 38 .40 10
| < N
[175 i 80 75 :

Item : YCBE30X90 F Iltem : YCBE40X80 Item : YCBE44X88

—7 Howtochoose®-® | tem®-Characteristic®

e} Part. YCBE30-C1

tem® Adapted ?Mlc;port.bgam W;(igrt

YCBE30 30X30mm 0.01

YCBE40 40X40mm 0.01

YCBE44 44X44mm 0.01

YCBESO 50X50mm 0.02

YCBEGO 60X60mm 0.02

YCBEG4 64X64mm 0.02

YCBE8O 80X80mm 0.02

YCBESS 88X88mm 0.02

YCBE30X60 30X60mm 0.01

YCBE30X90 30X90mm 0.01

YCBE40X80 40X80mm 0.01

YCBE44X88 44X88mm 0.02

@ Suitable for support beam end caps.

Characteristic® Colour Material
1 Grey PAG+GF




@, IAVA

\\g Seal

P161~164

=~ "
P225

116

| 125

ltem:YLAD11 ! item: YLADS

Conveyor support

'\OLE How to choose®-@ | [tem®-Characteristic®
5o

Part. YLAD11-C1
Length Weight
ltem® M) Adapted support beam (Ko)
YLAD11 25M 44X44.64X64,88X88.44X88mm Support beam and all conveyor beam 4.00
YLADS8 2M 40X40, 80X80.40X80mm Support beam 0.10

@ Suitable for profile side groove sealing.
@ Press into the groove, no fixing required.
@YLAD11 s a soft sealing strip, which can be adapted fo seal in arc sections.

Characteristic® Colour Material

1 Grey PVC




@, TAVA

Angle bracket ~:

P161~164
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Item : YMFAT8A

— How to choose ®-@ | ltem®-Characteristic®

o Part. YLFA40-C1
Item® Adapted support beam “:?([g;“
YLFA40 40X40., 80X80mm 0.04
YLFA44B 44X44.,64X64.44X88.88X88mm 0.05
YMFATEB 88X88mm 0.08
YMFAS8A 60X60mm 0.09
YMFAT8A 80X80mm 0.14
@ Suitable for support angle joints.
Characteristic® Colour Surface treatment Material

1 Silver Sandblasting Aluminum




&5 TA-VA

% Carbon steel feet

P225
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— How to choose®-© | Item®-Characteristic®
GO Part. YCFF44X130C-C1
- ’ Weight
Item® Adapted support beam Fit expansion screw (K)
YCFF44X130C 44X44mm M10 1.50
@ Suitable for support beam locking and ground fixing.
Characteristic® Colour Surface treatment Material
1 White Baking varnish Q235




&5 TA-VA

Aluminium feet %

| p225 ;

L3

P299~312

Item : YCFF64X210 : Item : YCFF80X260 I Item : YCFF88X260

Conveyor support

——7 Howtochoose®-© | tem®-Characteristic®
oo Part. YCFF64X210-C1
Item® Adapted support beam Fit expansion screw w[:g;\ t
YCFF64X210 64X64mm M8 1.50
YCFF80X260 80X80mm Mo 2.92
YCFF88X260 88X88mm 2.60
@ Suitable for support beam locking and ground fixing.
Characteristic® Colour Surface treatment Material
1 Silver Spray plastic ADC12
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Conveyor support

End plate for spport beam

Item : YCFE44 Item : YCFEG4 Item : YCFEB8
P225
S o
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~_ iy |
It
1
it 1 :
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N = 3 i
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— Howto choose®-® | [tem®-Characteristic®
) Part. YCFE44M8-C1
Item® Adapted support beam Boss Welati
M Kg)
YCFE44M8 M8 0.30
44X44mm
YCFE44M12 M12 0.30
YCFEG4M12 M12 0.50
64X64mm
YCFE64M16 M16 0.50
YCFE88M12 M12 0.60
88X88mm
YCFEB8M16 M16 0.60
@ Suitable for supporting beam end connection closing plate.
@ Center hole for the support of adjustable feet.
Characteristic® Colour Surface treatment Material
1 Silver Chromium plating Q235




@?‘,‘IA‘VA Adjustable feet

DGS40 Articulated feet %

p225

P231
P240~241

48

P299~312

| ™~ YCBL3X44
4 ] P225

—_YCFE44M8/M12
P231

2
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S

[
'\@ How to choose ®- @ | ltem®-Thread dia® -Thread length®-Characteristic®
o0 Part. DGS40-M8-L50-C1
Thread dia Thread length Load Weight
1}
et M® L® (Kg) (Kg)
50 0.08
8 500
80 0.09
50 0.10
10 500
DGS40 100 0.11
50 0.11
12 100 500 0.14
150 0.17
@ Suitable for mechanical equipment support.
@ Angle adjustable ball head thread, for the unbalanced ground, to keep the balance of the machinery.
@With soft pad, anti-vibration and anti-slip.
@ With net cover, safe and convenient.
Material
teristic®
Characteristic Colour e Pad Thread
1 SUS304
Black PAB PVC
2 Nickel plated CS




~

P225
| P231
P240~241
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P299~312

Conveyor support

Adjustable feet

DGS80 Articulated feet

&5 TA-VA

= /P231

YCBL3X88
P25

YCFE88M12/M16

Orcler

How to choose®-@

Item®-Thread dia®-Thread length®-Characteristic®

[e]e] Part. DGS80-M8-150-C1
Thread dia Thread length Load Weight
0 g g
50 0.12
8 380
80 0.13
50 0.14
10 380
DGS80 100 0.15
50 0.15
12 100 380 0.18
150 0.21
@ Suitable for mechanical equipment support. @ Two fixed holes in the base.
@ Angle adjustable ball head thread, for the unbalanced ground, to keep the balance of the machinery.
@ With soft pad, anti-vibration and anti-slip.
© With net cover, safe and convenient.
Material
istic®
Characteristic Colour Eaee Pad Thread
il SUS304
Black PAB PVC
2 Nickel plated CS




&5 TA-VA

DDGS80 Articulated feet

Adjustable feet

YCBL3X88
P225
R 'YCFE88M12/M16
. [\ P2l
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_F.*“\‘.“u' - ] E o

Item®-Thread dia® -Thread length®-Characteristic®

'\@ Howtochoose®-@
o0

Part. DDGS80-M8-150-C1
Thread dia Thread length Load Weight
(1] J
fer me L® (Kg) (ko)
50 0.13
8 380
80 0.14
50 0.15
10 380
DDGSE0 100 0.16
50 0.16
12 100 380 0.19
150 0.23
@ Suitable for mechanical equipment support.
@ Angle adjustable ball head thread, for the unbalanced ground, to keep the balance of the machinery.
@With soft pad, anti-vibration and anti-slip.
© With net cover, safe and convenient.
Material
teristic®
Characteristic Colour e Pad Thread
1 SUS304
Black PAG PVC
2 Nickel plated CS
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P299~312
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Conveyor support

Adjustable feet

% DG60 Articulated feet

e

D

Item®-Thread dia®-Thread length®-Characteristic®

'\DlE How to choose®-o
oo

&

Part. DG60-M16-L50-C1
. Thread dia Thread length Load Weight
0
T me L0 (Ka) (Kg)
50 0.24
16 100 0.31
150 0.37
DG&0 1200
100 0.41
20
150 0.51
24 150 0.70
@ Suitable for mechanical equipment support.
© Angle adjustable ball head thread, for the unbalanced ground, to keep the balance of the machinery.
@ With soft pad, anti-vibration and anti-slip.
© With net cover, safe and convenient.
o Material
4]
Characteristic Colour e Pad Thread
1 SUS304
Black PAB PVC
2 Nickel plated CS




&r3. TA-VA

DG80 Articulated feet

Adjustable feet

Item®-Thread dia® -Thread length®-Characteristic®

\@w How to choose®-0
0o

= o

Part. DG80-M16-L50-C1
s Thread dia Thread length Load Weight
50 0.27
16 100 0.34
150 0.40
DG80 1200
100 0.43
20
150 0.54
24 150 0.72
@ Suitable for mechanical equipment support.
@ Angle adjustable ball head thread, for the unbalanced ground, to keep the balance of the machinery.
@ With soft pad, anti-vibration and anti-slip.
©® With net cover, safe and convenient.
i Material
o
Characteristic Colour Base Pad Thread
1 SUS304
Black PAB PVC %
2 Nickel plated CS
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Conveyor support




Adjustable feet

% DGCB8OF Stainless steel fully sealed universal adjustable feet
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v . M@
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Conveyor support

— Howto choose®-@ | Item®-Thread dia® -Thread length®-Characteristic®

o0 Part. DGC80F-M16-L200-C1
Thread dia Thread length . Load Weight
Item® ve L© Adjustable Range Ka) (Kg)
16 200 0.74
DGC80F 20 200 0~65 2000 0.97
24 200 1.21
@ fFor use in hygienically demanding environments such as the food industry, medical technology and the pharmaceutical industry.
© Angle adjustable ball head thread, for the unbalanced ground, to keep the balance of the machinery.
@ Excellent sealing, Anti-vibration, and anti-slip.
@ With net cover, safe and convenient.
I Colour Material
4]
Characteristic By Pad Bod Pad

!, Silver Light yellow SUS304 Rubber




@ TAVA

DGCAB8OF Stainless steel fully sealed universal adjustable feet

Adjustable
IRang@ 0~~65
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—7 Howtochoose®-0 | Item®-Thread dia®-Thread length®-Characteristic®

[¢] Part. DGCAB80F-M16-L200-C1
Thread dia Thread length . Load Weight
Item® Ve ) Adjustable Range ) Kg)
16 200 0.76
DGCASOF 20 200 0~65 2000 0.99
24 200 123
@For use in hygienically demanding environments such as the food industry, medical technology and the pharmaceutical industry.
@ Angle adjustable ball head thread, for the unbalanced ground, to keep the balance of the machinery.
@ Excellent sealing, Anti-vibration, and anti-slip.
© With net cover, safe and convenient.
Colour Material
g o
Characteristic Body Pad Body Pad
1 Silver Light yellow SUS304 Rubber
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Conveyor support
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Order

Adjustable feet

% GDS80 Stainless steel fixed feet

X

How to choose®-o

Item®-Thread dia®-Thread length®-Characteristic®

&5 TA-VA

o0 Part. GDS80-M16-L100-C1
Item® Thre:ldadia Threacll- Ioe-ngth Iiz;(]:l \l\?:g}ht
100 0.31
12 150 0.34
180 0.36
150 0.39
GDS80 16 180 1000 0.46
200 0.50
100 0.49
50 150 0.59
200 0.69
@ for use in hygienically demanding environments such as the food industry, medical technology and the pharmaceutical industry.
® Excellent sealing, Anti-vibration, and anti-slip.
@ With net cover, safe and convenient.
Characteristic® Body Solons o] Body Ml o
1 Silver Light yellow SUS304 PVC




&3 TA-VA

Supportbase

Tripod base

P232~239

©48/950.8/960

Conveyor support

P232~239 ", ) / P

—7 Howtochoose®-© | Iltem®-Tube dia®-Characteristic®

oo Part. S7-D48.3-C1
Item® Tuge .clia Insel:nt dia L(;;T V\;.;lg)ht
48.3 1.51
SZ 50.9 16 500 1.38
60.3 1.27
@ Suitable for mechanical equipment support.

Characteristic® Colour Body :::t t::::'f Insert

1 Brass

Black GF+PA6 bl Nickel plated CS
4 SUS304 Brass




Conveyor support

Support base

t,L 120 Degree bipod base

P232~239

Orcler

How to choose®-o

Item®-Tube dia®-Side boré® -Characteristic®

o0 Part. LZB-120-D48.3-B38.1-C1
Tube dia Side bore Insert dia Load Weight
(1}
e D@ BO M (Kg) Kg)
48.3 1.51
38.1
LZB-120 50.9 " 16 500 1.38
60.3 1.27
@ Suitable for mechanical equipment support.
Material
istic®
Characteristic Colour Body Tottin: Tt
1 Brass
SUS202
2 Black GF+PA6 Nickel plated CS
SUS304 Brass
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Width adjustment actuator

v

"
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(5

Max adjustment width=196mm
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QE/TO\_QS
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POT9~104
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P132~147

| P161~164

:
A

P293~312

Conveyor support

—7 Howto choose®-@ | Item®-Characteristic®

GO Part. YCLA660A-C1
Item® Adjustmentrange | Maximum adjustment width Adapted support beam ko)
YCLAG60A 0~370 196 6.48
88X88.44X88mm Supportbeam ————
YCLA950A 0~590 248 8.75
@ Suitable for adjusting the distance between conveying tracks, mostly used for gripper conveyors.
@ To adjust the distance between the two sliders.
@ Shaft protruding on both sides can be connected with shaft and handwheel.
D e Material _
Characteristic® Colour Surface treatment Body Zerew rod et

1 Silver Frosting oxidation AB063 Galvanized SUS202




&3 TA-VA

Angle gear unit

Width adjustment actuator

Ite

oa] Howtochoose®-o

Item®-Characteristic®

m : YCFW90

130.2

Conveyor support

G0 Part. YCFW90-C1
Item® Direction Adapted support beam “;:g't
YCFW90 Forward 0.95
88X88.44X88mm Support beam
YCFW90A Reverse 0.95
@ Suitable for 90-degree reverse of the shaft rod.
a :

Characteristic Colour Surface treatment Bod Tevicd Fiterel

1 Silver Frosting oxidation A6063 Galvanized SUS202




Width adjustment actuator @%{'{A‘VA

* Shaft

| P24

P225

Conveyor support
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——7 Howto choose®-® | Item®-Characteristic®

15 Part. YLFX2-C1
. Length Weight
i 19
feo ) Kg)
YLFX2 2M 1.83
YLFX4 4M 3.86
@ Suitable for the transmission of torsion in the width adjustment actuator.
Characteris_t_ic’ Colour Surface treatment Material

1 Silver Frosting oxidation A6063




@F?»,'IA‘VA Width adjustment actuator

Hand wheel
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| p244

108

44
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P161~162

— How to choose ®-@ | ltem®-Characteristic®

0o Part. YLAW160X10-C1
Weight
Item®

(Kg)

YLAW160X10 0.80
@ Suitable for width adjustment actuator drive wheel,
Characteristic® Colour Surface treatment Material
1 Silver Chromium electroplating Iron

Conveyor support
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P299~312

Guide

Guide rail

Item : YLRS3X10

P252
7

-7 Howtochoose®-@

Item®-Characteristic ®

|
15

Item : YLRS3X15

o0 Part. YLRS3X10-C1
Length Weight
Item®
m (M) (Kg)
YLRS3X10 0.93
M
YLRS3X15 1.20
@ Suitable for guiding and protecting the product on both sides of the conveyor.
@ The grooves on both sides can be used for plastic cover or brackets.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation A6063




&5 TA-VA

Guide rail cover
p247

24
20
33

20
23
(o]

Item : YLRT3X23U Item : YLRT3X33U

1]
s
=
4]

Item®-Length®-Characteristic

o] Howtochoose®-@
Sle] Part. YLRT3X23U-3M-C1
6 T
tem® Length' Weight
(M) (Kg/M)
YLRT3X23U 0.25
3M.50M
YLRT3X33U 0.35
@ Suitable for quiding and protecting the product on both sides of the conveyor.
@ Self-lubricating, low friction, no damage to the conveyed objects.
@The grooves on both sides can be used for plastic cover or brackets.
Characteristic® Colour Material
1 Grey 1M UHMW-PE




% Guide with cover
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Item : YLRT3X23 Item: YLRT3X33
— How to choose®-@ | Item®-Characteristic®
o0 Part. YLRT3X23-C1
Length Weight
Item® w
em M) (Kg)
YLRT3X23 23 = 1.45
YLRT3X33 35 1.55
® Suitable for quiding and protecting the product on both sides of the conveyor.
@ Self-lubricating, low friction, no damage to the conveyed objects.
@ The grooves on both sides can be used for plastic cover or brackets.
Colour Material
. . ,
Shicienshc Profile Aluminum Profile Aluminum
il Grey Silver 1M UHMW-PE A6063




&5 TA-VA

Connecting blocks

1]
s
=
4]

Item®-Characteristic®

oa] Howtochoose®-@
Part. YLRJ100-C1
Weight
(1] g
Item Kg)
YLRJ100 0.05
@ Suitable for connecting the guardrail profiles.
Material
. . .
Characteristic Colour Surface treatment Body T
1 Silver Frosting oxidation AB063 SUSs202




Guide

End plug

&5 TA-VA

Item :YLRE10 Item: YLRE15
— Howto choose®-@ | Item®-Characteristic®
o0 Part. YLRE10-C1
Weight
Item®
o (Kg)
YLRE1O 0.01
YLRE15 0.01
@ Suitable for guardrail end sealing plugs.
Characteristic® Colour Material
1 Grey PAG+GF




&5 TA-VA

Connecting plug

P263

— How to choose ®-@ | tem®-Characteristic®

Item : YLRJ10

Item: YLRJ15

P247

{

P245

oo Part. YLRJ10-C1
Weight
o

Item (Kg)

YLRJ10 0.01

YLRJ15 0.01

@ Suitable for the new guardrail end transition.

Characteristic® Colour Material
1 Grey PAB+GF

v
=
5
4]




—_—

Pl6i~164/
171~172

P165~166/
173~17T4

™

| P186~199

N\

| P200~212 |

>

P254

—

P257

IoXE

P263~281

P282~298

4

P299~312

Guide

Rail guide

Item: YY-50.8

&5 TA-VA

Item : YY-38.1

o] Howtochoose®-&

Item®-Characteristic®

o] Part. YY-20.4-C1
Length Weight
1]
Item W ™) Kg)
¥Y-20.4 20.0 1.45
YY-38.1 38.1 3M 1.69
YY-50.8 50.8 1.85
@ Plastic profile with self-lubrication, small friction coefficient, not easy to damage the products.
@ The groove adapts the bolt, and then connects the fixing bracket.
: Colour Material
istic®
i Profile Aluminum Profile Aluminum
i White
1M UHMW-PE
2 Green
Silver A6063
3 Green
2.5M UHMW-PE
4 White




&3 TA-VA

Guide connector \k

P253

Iltem: GDB-20.4 ! Iltem : GDB-38.1

P249

Iltem : GDB-50.8

—7 Howtochoose®-@ | ltem®-Characteristic®

o0 Part. GDB-20.4-C1
Weight
12
Item Kg)
GDB-20.4 0.02
GDB-38.1 0.03
GDB-50.8 0.04
@ Lead the products into the conveyor track.
@ Fasten the thread, limiting protective cover sliding.
S Material
L]
Characteristic Colour Body e
1 Grey PAG+GF SUS202

Guide




&5 TA-VA

5. Aluminum guide +Cguiderail

Pl6i~164/
171~172

P165~166/
173~17T4

™

| P186~199

N\

| P200~212 |

Item : PD-G-59 Item : PD-G-80/100

ﬂ/ﬁ

" b
w
f
i
4

P257
R
\‘5\-
P263~281
. &
<
P282~208 \
i ZISINY
> P2TL
P299~312 5
P283 " ,\ 1 B N > le |
) .__.,,—"‘ ) _(9:\\} S 7
zite/ X p1s7~158 =T
3 P273
5
(]
—7 Howto choose®-® | Item®-Characteristic®
oD Part. PD-G-59-C1
Length Weight
[tem® w
i M) (Kg)
PD-G-59 60 2.80
PD-G-80 80 3M 3.10
PD-G-100 100 4.35
@ Plastic profile with self-lubrication, small friction coefficient, not easy to damage the products.
@The groove adapts the bolt, and then connects the fixing bracket.
] Colour Material
istic®
Chamcteristic Profile Aluminum Profile Aluminum
1 Green
2 Black 1M UHMW-PE
= White .
Silver AB063
4 Green
5 Black 2.5M UHMW-PE
6 White




&3 TA-VA

Guide connector
P255

£J-51212
P271

P157~158 —

v
B
5
4]

P273

@ How to choose ®-@ | Item®-Characteristic®
oo Part. GDB-60-C1

Item® W;T(lggr :
GDB-60 0.04
@ Lead the products into the conveyor track.
@ Fasten the thread, limiting protective cover sliding.
Characteristic® Colour Body Matevial Fastener
1 Grey PAG+GF SUS202




Guide

Connecting bar

_ 7J-51212
A /P2T1
o S P255

P83/ R

ot
P273 P157~158

100

——7 Howto choose®-@ | Item®-Characteristic®

o) Part. YS-LIT-C1
Weight
Item®
em (Ka)
YS-LJT 0.04
@ Convenient to use. connection in firm and beautiful state.
© With the grooves of the type, the thread is locked and fixed.
Material
Characteristic Colour Body T
1 Silver AB063 SUS202
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Rollerside guide ~

P161~164/ |
171~172

R

P165~166,
59 173~174

| P186~199 |
295

—

P253~260

e

| P263~281

<

| p282~298

L3

P299-~-312

Suit to C type guide rail Suit to metal profile

Minimum external radius:250mm
Minimum internal radius:250mm

Minimum external radius:250mm
Minimum internal radius:250mm

YS-CXHLG-40 YS-40%8-GXG

P255

Guide

N-PIN-12 ~

p283

— How to choose ®-@ | tem®-Characteristic®

oo Part. GZ-HL-1-C-C1
Length Weight
o
i D) (Kg/m)
GZ-HL-1-C 0.295M 1.06

@ Easy in layout, can be straight or curve application, with bow steel impact resistance.
® Multi-module combination, back with fixed skeleton.

i Colour Material
Chaeacieristc Body Rollers Body Rollers Pin
1 Black Orange PAG POM SUS202




&5 TA-VA

,."'.i:: Ctype guide rail

P258

-\O'd_E How to choose®-@ | [tem®-Characteristic®
o0 Part. YS-CXHLG-40-C1

Length Weight
Item®
= (M) (Kg)
¥YS-CXHLG-40 3M 2.00
© As roller guide back support.
@ Easy to shape, easy to put the layout.
@ The back groove design, it is very easy to fasten the screws and bolts.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation AB063

Guide




&5 TA-VA

Metal profile
P258

GW-ZW
/ P254
2)-S1212 _ / -
P271 = '
P283 &z
e

ZJ-TJTC

P273 0
VIR
\er How to choose ®-@ | ltem®-Characteristic®
oo Part. YS-40X8-GXG-C1
Length Weight
Item®
e (M) (Kg)
YS-40X8-GXG 3M 3.00
@ As roller guide back support,
@ High structural strength, impact resistance and it is not easy to deform.
@ The back groove can be fixed with outer hexagon bolt but it need to do the holes.
Characteristic® Colour Material
1 Silver SUS304

1]
s
=
4]



P171~172
P173~174

_

l;‘l. -
| P195~199

| P208~212 |
i'd‘u
=

| P274~281
e_g
|
P286~298

S

P309~312

Guide

Side guide

Item : PD-G-D40

17

21
Item : PD-G-D50

Item: PD-G-D19

115
—
= 9 Lo
4| ! -
21 | !
S |

Item: PD-G-D25

o] Howtochoose#-#

Item®-Characteristic®

17.5

Iltem: PD-G-D12

Item: PD-G-D31

Part. PD-G-D19-C1
Length Weight
L1
Item (M) (Kg)
PD-G-D19 1.67
PD-G-D12 1.60
PD-G-D25 1.75
3M
PD-G-D31 1.90
PD-G-D40 2.10
PD-G-D50 2.30
@ Suitable for high and low temperature environment, the profile is not easy to slip..
@ Stainless steel skeleton bending and tightening profile, use square clamp to tighten the bracket.
Colour Material
. . n
Skl Profile Metal Profile Metal
1M UHMW-PE
1 White Silver SUS304
2.5M UHMW-PE
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~: Adjustable support bracket

P161~164

| P1T9~182

Item : YLRA26X30X45

N
P247~260

<

P282~-286

51.6

P161~162

Brackets

— How to choose@-@ | Item®-Characteristic®

Part. YLRA26X9X45-C1
: Weight
Item® Adjustable range Kg)
YLRA26X9X45 9 0.05
YLRA26X30X45 30 0.05
YLRA41X30X52 30 0.06
@ Suitable for quardrails on both sides of the conveyor beam.
@ Fixed height, the distance can be adjusted a little between the two sides.
@ (an cooperate with the distance piece to increase the width.
Characteristic® Colour Surface treatment Material
Body Fastener

1 Silver Frosting oxidation AB063 SUS202




@ TAVA

Fixed support bracket .

P161~164

| P179~182 |

|
I
|
| ™~
: | P186~194 |
|
|
| Y
: | P200~207 |
|
|
SR
P247~260
Item : YLRB16X54 e : VERBACGHSS [-‘.::g;
P283~-286
>
P161~162 /
i
[ P B
oa] Howtochoose®-@ | [tem®-Characteristic =
o0 Part. YLRB16X54-C1
Weight
tem®
ftem (Kg)
YLRB16X54 0.02
YLRB40X54 0.03
© Suitable for guardrails on both sides of the conveyor beam.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation A6063




Guide bracket

‘\5 Guide bracket

P161~164

| P1T9~182

™~

| P186~194 |

N\

| P200~207 |
N
P247~260
<

P282~-286

\pog— > \Pl61~162

— How to choose®-@ | Item®-Characteristic®

g 5o Part, YLRC20-C'
o
Weight
tem®
ltem (Ka)
YLRC20 0.03
@ Suitable for the guardrails.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation A6063




@ TAVA

Distance piece

P161~164

| P179~182 |
25 ' )
= | P186~194
ﬁ §3 !
- U L
= ﬁg’jggﬁ.a | \
| | | P200~207 |
6 \
N
P247~260
<
P282~286
o, F'o'
%_ NG J %
[ |
— How to choose ®-@ | ltem®-Characteristic®
oo Part. YLRD6-C1 .
Weight £
ftem® Thickness [:(Igl e
YLRDG 6 0.01
@ Suitable for the width adjustment of guide quide.
@ (an be stacked in multiple layers.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation A6063
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\\g Aluminium tube

P161~164

P165~166

™~

| P186~194
| P200~207 |
BN

P247~260

&

P268

<

P282~286

Brackets

YLRK18X
P285

P275

"
YLRR3X20H
P269

—— Howto choose®-® | Item®-Characteristic®

oo Part. YLRR3X18C-C1
Item® Dia Wall thickness Length Weight
D T (M) (Kg)
YLRR3X18C 18 1.8 3M 0.70

@ Suitable for the connection of brackets and guardrails.

Characteristic® Colour Surface treatment Material

1 Silver Frosting oxidation A6063




@ TAVA

Aluminium tube plug

/ i@
YLRKISX ~ %

sl ) Sk
K

P285 . 5 X
1 ; ( — w // =
L - I o \.\ // .
pa75 " = \ -
\ “YLRR3X20H
P269
— How to choose ®-@ | [tem®-Characteristic®
oo Part. YLRE18-C1
Dia Weight
ltem®
e D (Ka)
YLRE18 18 0.01
@ Suitable for aluminum tube end plugs.
Characteristic® Colour Material
1 Grey PAG+35%GF

P267

Brackets




Brackets

P157~160

P161~162

™~

| P186~194

N\

ST

P247~260

) 4

P270

<

P282~286

P200~207 |

@, IAVA

Flataluminium tube

YLRT3X23
-/ P24T
\__\_-
o \“x Al
- g = .‘;».._. Ny \
YLRK18X — =S

P285 | ot ==

YLRE20 /
P270

\OLE How to choose®-@ | Item®-Characteristic®
oo Part. YLRR3X20H-C1
Dia Length Weight
o
ke D (M) (Kg)
YLRR3X20H 20 3M 2.00
@ Suitable for the connection of brackets and guardrails.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation AB063




% TAVA

Flataluminium tube plug

¢D

17

YLRKIEX < T N -

) ‘ / | oy F
v \ YLRR3X20H

P269

— How to choose ®-@ | ltem®-Characteristic®

o 0 Part. YLRE20-C1
Dia Weight
Item® 5 Ko)
YLRE20 20 0.01
@ Suitable for end plugs of flat aluminum tubes.
Characteristic® Colour Material
1 Black PAGE

P269

Brackets
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% Guide rail bracket support TypeV

P161~164

| P179~182

™~

| P186~194

N\

| P200~207 |
ST

P247~260

<

P282~-286

YLRT3X23
Z2J-51818
P75 <

- P47
o /

YLRK18X80C / ] s
P283 \““~a. hﬂ\ﬁh\‘“u.:

-
‘@

YLRR3XISC \x\\\\“\x\im :
P67
4 .M&‘-
p . |
C;Sl‘iil! \\\\\YLRDISA -

P273

/

!

How to choose@-@ | [tem®-Characteristic®

Part. YLRF42X18V-C1
_ Dia Weight
Item@ o Kg)
YLRF42X18V 18 0.08
@ Suitable for conveyor support structural parts.
® Locking side bolts clamp round rods.
@ A type spacer can be used for the height increased.
L @ Material
Characteristic Colour Body == e
1 Grey PA6+35%GF SUs202




@ TAVA

Corner connector %

P161~164

| P179~182 |

| P186~194
| P200~207 |
SR
P247~260
<
h P283~-286
P275
L YLRT3X23
& o0 \\E S /P247
S/ NS /
\\
YLRF42X181V/  \ YLRDI18A
P271 pP273
) ictic® g
-7 Howtochoose®-@ | Item®-Characteristic E
Go Part. YLRX18C-C1 &
Dia Dia Weight
o
Item D B (Kg)
YLRX18C 18 18 0.03
@ Suitable for conveyor support structural parts.
@ Locking bolts clamp round rods.
: Material
G/ “teristic® Col -
hessiiste il Body Fastener
1 Grey PAG+35%GF SUS202




P161~164

.

| P1T9~182

™~

| P186~194 |

—
NS
P247~260

<

P282~286

Brackets

Guide bracket

A type spacer for guide rail bracket support

YLRX118C
P272

P271

2% '
s
\'_ggsaleaw

-] Howtochoose®-&

Item®-Characteristic®

Part. YLRD18A-C1
Thickness Weight
Item® W Kg)
YLRD18A 18 0.03
@ Used for the V type support bracket.
@ (an be stacked in multiple layers.
Characteristic® Colour Material
1 Grey PA6+35%GF




@ TAVA

Small clamp ~:
Plel~164/
1T1~172

| pr7g~185 |
| P186~199 |
| P200~212 |
SR
P247~261
<
P282~298
— How to choose ®-@ | ltem®-Characteristic®
oo Part. ZJ-51010-C1 .
i
Dia Dia Weight @
o g
Item D B (Kg) ®
ZJ-51010 10 10 0.12
Z2J-51210 12 12 0.10

@ Suitable for conveyor support structural parts.
@ Tighten the rod by fixing bolts.
@ Avoid excessive locking to avoid damage to the body and fastener screws.

Material
Body Fastener

1 SUS202

2 SUS304
PAG

3 SUS202

4

Characteristic® Colour

Black

Grey
SUS304




Guide bracket

~: Large cross clamp

Pl6i~164/
171~172
| P179~185
P186~199
| P200~212
x\%’ -
P247~261
2
<
P282~208
YLRK18X80C
YLRT3X23
\ & P249
S L
YLRF42X18V', . @ S
P271 E TR
YLRR3X18C / \VLrp18A
P67 P273
—7 Howto choose®-® | ltem®-Characteristic®
oo Part. Z)}51212-C]
Dia Dia Weight
Item® | i e
2J-51212 12 0.07
ﬂ 2J-51216 12 16 0.07
= 2J-51218 18 0.06
o
2J-51616 16 16 0.06
ZJ-51818 18 18 0.06
2J-52012 12 0.06
2J-52018 20 18 0.05
21-52020 20 0.05

@ Suitable for conveyor support structural parts.
@Tighten the rod by fixing bolts.
® Avoid excessive locking to avoid damage to the body and fastener screws.

Material
Body Fastener

SUS202
SUS304

1

2

3 SUS202
Grey PAG+GF

4 SUS304

Characteristic® Colour

Black PAG




&5 TA-VA

Cross clamp with eyebolt

e N
s\ o8 IR N
P74 - &F \ \ S
HONZIITC
P2TT_

— e

oa] Howtochoose®-@

Item®-Characteristic®

Guide bracket

oo Part. ZJ-LJT-C1
] Dia Weight
Item® 5 Kg)
ZJ)-LJT 12.5 0.10
@ Suitable for conveyor support structural parts.
@ Eyebolt knob for locking the rod.
@ Side mounted T clamp to save the space.
@ The bottom of the clamp can also be connected the adjustable rod with screw.
L Material
a
Characteristic Colour Body r—
1 Nickel plated CS
Black PA6
2 SUS304
3 Nickel plated CS
Grey PA6+GF
4 SUS304

P161~164/
171~172

.

| P179~185

N\

| P186~199 |

P247~261

<

| P282~298

Brackets




P161~164/
171~172

.2

| P1T9~185

™

| P186~199 |

P02
&‘l‘n‘.
P247~261

<

P282~208

Brackets

Guide bracket

T clamp with eyebolt

o] Howtochoose®-&

2J-51210
P274

43.8

Item®-Characteristic®

o Part. ZJ-TITC-C1
i Dia Height Height Weight
Item® b - < Kg)
ZJ-TITC 125 76 60 0.12
@ Sujtable for conveyor support structural parts.
@ Eyebolt knob for locking the rod.
@ Side mounted T clamp to save the space.
Material
ey ° .
Characteristic Colour Body Fastarer
1 Nickel plated CS
Black PAB
2 SUS304
3 Nickel plated CS
2 Grey PAG+GF

SUS304




&5 TA-VA

Cross joint

\ZJ-TTC

— P277

oa] Howtochoose®-@

Item®-Characteristic®

Guide bracket

129

©335

oo Part. ZJ-SZJT-C1
Dia Height Hole distance Weight
Item® D H S (Kg)
Z2J-SZJT 12.5 59 254 0.12
@ Suitable for conveyor support structural parts.
@ The two rods form an Angle of 90° and are fixed easily.
@Eyebolt knob for locking the rod.
: Material
e ic®
Characteristic Colour Body o
1 Nickel plated CS
Black PAG
2 SUS304

P161~164/
171~172

.

| P179~185

N\

| P186~199 |

-3
Q\Vﬁ'
P247~261

<

| P282~298

Brackets




!

e

P171~172

| P195~199

[

| P208~212 |
.
-y R
P253~261

e_ .
¥

P286~298

Guide bracket

Swivel head

&1 TA-VA

D45

M10

M10

-] Howtochoose®-@

Item®-Characteristic®

o Part. DZJ-43.3-C1
Dia Height Height Weight
Item@® 0 i s K)
DZJ-43.3 e 433 28.5 0.19
DZJ-75 i 75 60.0 0.36
@ Suitable for conveyor support structural parts.
@ can swivel the angle and adjust the bracket direction.
© Swivel the knob to achieve the purpose of locking of rod.
s Colour Material
o
Characteristic Body Handle Body Handle Fastener
1 SuUs202
Silver SUS304
Black PA& SUS304
3 Beige Nickel plated CS SUS202




@ TAVA

Side bracket %

140 P171~172

piga~iss

Y

. = -
| P195~199 |

Item : YS-802

70 :
19 115
=

P253~261

=

P286~298

Iltem :YS-804 Item : YS-807

——7 Howtochoose®-® | tem®-Characteristic®

oo Part. YS-802-C1
Weight &
Item® Length Xo) g
¥S-802 140 0.28
YS-804 70 0.17
¥S-807 120 0.25
@ Suitable for conveyor support structural parts.
@ High fixed strength, easy to clean.
Characteristic® Colour Material
1 Silver SUS304
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% Side bracket

P171~172

| P183~185

_

Lo "
| P195~199 |

| P208~212 |
Ny
P253~261

|

P286~298

\‘“;E How to choose®-® | [tem®-Characteristic®
o o0 Part. YS-806-A-C1

Brackets

Dia Weight
Item® b Ka)
¥S-806-A 125 0.20

@ Suitable for conveyor support structural parts.
@ High fixed strength, easy to clean, convenient to install.
@ Bracket with eye-bolt and the body are parts,the brakcet tightening the rod.

s Colour Material
L]
Chatsntaristic Body Handle Body Handle Fastener

1 Silver Black SUS304 PA6 SUS304
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CA-Guiderail clamp ~:
P161~164
‘a‘ | P179~182 |
9
= | p186~194 |
- - .
=
=
=
: N\
.E | P200~207 |
=
-
: Y
— P247~-260
: :
- A
. %i}.
E | P263~278
P161~162
i
naranasy |
P271
g
&
oo
@ How to choose ®- @ | Item®-Characteristic®
oo Part. YLRL18X60CA-C1
Length Weight
Item®
L (Kg)
YLRL18X60CA 60 0.02
YLRL18X110CA 110 0.03
YLRL18X160CA 160 0.03
@ Suitable for conveyor support structural parts.
@ Locking bolts clamp round rods.
@ Avoid excessive locking to avoid damage to the body and fastener screws.
ch i @ Col Material
aracteristic olour Body Fotaet
1 Grey PAG+GF SUS202




L 1AVA

% Guiderailclamp C

P161~164

| P1T9~182

| P186~194

N\

| P200~207 |
N

P247~260

it

P263~278

.25

L+29

YLRR3X18C
P267

P161~162

ritheerbeer

Vi

rrHrrrrTaey
wereefry)

Ny
E |
il <
o 7 - YLRF42X18V
P2T1

How to choose®-@ | [tem®-Characteristic®

Brackets

Order
S]] Part. YLRK18X40C-C1
Length Weight
Item® L Kg)
YLRK18X40C 40 0.02
YLRK18X60C 60 0.02
YLRK18X80C 80 0.02
@ Suitable for conveyor support structural parts.
@ Locking bolts clamp round rods.
© Avoid excessive locking to avoid damage to the body and fastener screws.
p @ Material
Characteristic Colour Body Fastoner

1 Grey PA6+GF SUS202




&3 IAVA

Guide rail clamp B N~

P161~164

25 ey
' i | P179~182 |

| P186~194

YLRR3X18C YLRS3X15 -\
_YLRS3X15
e _;% | P200~207

N

P247~260

X

P263~278

L+30

YLRX118C

P272 A

] 03 Ferei
LA
@]l = '
— | //
YLRR3X18C —
P267
YLRF42X181V
pP271
i
E
&
oo
—7 Howtochoose®-® | tem®-Characteristic®
o Part. YLRK18X110B-C1
Length Weight
Item® i
L Kg)
YLRK18X110B 110 0.03
@ Suitable for conveyor support structural parts.
@ Locking bolts clamp round rods.
@ Avoid excessive locking to avoid damage to the body and fastener screws.
Characteristic® Colour Material e

1 Grey PA6+GF SUS202




Guiderailclamp

% Guide rail clamp

P161~164

| P1T9~182

™~

| P186~194

N\

| P200~207 |

ST

P247~260

YLRR3X21C

HH“MEE?

YLRS3X15

RV

P263~278

_YLRT3X23
~"P249

YLRR3X20H
P269

g
£
@

— How to choose®-@ | Item®-Characteristic®

Part. YLRK18X-C1
Dia Weight
Item®
em D (Kg)
YLRK18X 18 0.03
@ Suitable for conveyor support structural parts.
@ Locking bolts clamp round rods.
@ Avoid excessive locking to avoid damage to the body and fastener screws.
e Material
Characteristic® Col
phdatiod o Body Fastener
il Grey PAG+GF SUS202
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Rod

Guiderail clamp

&2
o0
=
15 | 15
o 0 I
I 1
—7 Howto choose®-@ | ltem®-Rod length®-Characteristic®
0o Part. N-PIN-12-L100-C1
Rod length Weight
Item®
4 L® (Kg)
100 0.09
150 0.13
N-PIN-12
200 0.17
250 0.21
@suits the connection between the brackets and guide rail.
@different style bracket for convenient connection.
@|nternal thread connection, ¢5 round hole for easy rotation and locking.
Characteristic® Colour Material
1 5US202
Silver
2 SUS304

S
S

P161~162/
171~172

.

| P179~185 |

™~

| P186~199

N\

| P200~212
S‘"w'

P247~261

Ry

P263~281

Brackets




| P183~185

_

o

| P195~199 |

[

| P208~212 |

S =
P253~361

ii=

P274~281

Brackets

Guiderailclamp

SN Guide rail clamp

P171~172

&1 TA-VA

Orcler

How to choose®-

® | Item®-Rod length®-Characteristic®

o0 Part. JB-CL-L100-C1
Rod length Weight
Itern" |.° (Kg)
100 0.11
JB-CL 150 0.13
200 0.15

@ Suit equipment guide rail connection.
@ Locking bolt can tighten the round rod.

@ The length of round rod can be adjustable to the size range of quide rail.

e Colour Material
9
Characteristic Body PIN Body PIN Fastener
1 SUS202 SUS202
Black Silver PAG
2 SUS304 SUS304
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Guide rail clamp _

P171~172

| P208~212 |

\\
~, =
P253~261
e
s
P274~-281
—7 Howtochoose®-@ | ltem®-Rod length®-Characteristic®
oo Part. JB-BL-L100-C1
Rod length Weight
ltem® Le (Kg)
100 0.11 £
JB-BL 150 0.13 g
200 0.15
@ Suit equipment guide rail connection.
@ Locking bolt can tighten the round rod.
@ The length of round rod can be adjustable to the size range of quide rail.
e Colour Material
a
Sl Body PIN Body PIN Fastener
1 5US202 SUS202
Black Silver PAG
2 SUS304 SUS304




!

Guiderailclamp

_ Single square clamp

P171~172

| P195~199

[

| P208~212 |
.
S =
P253~261

ii=

P274~281

285

—-7 Howto choose®-® | Item®-Characteristic®

oo Part. JB-BL-2-C1
Weight
tem® ;
fr (Kg)
JB-BL-2 0.03
@ Suits quide rail fixing.
@ Locking bolt can tighten the quide rail.
@ Simple structure and convenient use.
s Material
L]
Characteristic Colour Body e
1 SUS202
Black PAG
2 SUS304




&3 IAVA

Adjustable single round clamp

%

P171~172

piga~iss

Y

. = -
| P195~199 |

208212 |

‘ \
-~ =
P253~261

1

P274~281

—7 Howtochoose®-® | tem®-Characteristic®

o0 Part. JB-TR-C1 .E
Weight g
{13 o
Item!’ (Kg)
JB-TR 0.05
@ Suits quide rail fixing.
@ Locking bolt can tighten the round rod.
@ The middle position can be fixed 6-8 mm plate, top wire locking.
e Material
Characteristic Colour T
1 SUS202
Black PAB
2 SUS304




Guiderail clamp

s Adjustable single square clamp

P171~172

| P195~199

| P208~212 |
.
-y R
P253~261

ii=

P274~281

——7 Howto choose®-® | Item®-Characteristic®

Part. JB-D-C1
ﬁ Weight
g Item® !
@ Kg)
JB-D 0.05
@ Suits guide rail fixing.
© Locking bolt can tighten the guide rail.
® The middle position can be fixed 6-8 mm plate, top wire locking.
Material
istic®
Characteristic Colour Body e
1 SUSs202
Black PAG
2 SUS304




&3 IAVA

Double round guide rail clamp (with pin) _

P171~172

| p183~185
N
| P195~199 |
| P208~212
-
N =
P253~261
e
=
P274~281
E How to choose ®- @ | ltem®-Rod length® -Characteristic®
oo Part. JB-AL-A-L100-C1
Tube dia Height Height Rod length Weight
ierr® D H 5 Le (Kg) g
JB-AL-A 12.0 91 66 0.18 g
JB-AL-B 12.0 63 40 100,150,200 0.18
JB-AL-C 12.7 91 66 0.16

@ Suits double row guide rail fixing.
@ Locking the round rod can tighten the quide rail.
@ The length of round rod can be adjustable to the size range of quide rail.

Colour Material
s a2 “
Characteristic Body PIN Body PIN Fastener
SUS202 SUS202
Black Silver PAG
2 SUS304 SUS304




Guiderail clamp

_ Double square guide rail clamp (with pin)

P171~172

 P208~at2 |
.
N =
P253~261

ii=

P274~281

- P275

'\@ How to choose ®-© | ltem®-Rod length® -Characteristic®

oo Part. JB-DL-2-L100-C1
Height Height Rod length Weight
o
ﬂ Item H S LS (KQ)
® JB-DL-2 92 63 100,150,200 0.17
o
@ Suits double row guide rail fixing.
@ Locking the round rod can tighten the guide rail.
@The length of round rod can be adjustable to the size range of guide rail.
- Colour Material
°.
Characteristic Body PIN Body PIN Fastener
1 SUS202 SUS202
Black Silver PA6
2 SUS304 SUS304




@;,'IA-VA SUS304 guide rail clamp

SUS304 square guide clamp _

P171~172

| P208~212 |
-, =
P253~261
e
s
P274~-281
oa] Howtochoose®-@& Item®-Characteristic®
oo Part. BXGJ-DGJ-C1 i
g
Item® Weight @
(Kg)
BXGJ-DGJ 0.07
@ Suit equipment guide rail connection with large temperature difference and cleaning environment.
@ Locking nut can tighten the quide rail.
@ Simple structure and convenient use.
Material
istic®
Characteristic Colour Body Fastener

1 Silver SUS304 SUS304




SUS304 guiderail clamp @%,'IA'VA

_ SUS304 adjustable square guide clamp

P171~172

X

| P183~185

_

u
| P195~199

[

| P208~212 |

S =
P253~361

ii=

P274~281

g
£
@

— How to choose®-@ | Item®-Characteristic®

oo Part. BXGJ-DGJT-C1
Weight
Item®
(Kg)
BXGJ-DGJT 0.14
@ Suit equipment quide rail connection with large temperature difference and cleaning environment.
@The two ends of the guardrail are butt jointed.
@ Locking nut can tighten the quide rail.
Characteristic® Colour Matedal

Body Fastener
1 Silver SUS304 SUS304




@;,'IA-VA SUS304 guide rail clamp

SUS304 guide rail clamp _

P171~172

| p183~185 |
P195~199 |
| P208~212 |
254 |
-
=
P253~261
e
i
P274~281
P261 ;/PETQ i
P x .
£ \ £\ P80
./ i "?‘//
¥ Q_/ / * {,/ / g l
//{ o / R ﬁ// |
/ 5 //// " / i
// * / - .«/ !
s //// = ;c(
//ﬂ = // 4
N, -~ /*"‘ ‘,_/
'\@ How to choose ®- @ | ltem®-Rod length®-Characteristic® %
5o Part. JB-FDGJ-L100-C1 @
Rod length Weight
Item® ) (Kg)
100 0.15
JB-FDGJ 150 0.23
200 0.30

@ Suit equipment guide rail connection with large temperature difference and cleaning environment.
@ Locking bolt can tighten the round rod.
@The length of round rod can be adjustable to the size range of guide rail.

o Material
3]
Characteristic Colour Body PIN Fastener

1: Silver SUS304 SUS304 SUS304




SUS304 guiderail clamp @%,'IA'VA

_ SUS304 double round guide rail clamp (with pin)

P171~172

| P183~185

_

u
| P195~199

[

| P208~212 |

S =
P253~361

ii=

P274~281

g
£
@

-\O"';E How to choose®- @ | ltem®-Rod length® -Characteristic®
o0

Part. JB-YSGJ-L100-C1
Tube dia Height Height Rod length Weight
Item® D H 3 Le (Kg)
100 0.30
JB-YSGJ 12 85 67.5 150 0.38
200 0.45

® Suits double row quide rail fixing with large temperature difference and cleaning environment.
@ Locking the round rod can tighten the guide rail.

@ The length of round rod can be adjustable to the size range of guide rail.

Material
Characteristic Colour Body PIN Fastener

1 Silver SUS304 SUS304 SUS304




*@E?;,'IA-VA SUS304 guide rail clamp

SUS304 double square guide rail clamp (with pin) _

P171~172

| p183~185 |
| P195~199 |
W :
=i
| P208~212 |
3 . N,
= N
P253~261
385
e
i
P274~-281
P261 - /Pﬂg
A
NP0
i
—7 Howtochoose®-@ | ltem®-Rod length® -Characteristic® E
50 Part. JB-FSGJ-L100-C1 @
o Height Height Rod length Weight
' H S Le (Kg)
100 0.30
JB-FSGJ 85 63.5 150 0.38
200 0.45
@ Suits double row guide rail fixing with large temperature difference and cleaning environment.
@ Locking the round rod can tighten the guide rail.
@The length of round rod can be adjustable to the size range of guide rail.
Material
istic®
Characteristic Colour Bod PIN e

1 Silver SUS304 SUS304 SUS304




~ Connecting strip with set screws for conveyor beam

P161~164

| P165~166

™~

ety

| P22
-
8

| P232~239 |

| p243 |

P247~260

Components

Item :

YLCJ6X160

YLCB3/YMCB3/YHCB3

= / P161~162

130

10_ .

Item : YLCJBX130

160

o] Howtochooseo-o

Item®-Characteristic®

Item : YBNCJ6X160

15 Part. YSCJ6X130-C1
Item® W:;th Length Adapted conveyor beam “ﬁig]ht
¥SCJ6X130 20 130 ke 0.11
YLCJ6X130 130 YL.YMYH.YB145, 0.15
YLCJ6X160 25 160 ¥B155.YB175.YB300 0.18
YBNCJ6X160 160 YB145.YB155 0.19
® Use to connecting two section of conveyor beams.
Characteristic® Colour Surface treatment Body Btz R
1 Blue Galvanized Q235 SUS202




@, IAVA

Connecting strip with set screws for support beam N

180 ; &

Item: YCAP10X180 | |
| P225 |

£

| P232~239

P247~260

—7 Howtochoose®-® | tem®-Characteristic®
G Part. YCAP8X180-C1

Item® Adapted support beam “:f(lgr k

YCAP8X180 40X40, 80X80,40X80mm 0.15
YCAP10X180 44X44.64X64.88X88. 44X88mm .15

@ Use to connecting two section of stainless steel conveyor beams.

Material

istic®
Characteristic Colour Surface treatment Body R

1 Silver Frosting oxidation A6063 SUS202

Components




@, IAVA

Parallel connection block

P161~164

P165~166

/

| P186~194

N\

| P200~207 |

) 21

| P213~218

.

P225

e

pP228 )

T R

P232~239 / i

| p2az | _ ~ | | ™~

o SN DS

P247~260

— How to choose ®-@ | Item®-Characteristic®

go Part. YLAK-C1
Item® Adapted conveyor beam “;ilg)h :
o YLAK All conveyor beams 0.02
§ @ Use to connect two parallel conveyor beam.
o
o
£ n Material
istic®

S Characteristic Colour Surface treatment Body e

1 Silver Sandblasting oxidation AB063 SUS202




&5 TA-VA

Plastic screw

-

-8

— How to choose ®-® | ltem®-Characteristic®

oo Part. YLAG4-C1
Weight
Item®
em (Kg)
YLAG4 0.01
@ Use to fixed the plastic slide rail on the conveyor beam.

Characteristic® Material

il PA6

P161~162/
171~172

P165~166/
175~176

™~

| P186~199

N\

| P200~212

i

P213~218

.

P225

@

P228

Xl

P232~239

S

P243

N

P247~260

Components




P161~162/
171172

P165~166/
175~176

™

| P186~199 |

-
%
]
iard
L]

Yt
&«

| P213~218

&y

P228

P

P233~239

.

P243

RO

P247~260

Components

L/

Square nut

Q2=
zJs1210
P274

a,

oo W<
e (e YLAQS
S5 \ P303

P161~162

.

\\Z__J.-_T:'I_C_
P77

oan] Howtochoose®-@

Item®-Characteristic®

&1 TA-VA

w

o0 Part. YLAQS5-C1
Thread dia Weight
1 g
Item M (Kg)
YLAQS 5 0.01
YLAQG6 6 0.01
YLAQS 8 0.01

@ Use to connect the brackets on the conveyor beam.
@1t can only be inserted from the end with enough quantity.

Characteristic® Material
1 GMS
2 SUS304




&5 TA-VA

Square nut

YLRT3X23

P24
X

YLAL10-M8
P304

i

—7 How to choose ®-® | tem®-Thread dia®-Characteristic®

50 Part. YLAL8-M6-C1
Thread dia Width Length Weight
e
Item’ Me W L Kg)
YLALS 6 8 22 0.01
YLALLO 6.8 10 28 0.01
@ (an use the remedial nut when there is no square nut or the quantity is not enough.
@ Also known as remedial nut, avoid to use in main structure.
Characteristic® Material
il GMS
o SUS304

P161~162/
171~172

P165~166/
175~176

™~

| P186~199

N\

| P200~212

i

P213~218

.

P225

@

P228

Xl

P232~239
P243

N

P247~260

Components




Pl161~162
171~172

P165~166/
175~176

P

P233~239

.

P243

RO

P247~260

Components

T-slot nut

&5 TA-VA

<
|
|
Item : YCAN5/6/8 Item : YDANS
P228
-‘"‘»._‘h“x '\II\
T~.\P225
— How to choose ®-@ | Item®-Characteristic®
go Part. YCAN5-C1
Thread dia Weight
Item® M Adapted support beam (Kg)
YCANS 5 0.01
YCANG 6 40X40.80X80.,40X80mm 0.01
YCANS 8 0.01
YDANS 8 44X44. 64X64., 88X88, 44X88mm 0.01

@ Use to connect the support beam with aluminum feet or support bracket.
@ |t can only be inserted from the end with enough quantity.

Characteristic® Material
1 GMS
2 SUS304




@ TAVA

Spring nut N

P161~162/
171~172

n g T a— i i P165~166/

| P186~199 |

N\

| P200~212 |

i

| P213~218

.

P225

@

P228

Xl

’ — \ ) P232~239 |

T P225 g
’ ) B \

P243

1

/

25

N

P247~260

— How to choose ®-@ | ltem®-Characteristic®

Components

oo Part. JL-8-TPMB-C1
Thread di Slot width Weight
Item® :A - o WI Adapted support beam {Kg}
JL-8-TPM8 s 8 40X40. 80X80.40X80mm 0.01
JL-10-TPM8 10 44X44. 64X64, 88X88. 44X88mm 0.01
@ (an use the remedial nut when there is no T-slot nut or the T-slot nut is not enough.
@ Also known as remedial nut, avoid to use in main structure.
Characteristic® Material
1 GMS




Ss

P161~162/
171172

P165~166/
175~176

™

| P186~199 |

N\

| P200~212 |

) 21

| P213~218

.

P225

e

P228

&L

P233~239

.

P243

N

P247~260

Components

T-bolt A

YLRT3X23
" P247

YLRKI8X o 2
P285 ]

£J-51820

&1 TA-VA

P275 g A
R
~ YLATEX25/YLAT10X25 -
YLRE20/ P307~308
P270
\_YLRR3X20H
F269
\D'LE How to choose®-@ | Item®-Characteristic®
oo Part. YLAT8X17-C1
Item® Thre:‘d i Adapted Profile \ﬂ?:g? ¢
YLAT8X17 0.02
YLAT8X20 - 40X40.80X80,40X80mm support beam 0.02
YLAT8X25 and all conveyor beams 0.03
YLAT8X35 0.03
@ Use to put the fasteners to the profile groove.
@ Put vertically from the profile groove, rotate 90° to stop.
Characteristic® Material
1 Nickel plated CS




&5 TAVA

T-boltB %

P161~162/
171~172

P165~ 166/
175~176

™~

| P186~199

Components

= S -
T
— P231~23%
- f// /// // |
Tl P43
. -y P24T~260
M s,
ez
— How to choose ®- | tem®-Characteristic®
oo Part. YLAT10X20-C1
Item® Thre;l‘d ] Adapted Profile W;i'sr :
YLAT10X20 0.02
44X44. 64X64.88X88.44X88mm support beam
YLAT10X25 8 0.03
and YL.YM.YH.YB conveyor beams
YLAT10X35 0.03
@ Use to put the fasteners to the profile groove.
@ Put vertically from the profile groove, rotate 90° to stop.
Characteristic ® Material

1 Nickel plated CS




_r Connecting strip for stainless steel

P171~172 160 I.“-
| P195~199
| P208~212 |
Item : YLCX160/YMCX160/YHCX160
160
Item : YB180CX160/YB300CX160
——7 Howto choose®-® | Item®-Characteristic®
e} Part. YLCX160-C1
‘g Item® Gt Length Adapted conveyor beam Weight
g w (Kg)
£ YLCX160 61 YL 0.55
= YMCX160 81 YM 0.60
YHCX160 101 160 YH 0.66
¥YB180CX160 178 YB180 1.09
YB300CX160 296 YB300 1.25
@ Use to connecting two section of stainless steel conveyor beams.
Characteristic® Colour Surface treatment Material
Body Fastener
1 Silver Brushed SUS304 SUS304




@ TAVA

Components

Opposite nut e
P171~172
| P195~199 |
| P208~212 |
-\OLE How to choose ®-@ | Item®-Characteristic®
o Rre] Part. YFXM6-C1
Thread dia Weight
Item® M Kg)
YFXM6 6 0.01
YFXM8 8 0.01
YFXM10 10 0.01
© Mounted the side bracket.
Characteristic® Material

1 SUS304




P161~162(
171~172

P165~166/
175~176

™

| P186~199 |

-
?
]
i
L]

Yt
&«

| P213~218

&y

P228

L

P233~239

.

P243

RO

P247~260

Components

Mounting tool for slide rail

P170

Pl61~162 _—

— Howto choose® | Iltem®
G o Part. YLMR140
Item® Applicable series “ﬁ(lg)h :
YLMR140 YS.YL 0.14
YHMR200 YM.YH.YB 0.32
Characteristic Colour Material
1 Light yellow PAGE




&5 TA-VA

Pininsertion tool for chain %

P161~162/

171~172

P165~ 166/
175~176

N\

| P186~199 |

i/

—7 Howtochoose® | Item® | P200~212 |
00 Part. YLMJ4 j .
Item® Gun head dia Applicable series W;T('gg:"t | P213~218 |
YLMJ4 4 YS.YL 1.00
YMMJ6 6 YM.YH.YB 1.00

@ Use to connect or remove the chain.

® iy

Characteristic Material
P228

L

P233~239 |

S

p243
N
Cutting pliers ]

1 Galvanized

0
oa] Howtochoose® |Item

o Part. DP-JDJ
Item® Werght §
(Kg) g
DP-JDJ 0.55 §
@ Use to cut the plastic slide rail.
s Surface treatment Material
Characteristic Blade Blade

1 Nickel plated #45
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@"A‘VA Flexible conveying system
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Content

Monorail pallet

Content

01

Pallet system 318

02

Chain and accessories 320

03

Drive and idler unit

083~136

04

Conveying component 16 lwl?O_

Bends

05

181~188

313

06
07
08
09
10

&5 TA-VA

Support components 215~239

Brackets 321
Slide rails 322~323
Components 299~324

Stopper components 325
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Pallet system

Pallet system

<t
s

Pallat e g 1Y

Chain and accessories

Chain and accessories

Plain chain YM83................. 320

Drive and idler unit

ve
083

314



Content

Monorail pallet

&5 TA-VA

Centredrive unit

-

¥M83 Centre drive unit........ 119

Horizontal bend drive unit

¥M&3 Horizontal bend drive uni
127

Idler end unit

¥YM83 |dler end unit............. 136

Conveying component

» ‘;‘\_\H

Conveyor beam......uw 161 ?:;atm:-se_cﬁm for chain

165

R

Plastic slide rail

Conveying component

315
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YM83 Wheel bend ........... 161 | Yo Horizontal plain bends

Support components

Supportbrackets for beam

Beam support bracket for YM83
215

Beam support bracket........ 217 E?:r‘i?f:r beamsupport 218

Supportbeam

T — e

Support beam................... 225 |End cap for support beam. 226 |Seal

...................................... 227 |Angle bracket..........c.oonrvnn. 228

316

Content



Content

@, IAVA

— =

: DGCBOF Stainless steel fully sealed
DGS80 Articulated feet ....... 233 | DDGSBO Articulated feet..... 234 Givareal adictable et siss 237

Aluminium feet ........... End plate for beam ............. 231 | DG540 Articulated feet ....... 232

s

DGCABOF Stainless steel fully sealed| GDSB0 Stainless steel f ixed feet
|universal adjustable feet........... 238 239

Brackets

Brackets

prEC
} {J\K
Rail bracket ......omeeomen 321

Slide rails

Straight track..........c.eoceenees 322 | Guide rail horizontal elbow .. 323

317
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Components

t

@'

:

Monorail pallet

Connecting strip with set Connecting strip with set . :

ccrows for conveyor baam, 209 | screws for sUppart beam ... 300 Parallel connection block... 301 | Plastic SCrew ..o 302 | SQUAre NUt.....o e sirenses 303 | SqQUAre AUL.....cocvecnsrennecne. 304
% < /

T-slot UL verrenase SPrNg NUL. .ciaineerinreennns 306 | T-BOIEA oo 30T | T-BOIE B ovcivsiacnicinnsnen. 308 | Mounting tool for slide rail. 311 | Pin insertion tool for chain... 312

Stopper components

e ]
t

Cutting pliers......cccocveniinnnc

4

12| bl i

..324

Stopper components

*‘»‘Z

Stoppeeiil DGR

325

318

Content



L
k-
©
o
'©
)
)
c
o
£
Bl
)
o
-
3
1)
L)
(]

/1zd S0ed

nu Buide apeiq ajbu 4 ™
13)oeIq Weag '\E.r_ Buids i : o ~——
s . “Inuazenb ; ! - 7

0zed
NIVHO NIV

L81Ld
puaq [2aym |ejuozioy

LZEd
13¥2eiq 3PIND

vZed

nu

221A8p MaAlp 19)jed

(44, ]

3pinb yyBiess /v\ _

apinb aniny

221A2p Buluoiysod j3)jed

N\ 91l~19ld

LZld /. weaq JoAaAuod

puaq [234M SAUP [BIUOZIIOH

e =~ 881d

puaq urejd

JUN 2ALP




€
T
€
=
o
(9




Pallet system

&r3. TA-VA

Item®-Characteristic®

\Q”“ How to choose®-@
@ @8 Part. YBTP-160X225R-C1

p228 e
Item® Plane si =
e‘ em ne size Kg)
YBTP-160X225R 160X225 0.75
P321 :
@ Use to connecting two section of conveyor beams.
\ Colour Surface treatment Material
= istic®
— Chacteristic Frame Load plate Load plate Frame Load plate
P322~323 :
1 Black Silver Not have PAG6 AL
d !ll
\.‘,
P299~324
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Plain chainYM83 &
>
P119

'\OLE How to choose®-o | Item®-Characteristic®
5o

Part. YMTL83PB-C1
Item® Width Pitch Rs Rb i
(Kg/m)
YMTL83PB 83 33.5 160 120 1.50
@ Suitable for medium load and moves smothly.
© Connecting structure makes chain more flexible, one power can has multiple transport directions.
@ The teeth shape can achieve a small turning radius.
3 Material Working load | Conveyor length | Speed | Working temperature
e
Characteristic™ | Colour g T Plastic Pivot | Pin ) (m) (m/min) C)

1 White POM PA66 SUS304 <5000 <I12M <50 -10~40




7%, TAVA

% Rail bracket

/

P322~323
L !'I
\v
P299~-324
F — How to choose®-® | Item®-Characteristic®
§ o) Part. YBRB-22X63-C1
Item® Weight
(Kg)
¥YBRB-22X63 0.04
@ Use to connecting two section of conveyor beams.
Characteristic® Colour Surface treatment Material
1 Silver Frosting oxidation A6063
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Straight track @

38
o
m)
o)
—
11
202 |
P321
e N>
~ ;. P299~324
\\
YSCJ6X130",

<% /P29

\ YLBT8X20
\P324

%
5

—7 How to choose ®-® | tem®-Thread dia®-Characteristic®

[e] Part. YBZDG-3M-C1
Length Weight
o
Item e (Kg)
YBZDG 3M 1.65
@ Use to connecting two section of conveyor beams.
Characteristic® Colour Surface treatment Material Aging treatment
1 . Frosting oxidation Aging treatment
Silver - A6063 -
2 Without Non-aging treatment

Slide rails




\i Guide rail horizontal elbow

P319
T
| P127
Plsl~162.
| P165~166
| P181 |
| P188
P31
8
\;’
P299~324
P325
57 How tochoose®-@ | Item®-Characteristic®
e} Part. YDGBP30R160-C1
tem® Turning angle Turning radius Length Weight
TA R L (Kg)
YDGBP30R160 30° 0.80
" YDGBP45R160 45° 0.90
o 160 80
k7 YDGBP90R160 90° 1.00
2 YDGBP180R160 180° 1.20
© Use to connecting two section of conveyor beams.
Surface treatment Material
Ty e
Chatastarshic Solose Body Connecting strip Body Connecting strip Fastener

1 Silver Frosting oxidation| Galvanized AB063 Q235 SUS202
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T-bolt

| P161~162 |

| P165~166

Js

P215~218
P228
- e ™ . T e P322~323
P325
—7 How to choose ®-@ | tem®-Characteristic®
e} Part. YLBT8X20-C1
Thread dia Weight
L]
Item M Adapted Profile (Kg)
YLBT8X20 8 Straight guideway 0.02
@ Use to connecting two section of conveyor beams.
Characteristic® Material
1 GMS
2
2
a
E
S




Stopper components @?\, TA-VA

Stopper

Stopper components

P322~323

L

P299~324

—7 How to choose ®-® | tem®-Characteristic®

o0 Part. TPZD-01-C1
. Max blocking weight - : Weight
0
Item Trip (Kg) Diameter of air tube (Kg)
TPZD-01 10 15 M5*0.8 0.20
@ Use to connecting two section of conveyor beams.
Characteristic® Colour Surface treatment Material

1 Silver Oxidation Aluminium
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Service Customer

Service Customer

Brewery industry
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Pharmaceutical industry
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Packaging Machinery Industry
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Daily chemical industry and edible oil industry
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Dairy industry
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Condiment industry
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Service Customer

Logistics Industry
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Fruit and vegetable industry
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Meat processing industry
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Tire industry
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Canning industry Tobacco industry
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Suggestions on products application

All instructions and data in this manual are measured and tested under the normal state of
our company's quality control center, and some of them are downloaded in the literature.
Therefore, all instructions and data are recommended and can not be regarded as
statements. Guarantees or promises are only for reference, whichever is true.

We reserve the right to modify and change the relevant data without notice. We are not
liable for the applicability of the product and its working capacity, process results, produc-
tion, products, potential shortcomings, damage, consequent damage and far-reaching

damage.
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Copyright declaration

Copyright declaration

The drawings, models, typesetting designs, pictures, technical
instructions of the products and other materials contained in this
manual are original. Without written authorization of the YA-VA,
copying or imitating the product drawings, product models,
typesetting designs, product pictures, technical instructions and
other contents of this manual shall constitute infringement. This
manual has been registered by the Copyright Office, the copyright
belongs to our company, infringement will be corrected

The patent number of YA-VA conveyor parts as follows:

2019210446303 2019210438487
201921166946X 2019212375618
2019216186916 2019216186935
2019216175019 2019216175042
2019216175146  201921617524X
2015216697451 2019222656497
2019222921187 2020200606900
2020200607053 2020207862274
2020210371352  202010515394X
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YA-VA Makes Your Job Easier

% FDA (€

1509001 FDA

YA-VA INTELLIGENT SYSTEMS CO., LTD.

1068, Nanwan Rd, Qiandeng, Kunshan, Jiangsu, P. R. China ZIP: 215341

YA-VA (FOSHAN) INTELLIGENT SYSTEMS CO., LTD.

No. 839, East of Gaoming Avenue, Gaoming District, Foshan City, Guangdong Province,China ZIP: 528511

Tel : +86-512-57955558  Fax : +86-512-57955559 Web : www.ya-va.com
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